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ALL  CODES  USED 
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(iO  East  42nd  Street 

DISTRICT  OFFICE 


SAN  FRANCISCO 
149  New  Montgomery  Street 

OFFICE  AND  WAREHOUSE 


Printed  in  U.  S.  A. 


HOW  TO  OBTAIN  BRYANT  WIRING  DEVICES 


It  is  not  enough  to  make  a  superior  product;  it  must  be  easy 
for  the  user  to  get.  This  problem  of  distribution  has  been 
solved  by  The  Bryant  Electric  Company  by  associating  itself 
with  responsible  distributors  in  all  parts  of  the  World. 

In  the  United  States  and  Canada  more  than  five  hundred 
distributors,  or  jobbers,  carry  stocks  of  Bryant  Superior  Wir¬ 
ing  Devices.  These  distributors  are  located  in  practically  all 
the  important  trading  centers  of  the  two  countries  and  their 
salesmen  call  periodically  upon  every  large  user  of  electrical 
material. 

Outside  the  United  States,  Canada  and  the  Hawaiian  Is¬ 


lands,  there  are  distributors  and  agents  in  the  leading  foreign 
trade  centers  of  the  world,  who  carry  Bryant  stocks  and  are 
authorized  to  sell  Bryant  Wiring  Devices. 

It  is  through  these  distributors  that  Bryant  Devices  are 
sold. 

Information  regarding  foreign  distributing  channels  will  be 
supplied  on  request. 

In  addition  to  the  stocks  carried  by  its  distributors,  the 
Bridgeport,  Chicago  and  San  Francisco  offices  of  The  Bryant 
Electric  Company  have  large  warehouse  stocks  from  which 
immediate  shipments  to  territorial  points  can  be  made. 
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WESTERN  DIVISION 

The  BRYANT  ELECTRIC  CO. 
044  WEST  ADAMS  STREET 
CHICAGO.  ILLINOIS 


NEW  YORK  OFFICE 

THE  BRYANT  ELECTRIC  CO 
LINCOLN  BUILDING 
60  EAST  420  STREET 


EASTERN  DIVISION 
THE  BRYANT  ELECTRIC  CO 
1421  STATE  STREET 
BRIDGEPORT.  CONN. 


PACIFIC  COAST  DIVISION 

THE  BRYANT  ELECTRIC  CO. 
149  NEW  MONTGOMERY  ST. 
SAN  FRANCISCO.  CALIFORNIA 


HOW  TO  CORRESPOND  WITH  THE  BRYANT  ELECTRIC  COMPANY 


If  your  business  is  in  the  United  States  or  Canada  it  will 
save  time  if  your  letters  to  this  Company  are  addressed  to  the 
proper  district  office  as  shown  by  the  map. 

The  Bryant  service  organization  includes  three  district 
divisions.  Referring  to  the  map: 

The  Eastern  Division  serves  those  parts  of  the  United 
states  and  (  anada  which  are  marked  uEastern  Division”  on 
the  map.  Mail  may  be  addressed  to  The  Bryant  Electric 
Company,  1421  State  Street,  Bridgeport.  A  New  York  office 
is  maintained  in  The  Lincoln  Building,  60  East  42nd  Street, 


New  York  City,  to  serve  the  Metropolitan  District  in  and 
around  New  York. 

The  Western  Division  serves  those  parts  of  the  United 
States  and  Canada  which  are  marked  “Western  Division.” 
Mail  may  be  addressed  to  The  Bryant  Electric  Company, 
844  West  Adams  Street,  Chicago. 

The  Pacific  Coast  Division  serves  those  parts  of  the 
United  States  and  Canada  which  are  marked  Pacific  Coast 
Division  and  the  Hawaiian  Islands.  Mail  may  be  addressed 
to  The  Bryant  Electric  Company,  149  New  Montgomery 
Street,  San  Francisco. 


'Flie  Bryant  Factory  Today  Covers  over  Half  a  Million  Square  Feet  of  Floor  Space.  It  is  the  Largest  Factory 
in  the  World  Devoted  Exclusively  to  the  Manufacture  of  Electrical  Wiring  Devices 


Hem co  Molding  Division'  ok  The  Bryant  Electric  Company 

This  Plant  Covers  over  Seventy-five  Thousand  Square  Feet  of  Floor  Space  and  is  Devoted  to  the  Molding  of 

Bryant  and  Ilemco  Products 


The  Bryant  Electric  Company  Factory 
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BRYANT  SUPERIOR  WIRING  DEVICES 


“New  Wrinkle”  Socket,  Switch,  and 
Receptacle  Bodies 

Each  body  will  fit  all  “New  Wrinkle”  caps  and  bases. 


Single-Pole  Key  Body 

The  standard  length  of  key  is  1  inch. 


No.  10  Key  Body 

250  Watts,  250  Volts 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

10 

$18.94 

25 

250 

39 

No.  12  Key  Body 
660  Watts,  250  Volts 

12  $52.12  25  250  42 


No.  13  Keyless  Body 
660  Watts,  250  Volts 

13  $16.84  25  250  40 

No.  15  Single-Pole  Pull  Body 
250  Watts,  250  Volts 

The  standard  chain  is  6A  inches  long. 
For  longer  chains  and  other  special  features, 
see  pages  11  and  12.  No  allowance  is  made 
for  chains  shorter  than  standard. 

15  $25.26  25  250  42 


Single-Pole  Push-Button  Body 
No.  34  Push-Button  Body 
660  Watts,  250  Volts 

34  $21.06  25  250  34 

No.  3834  Push-Button  Body 
250  Watts,  250  Volts 

3834  $20.02  25  250  34 


Single-Pole  Pull  Switch  Body 

Equipped  with  short  chain,  4  feet  of  small  cord  and  small 
composition  pendent  ball. 


No.  20  Pull  Switch  Body 

3  Amperes,  125  Volts 
1  Ampere,  250  Volts 

20  $78.70  10  20  4 

No.  50  Pull  Switch  Body 

6  Amperes,  125  Volts 
3  Amperes,  250  Volts 

50  $92.00  10  20  4 

No.  27  Pull  Switch  Body 
For  3-Light  Lamps  Operating 
1,  2,  1  &  2,  Off 
3  Amperes,  125  Volts 
1  Ampere,  250  Volts 

27  $123.24  10  20  4 


No.  25  Pull  Switch  Body 

3  Amperes,  125  Volts 
1  Ampere,  250  Volts 

With  %-hnch  cord  hole  in  composition 
bushing. 

25  $82.64  10  20  4 


No.  29  Receptacle  Body 

15  Amperes,  125  Volts 
10  Amperes,  250  Volts 


$33.42  5  20 
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“New  Wrinkle”  Brass  Caps  and  Bases 

Each  cap  and  base  will  fit  all  “New  Wrinkle”  socket, 
switch,  and  receptacle  bodies  listed  in  left-hand  column. 


No.  AA  y8-Inch  Female  Cap 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

AA 

$8.42 

25 

250 

13 

No.  AB  y4- 

Inch  Female  Cap 

AB 

$26.14 

25 

25 

2 

No.  AC  %- 

Inch  Female  Cap 

AC 

$11.02 

25 

100 

6 

No.  AD  y2- 

■Inch  Female  Cap 

AD 

$31.04 

25 

50 

4 

No.  AG  %-Inch  Male  Cap 

AG 

$26.14 

25 

50 

3 

No.  AM  Vs-Irwh  Female  Angle  Cap 
AM  $34.30  25  50  3 


No.  AP  %-Inch  Female  Angle  Cap 
AP  $39.18  5  25  2 

No.  AO  Cord  Grip  Cap 

For  Ys  to  J^-inch  cords. 

AQ  $22.28  25  100  8 

No.  AT  Pendent  Cap 

With  Templus  bushing  ^-inch  hole. 

AT  $8.42  25  250  8 

No.  AU  Strain  Relief  Pendent  Cap 

With  porcelain  bushing  %-inch  hole. 

AU  $14.84  25  100  4 

No.  CX  y8-Inch  Female  Cap 

With  Insulated  Side  Entrance  Bushing 

Dimension  of  cord  hole,  ^x^-inch. 

Certain  other  socket  caps  may  be  fitted 
with  insulated  side  entrance  bushings.  Add 
$2.00  per  100  to  list  price. 

CX  $10.42  25  100  5 


No.  BH  Small  Brass  Covered  Base 

Outside  diameter  of  base,  2J4  inches. 
Supporting  screw  spacing  1%  inches. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

BH 

$41.58 

10 

100 

24 

No.  BL  3%-Inch  Box  Base 

Outside  diameter,  3%  inches. 
Supporting  screw  spacings,  2  and 
2 %  inches. 

BL  $54.94  10  50  25 

No.  BM  4-Inch  Box  Base 

Outside  diameter,  4%  inches. 
Supporting  screw  spacings,  2 % 
and  3'A  inches. 

BM  $99.48  5  50  45 


The  standard  finish  is  brush  brass  which  will  be  furnished  when  no  finish  is  specified.  For  special  finishes  see  page  13. 
Special  features  for  sockets  described  on  pages  11  and  12. 

All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 


BRYANT  SUPERIOR  WIRING  DEVICES 
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“New  Wrinkle”  Porcelain  Bases 


Each  base  will  fit  all  socket,  switch,  and  receptacle  bodies 
listed  on  page  4. 


' 


;bryant 


* 


No.  AX  Slotted  Base 

Outside  diameter  of  base,  234 
inches. 

Supporting  screw  spacing,  iy 


inches. 

Cat.  Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

AX 

$26.72 

10 

100 

19 

No.  AY  Small  Concealed  Base 

Outside  diameter  of  base,  234 
inches. 

Supporting  screw  spacing,  1 y8 
inches. 

AY  $26.72  10  100  18 


No.  AZ  Large  Concealed  Base 

Outside  diameter  of  base  2% 
inches. 

Supporting  screw  spacing,  234 
inches. 

Fits  Type  500  Adaptiboxes,  Types 
GN,  HM,  and  W  (Forms  5  and  10) 
Octagonal  Unilets  and  Size  10 
Round  Opening  Pipe  Taplets. 

AZ  $34.16  10  100  32 

No.  AW  Cleat  Base 

Supporting  screw  spacing,  2% 
inches. 

AW  $34.16  10  100  29 

No.  BA  Angle  Concealed  Base 

Supporting  screw  spacing,  1 34 
inches. 

BA  $34.16  10  100  22 


Assembled  Sockets 

250  Volts 

Other  combinations  of  sockets  than  those  listed  below  will 
be  shipped  assembled,  when  so  specified,  without  extra 
charge,  but  such  orders  will  be  subject  to  the  delays  which 
are  usual  in  connection  with  goods  not  carried  in  stock. 


“New  Wrinkle”  Sockets  Assembled 
No.  AA-10  with  Single-Pole  Key  Body 
The  standard  length  of  key  is  1-inch. 


Cat. 

Per 

Size 

Car¬ 

Std. 

Pkg. 

No. 

100 

Cap 

ton 

Pkg. 

Wt. 

AA-10 

$27.36 

34-Inch 

25 

250 

58 

No.  AA-13 

with  Keyless  Body 

AA-13 

$25.26 

34Inch 

25 

250 

47 

No.  AA-15  with  Single-Pole  Pull  Body 

Standard  chain  is  634  inches  long.  For 
longer  chains  and  other  special  features, 
see  pages  11  and  12.  No  allowance  is  made 
for  chains  shorter  than  standard. 

AA-15  $33.68  34-Inch  25  250  54 

“Wrinklet”  Sockets  Assembled 

No.  WA-8I  with  Single-Pole  Push-Button 
Body 

WA-81  $29.48  34Inch  25  250  42 

No.  WA-83  with  Keyless  Body 
WA-83  $25.26  34- Inch  25  250  40 

No.  WA-95  with  Short  Keyless  Body 

WA-95  $23.16  }/8-  Inch  25  250  31 

No.  WA-85  with  Single-Pole  Pull  Body 

Standard  chain  is  6  34  inches  long.  For 
longer  chains  and  other  special  features, 
see  pages  11  and  12.  No  allowance  is  made 
for  chains  shorter  than  standard. 

WA-85  $33.68  34-Inch  25  250  46 


“Wrinklet”  Electrolier  Caps  and  Bodies 


The  caps  and  bodies  in  this  column  are  interchangeable. 

No.  WA  y8- Inch  Female  Gap 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

WA 

$8.42 

25 

250 

10 

No.  WB  Vi-Inch  Female  Cap 
$26.14  25  25 

No.  WC  %-Inch  Female  Cap 
$17.90  25  50 

No.  WE  %-Inch  Male  Cap 
$16.34  5  25 


No.  WG  %-Inch  Male  Cap 
$26.14  5  25 


No.  WM  %-Inch  Female  Angle  Cap 
WM  $34.30  25  50 


No.  WP  %-Inch  Female  Angle  Cap 
WP  $39.18  5  25  2 

No.  WT  Pendent  Cap 

With  %-inch  hole. 

WT  $8.42  25  50  2 

No.  WX  %-Inch  Female  Cap 

With  Insulated  Side  Entrance  Bushing 

Certain  other  socket  caps  may  be  fitted  with 
insulated  side  entrance  bushings.  Add  $2.00  per 
100  to  list  price. 

WX  $10.42  25  50  2 


No.  80  Single-Pole  Key  Body 


250  Watts,  250  Volts 
Standard  length  of  key  is  1-inch. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

80 

$18.94 

25 

250 

35 

83 


95 


No.  83  Keyless  Body 

Long  Pattern 
660  Watts,  250  Volts 
$16.84  25  250 

No.  95  Keyless  Body 

Short  Pattern 
660  Watts,  250  Volts 
$14.74  25  250 


Single-Pole  Push-Button  Body 
No.  81  Push-Button  Body 
660  Watts,  250  Volts 
81  $21.06  25  250 

No.  3882  Push-Button  Body 
250  Watts,  250  Volts 
3882  $20.02  25  250 


29 


23 


30 

30 


No.  85  Single-Pole  Pull  Body 
250  Watts,  250  Volts 

Standard  chain  is  634  inches  long.  For 
longer  chains  and  other  special  features,  see 
pages  11  and  12.  No  allowance  is  made  for 
chains  shorter  than  standard. 

85  $25.26  25  250  35 


Standard  finish  is  brush  brass  which  will  be  furnished  when  no  finish  is  specified.  For  special  finishes  see  page  13. 
Special  features  for  sockets  described  on  pages  11  and  12. 

All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 
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BRYANT  SUPERIOR  WIRING  DEVICES 


Bayonet  Shell  and  Miscellaneous  Sockets 

The  caps  or  bases  and  shells  of  bayonet  shell  sockets 
fasten  together  with  a  bayonet  joint  which  is  secured  by 
two  screws,  and  can  be  assembled  in  either  of  two  positions 
with  respect  to  each  other. 


Bayonet  Shell  Sockets  with  Gaps 


Key  Socket 
250  Watts,  250  Volts 
The  standard  length  of  key  is  1  inch. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

Description 

ton 

Pkg. 

Wt. 

9386 

$51.44 

34-Inch  Cap. 

25 

250 

56 

50760 

60.80 

54-Inch  Cap. 

25 

100 

22 

Keyless  Socket 

660 

Watts,  250  Volts 

9392 

$46.76 

34-Inch  Cap. 

25 

250 

51 

50768 

56.12 

54-Inch  Cap . 

25 

100 

22 

Pony  Wall  Socket 
With  Base  for  Concealed  Work 


Keyless  Socket 
660  Watts,  250  Volts 

Diameter  of  base,  2  inches. 

Height,  2  inches. 

Supporting  screw  spacing,  1 34  inches. 

50717  $37.12  .  10  100  22 


Wall  Sockets 

With  Covered  Bases  for  Concealed  Work 

Key  Socket 
250  Watts,  250  Volts 
Standard  length  of  key  is  1  inch. 

Height,  234  inches. 

Supporting  screw  spacing,  154  inches. 

60018  $75.44  254-Inch  Base  10  100  35 

Keyless  Socket 
660  Watts,  250  Volts 
Height,  234  inches. 

Supporting  screw  spacings,  154  and  2 
inches. 

Approved  for  use  on  600-volt  circuits. 
60020  $102.90  334-Inch  Base  10  100  45 


Removable  Ring  Socket 
With  Small  Covered  Base  for  Concealed  Work 


Keyless  Socket 
660  Watts,  250  Volts 

Diameter  of  base,  2  inches. 

Height,  154  inches. 

Supporting  screw  spacing,  134  inches. 

★  50746  $63.94  .  10  100  25 


Electrolier  Sockets 

Keyless  Socket 
660  Watts,  250  Volts 
The  cap  and  shell  screw  together. 

66237  $56.56  34-Inch  Cap.  50  250  45 

50766  65.04  54-Inch  Cap.  10  100  17 


“Titan”  Socket  Caps  and  Bodies 

The  connection  between  the  socket  body  and  cap  is 
effected  by  means  of  a  threaded  ring  which  engages  with  a 
corresponding  thread  in  the  shell. 

The  threaded  ring  is  packed  with  the  socket  body. 


No.  TA 


No.  TT 


Brass  Caps 

Each  brass  cap  will  fit  all  brass  bodies. 


Cat. 

Per 

Style 

Car¬ 

Std. 

Pkg. 

No. 

100 

Cap 

ton 

Pkg. 

Wt. 

TA 

$8.08 

34-Inch 

25 

250 

12 

TB 

19.80 

34-Inch 

25 

100 

4 

TC 

14.14 

54-Inch 

25 

100 

4 

TJ 

18.38 

Cord  Grip  34  to  5s-In- 

25 

100 

7 

TQ 

18.38 

Cord  Grip  54  to  34-E- 

25 

100 

7 

TT 

8.08  Pendent  in-  hole 

25 

250 

12 

Brass  Bodies 


No.  4310  Single-Pole  Key  Body 
250  Watts,  250  Volts 
Standard  length  of  key  is  1  inch. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

4310 

$28.28 

25 

250 

44 

No.  4312  Single-Pole  Key  Body 
660  Watts,  250  Volts 
Standard  length  of  key  is  1  inch. 

4312  $48.22  25  250  48 


No.  TA-4315 
Showing 
Method  of 
Fastening 
Shell  to  Cap 


4313 


4314 


4317 


No.  4710 


No.  4313  Keyless  Body 

660  Watts,  250  Volts 

$25.26  25  250 

No.  4314  Push  Button  Body 
660  Watts,  250  Volts 
$28.28  25  250 

No.  4317  Push  Button  Body 
250  Watts,  250  Volts 
$27.24  25  250 

No.  4315  Single-Pole  Pull  Body 

250  Watts,  250  Volts 

4315  $40.40  25  250 

Templus  Caps 

Each  Templus  cap  will  fit  all  Templus 
bodies. 

No!'  100  Style  Cap 

LA  $8.08  34-Inch . 

LC  14.14  54-Inch . 

18.38  Cord  Grip  for 

to  34-In.  Cord . 

8.08  Pendent 
Hole. 

Templus  Bodies 
No.  4710  Single-Pole  Key  Body 
250  Watts,  250  Volts 


46 


40 


40 


41 


Oar-  Std.  Pkg. 


% 


In. 


ton 

10 

10 

10 

10 


Pkg.  wt. 


100 

100 

100 

100 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

»No. 

100 

ton 

Pkg. 

Wt. 

4710 

$28.28 

10 

100 

19 

No.  4712  Single-Pole  Key  Body 

660  Watts,  250  Volts 

$48.22  10  100  19 

No.  4713  Keyless  Body 

660  Watts,  250  Volts 

$25.24  10  100  18 

No.  4714  Push  Button  Body 

660  Watts,  250  Volts 

$28.28  10  100  17 

No.  4717  Push  Button  Body 
250  Watts,  250  Volts 

$27.24  10  100  17 

No.  4715  Single-Pole  Pull  Body 
250  Watts,  250  Volts 
No.  4714  4715  $40.40  10  100  19 

Standard  chain  is  634  inches  long. 

No  allowance  is  made  for  chains  shorter  than  standard. 


4712 


4713 


4714 


4717 


Standard  finish  is  brush  brass  which  will  be  furnished  when  no  finish  is  specified.  For  special  finishes  see  page  13 
Special  features  for  sockets  described  on  pages  11  and  12. 

All  devices  on  this  page  listed  as  standard  by  Underwriters  Laboratories  except  where  marked  (★). 
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Twin  Sockets 


Medium  Base  Candle  Sockets 


Multiple  Connections 

For  cove,  trough,  show  case,  and  reflector  lighting. 


The  bushing  of  these  sockets  is  threaded  for  J^-inch  iron 
pipe  thread. 


Brush  Brass  Keyless  Sockets 
Each  Outlet  660  Watts,  250  Volts 

Length  of  sockets,  2^6  inches. 

Cat.  Per  Bushing  Car-  Std.  Pkg. 

No.  100  In.  ton  Pkg.  Wt. 

46750  $80.80  Y  2  10  2 

46751  80.80  Y  2  10  2 


Brush  Brass  Pull  Sockets 


Length  of  sockets,  3%;  inches. 

Combined  Load  250  Watts,  250  Volts 


Both  outlets  controlled  simultane¬ 
ously. 

4051  $119.18  ys  2  10  3 

4052  131.30  y8  2  10  3 

Combined  Load  250  Watts,  250  Volts 

First  pull,  outlet  No.  1  alone.  Second 
pull,  both  outlets  in  multiple.  Third 
pull,  outlet  No.  1  off;  outlet  No.  2  on. 
Fourth  pull,  both  outlets  off. 


4005  $135.34  Y  2  10  3 

4006  147.46  %  2  10  3 


m 

B  RYAN  r 


Porcelain  Keyless  Sockets 
Each  Outlet  660  Watts,  250  Volts 

76750  $47.36  Y8  10  100  43 

76751  50.54  %  10  100  43 


BRYANT 


Angle  Sockets 

Brush  Brass  Keyless  Sockets 
660  Watts,  250  Volts 
With  side  bushing. 

Cat.  Per  Car-  Std.  Pkg. 

No.  100  Description  ton  Pkg.  Wt. 

4043  $35.36  j/g-Inch  Bushing  25  100  18 

4044  40.40  Y-lncb.  Bushing  25  100  19 

Porcelain  Keyless  Sockets 
660  Watts,  250  Volts 

7043  $30.70  ^-Inch  Bushing  10  100  30 

7044  30.70  Jbg-Inch  Bushing  10  100  30 


The  Bryant  Electric  Company  does  not  make  and  cannot 
furnish  candle  slips  of  any  kind. 


No.  4194 


Keyless  Sockets 
660  Watts,  250  Volts 

Outside  diameter  of  paper  jacket 
is  1%  inches. 

Length  of  body,  1 Y  inches. 

With  3d?-inch  female  bushing. 

BRYANT 


No.  4004 


Non-Adjustable  Porcelain 


Cat. 

No. 

Per 

100 

Length 

Inches 

Car¬ 

ton 

Std. 

Pkg. 

Pkg. 

Wt. 

4004 

$7.36 

2% 

25 

250 

28 

Adjustable  Composition 

4194 

$8.42 

SJ4r5H 

25 

250 

33 

No.  4190 


Pull  Sockets 
250  Watts,  250  Volts 

With  paper  jacket  and  J^-inch 
female  bushing. 


*r 


BFYant 


No.  4230 


The  standard  chain  is  No.  3  size 
and  extends  5  inches  below  the 
composition  on  the  non-adjustable 
socket  and  6  inches  below  the 
composition  on  the  adjustable 
socket. 

Standard  finish  of  chain  is  brush 
brass,  but  polished  or  dull  nickel 
finish  will  be  furnished  without 
extra  charge. 


Non-Adjustable  Body,  Composition 

4230  $26.32  3Y  10  100  7 

Adjustable  Body,  Composition 

4190  $28.42  4J^-5j^  10  100  8 


Aluminum  Heavy  Duty  Socket 


With  Shade-Holder  Threads 


660  Watts,  600  Volts 

The  shells  are  threaded  on  the  end  to  re¬ 
ceive  a  special  shade-holder  No.  3700.  See 
page  10. 

This  device  is  fitted  with  lanced  screw 
shell  which  prevents  loosening  of  lamps  from 
vibration. 

Diameter  of  body,  1%  inches. 

Length,  2%  inches. 

Diameter  of  shade-holder  flange,  1% 
inches. 

3707  $70.70  3^-Inch  Cap  10  50  2 


Plug-In  Pull  Socket 


Single-Pole,  Brush  Brass 
250  Watts,  250  Volts 
Length  over  all,  3Y  inches. 

Standard  chain  is  No.  6  size  and  is  6L2 
inches  long. 

Can  also  be  supplied  with  lamp  grip  feature 
at  an  addition  to  list  price  of  $7.00  per  100. 
See  page  11. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

35024 

$70.00 

2 

10 

3 

For  special  finishes  see  page  13. 

Special  features  for  Sockets  described  on  pages  11  and  12. 

All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 
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BRYANT  SUPERIOR  WIRING  DEVICES 


Intermediate  Base  Sockets 


KYAl'il 


Socket  Caps 
J/a-Inch  Cap 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

IA 

$12.12 

25 

100 

3 

Pendent  Cap 

With 

Templus  bushing  %-inch 

hole. 

IT 

$12.12 

25 

100 

2 

! 4-1 

Inch  Angle  Cap 

t— 1 

$29.70 

25 

50 

9 

— J 

Socket  Bodies 

Key  Body 

75  Watts,  125  Volts 
$36.30  25  100 


8 


4613 


Keyless  Body 
75  Watts,  250  Volts 
$25.26  25  100 


8 


Pull  Body 
75  Watts,  125  Volts 

Standard  length  of  chain  is  4  inches.  For  prices 
on  longer  chains  see  pages  11  and  12. 

4615  $58.58  25  100  5 


The  above  caps  and  bodies  are  of  the  “Wrinkle”  type  and 
are  interchangeable. 

Standard  finish  is  brush  brass,  which  will  be  furnished 
when  no  finish  is  specified. 

For  special  finishes  see  page  13. 


Candle  Sockets 

Composition  Body  Pull  Socket 
75  Watts,  125  Volts 
With  paper  jacket. 

Outside  diameter  of  sleeve,  %  inch. 
Length  over  all,  2%  inches. 

Standard  length  of  chain  is  5  inches. 
With  J^-in.  female  bushing. 

9640  $106.06  25  100 


8 


BryauP 


Composition  Body  Keyless  Socket 
75  Watts,  250  Volts 

Adjustable,  334  inches  to  5  inches  long. 
Outside  diameter  of  paper  jacket,  J4  inch. 
With  jdj-inch  female  thread  bushing. 

9652  $20.20  25  100 


9 


Green  “Templus”  Pendent  Socket 
75  Watts,  250  Volts 

With  G-inch  leads  of  No.  18  stranded  rubber 
covered  wire. 

For  longer  wires  add  $.25  list  per  100  devices 
for  each  extra  inch  of  length  on  both  conductors. 
9650  $16.96  25  100  4 


Intermediate  Base  Receptacles 


Porcelain 


Cleat  Base 
75  Watts,  250  Volts 
For  surface  wiring. 

Diameter  of  base,  134  inches. 
Diameter  over  lugs,  1%  inches. 
Height  over  all,  1%  inches. 
Supporting  screw  spacing,  1%  inches. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

9653 

$16.96 

25 

100 

15 

Sign  Receptacles  for  Metal  Signs 

75  Watts,  250  Volts 
2-Screw  Mounting,  Screw  Terminals 
Designed  to  fit  1-inch  holes. 

Depth  of  back,  1%2  inches. 

Equipped  with  No.  8-32,  }4-inch  long, 
bronze  supporting  screws  spaced  ljff  inches. 

9663  $16.96  25  100  13 


I 

Bryant 

^-0 


For  Screw  Ring  Mounting,  Screw  Terminals 

Designed  to  fit  life-inch  holes. 

Outside  diameter  of  both  screw  ring  and 
body,  1 54  inches. 

Depth  of  back,  1  inch. 

9690  $16.96  25  100  13 


Bayonet  (“Edi-Swan”)  Medium  Base  Devices 

Keyless  Socket  with  Shade-Holder  Ring 

660  Watts,  250  Volts 

The  bayonet  type  shell  of  this  device  is  “medium”  size 
and  cannot  be  used  to  hold  automobile  lamps. 

The  regular  finish  is  plain  brass  dipped,  which  will  be 
furnished  when  no  finish  is  specified.  All  other  finishes, 
including  brush  brass  and  polished  brass  are  special  and  will 
be  charged  for  at  the  prices  shown  on  page  13.  Brush  brass 
will  be  charged  at  the  same  price  as  polished 
brass. 

Complete  with  34-inch  French  Thread  Cap 
(11  m/m,  734  threads  per  c/m). 

Cat.  Per  Car-  Std.  Pkg. 

No.  100  ton  Pkg.  Wt. 

★567  $42.42  25  250  30 


©Composition  Attachment  Plug 

660  Watts,  250  Volts 
Cord  hole  elongated,  inch. 

★570  $24.24  25  100  10 


Composition  Adapter  “Edi-Swan”  to 
“Standard”  Attachment  Plug  Cap 
660  Watts,  250  Volts 

★707  $24.24  25  100  5 


All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories  except  where  marked  (★). 
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Candelabra  Sockets 


75  Watts,  125  Volts 

Composition  Pull  Candle  Socket 

The  bushing  of  this  socket  is  threaded  for  34-inch 
iron  pipe. 

The  standard  chain  is  No.  3  size  and  extends  5 
inches  below  the  composition.  The  standard  finish 
of  chain  is  brush  brass,  but  polished  or  dull  nickel 
finish  will  be  furnished  without  extra  charge.  For 
special  finishes,  see  page  13.  For  longer  chains,  see 
pages  11  and  12. 

The  outside  diameter  is  %  inches.  Length  over 
all  2%  inches.  Regularly  supplied  with  a  paper 
insulating  jacket  which  covers  the  mechanism  and 
screw  shell. 

We  do  not  furnish  candle  slips. 


Cat. 

Per 

Car¬ 

Std. 

Pkg 

No. 

100 

ton 

Pkg. 

Wt. 

540 

$106.06 

25 

50 

4 

Key  Socket 

With  “Wrinkle”  Style  Shell  Fastening 

With  34-inch  cap. 

Standard  finish  is  brush  brass  which  will 
be  furnished  when  no  finish  is  specified. 

For  special  finishes  see  page  13. 

434  $48.42  25  100  10 


Keyless  Socket 

With  Threaded  Shell  Fastening 

With  34-inch  cap. 

Standard  finish  is  brush  brass  which  will  be 
furnished  when  no  finish  is  specified. 

For  special  finishes  see  page  13. 

321  $41.10  25  100  7 


Pull  Socket 

With  “Wrinkle”  Style  Shell  Fastening 

With  34-inch  cap. 

Standard  length  of  chain  is  4  inches.  For 
prices  on  longer  chains  see  pages  11  and  12. 

Standard  finish  is  brush  brass  which  will  be 
furnished  when  no  finish  is  specified. 

For  special  finishes  see  page  13. 

386  $77.78  10  50  5 


Composition  Decorative  Pendent  Socket 

Made  in  green  composition  and  fitted  with 
6  inches  of  No.  18  green  braid,  stranded  rub¬ 
ber-covered  wire. 

For  longer  wires  add  $.25  list  per  100  de¬ 
vices  for  each  extra  inch  of  length  on  both 
conductors.  • 

★323  $24.88  25  100  4 


Porcelain  Keyless  Sockets 

With  Male  Thread  Stud 

The  supporting  stud  is  %  inch  outside  diam¬ 
eter,  27  threads  per  inch. 

Outside  diameter  of  porcelain,  nX$  inch. 
Length  of  porcelain,  134  inches. 

Length  over  all,  1%  inches. 

328  $29.70  25  100  4 

With  Female  Thread  Bushing 
Bushing  is  threaded  for  34-inch  iron  pipe. 
Outside  diameter  of  porcelain,  %  inch. 
Length  of  porcelain,  134  inches. 

Length  over  all,  1%  inches. 

347  $23.02  25  100  5 


Miniature  and  Candelabra  Receptacles 


75  Watts,  125  Volts 
Porcelain  Cleat  Receptacles 

Outside  diameter  of  base,  1%  inches. 
Thickness  of  base,  34  inch. 

Height,  No.  366,  134  inches;  No.  367,  1% 
inches. 

Supporting  screw  spacing,  V/fc  inches. 


Cat. 

Per 

Style 

Car¬ 

Std. 

Pkg. 

No. 

100 

Base 

ton 

Pkg. 

Wt. 

366 

$18.66 

Miniature 

25 

100 

10 

367 

18.66 

Candelabra 

25 

100 

10 

Outside  diameter  of  base,  1%  inches. 
Thickness  of  base,  inch. 

Height,  %  inch. 

Supporting  screw  spacing,  inch. 

^9445  $14.00  Miniature  25  200  9 

m  sa 

--.jskYAsf.J  Outside  diameter  of  base,  U34  inches. 
Thickness  of  base,  %  inch. 

Height,  Y  inch. 

Supporting  screw  spacing,  1346  inches. 

★9446  $14.00  Candelabra  25  200  13 


BRYANT  j 


With  Oblong  Base 

Base,  l-Hfjxl  inch. 

Thickness  of  base,  inch. 

Height,  1%2  inches. 

Supporting  screw  spacings,  inch. 

325  $15.56  Candelabra  10  100  9 


Composition  Cleat  Receptacle 

With  Oblong  Base 
Base,  l%xl  inch. 

Thickness  of  base,  %  inch. 

Height,  1%2  inches. 

Supporting  screw  spacings,  lj^x1^  inch. 
★612  $35.36  Candelabra  10  100 


9 


Porcelain  Receptacles  for  Metal  Signs 

Hole  required,  %  inch  in  diameter. 

Depth,  xYa  inch. 

Supporting  screw  spacing,  1346  inches. 

387  $28.00  Miniature  10  100  8 

Hole  required,  YL  inch  in  diameter. 

Depth,  1  inch. 

Supporting  screw  spacing,  1 %  inches. 

Wires  clear  the  supporting  surface  by 
inch. 

388  $28.00  Candelabra  10  100  8 


With  Removable  Ring 
Hole  required,  %  inch  in  diameter. 
Diameter,  1%  inches. 

Depth  of  No.  389,  %  inch. 

Depth  of  No.  390,  Y  inch. 

Thickness  of  ring,  34  inch. 

389  $31.10  Miniature  25  100  8 

390  28.28  Candelabra  25  100  9 


Porcelain  Receptacle  for  Wooden  Signs 
Hole  required,  inch  in  diameter. 
Thickness  of  back,  %  inch. 

Diameter  of  back,  lfg  inches. 

Length  of  neck,  Y  inch. 

Supporting  screw  spacing,  1^2  inches. 
★25705  $37.32  Candelabra  10  100  12 


All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories  except  where  marked  (★). 
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BRYANT  SUPERIOR  WIRING  DEVICES 


Socket  Accessories 


Shade-Holders 


Brass  Tassel  Pendants  for  Pull  Chain  Devices 


“Uno”  Shade-Holders 


For  No.  6  Chain 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

★692 

$8.48 

50 

250 

1 

For  No. 

3  Chain 

★693 

$8.48 

10 

50 

34 

Insulating  Link 
For  No.  3  or  No.  6  Chain 


513 


$11.32  20  100 

Splicing  Links 
For  No.  6  Chain  and  Small  Cord 


a 

★810 

$3.54  40 

200 

For  No.  3  Chain 

★811 

$3.54  40 

200 

3 4 

Standard  finish  on  insulating  and  splicing  links  is  brush 
brass,  which  will  be  supplied  when  no  other  finish  is  speci¬ 
fied.  For  special  finishes,  see  page  13. 


Socket  Reducers 

Mogul  to  Medium 


Cat 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

421 

$35.36 

10 

100 

19 

Medium  to  Intermediate 

$14.14  25  100 

Medium  to  Candelabra 

$12.00  25  100 

Candelabra  to  Miniature 

$8.48  20  100 


4 


6 


1 


Composition  Socket  Bushings 


Cat. 

Per 

Size 

Car¬ 

Std. 

Pkg. 

No. 

100 

In. 

ton 

Pkg. 

Wt. 

★  990 

$.80 

Vs 

100 

1000 

3 

★  1490 

2.12 

H 

100 

1000 

7 

Socket  Handles 

With  J/s-Inch  Nipple 

Has  P^-inch  hole  for  No.  16  approved  lamp 


cord. 

Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

★  1240 

$19.80 

25 

100 

10 

With  %-Inch  Nipple 

Has  ^-inch  hole  for  No.  16  approved 
portable  cord. 

★  1388  $19.80  25  100  11 


“Uno”  Shade-Holders  attach  directly  to  the  threaded 
bead  which  is  a  standard  feature  of  Bryant  brass  shell 
medium  base  sockets  and  receptacles.  Because  of  the 
wedge  thread  the  fit  between  socket-shell  and  holder  is 
rigid. 

The  standard  finish  is  brush  brass  which  will  be  fur¬ 
nished  when  no  finish  is  specified.  For  special  finishes  see 
page  13,  column  3. 

When  ordering  devices  “Unfinished”  add  “-Unf”  to  cata¬ 
log  number. 


Ventilated 


With 

Screws  to 

Hold 

Shade 

Cat. 

Finished 

Per 

Unfinished 

Per 

Size 

Car¬ 

Std. 

Pkg. 

No. 

100 

100 

In. 

ton 

Pkg. 

Wt. 

501 

$8.40 

*$7 . 70 

2K 

50 

500 

22 

505 

24.24 

*21.30 

3M 

25 

250 

27 

511 

33.58 

*29.96 

4 

10 

100 

17 

*Furnished  with  shade-holder  screws 


separate  from  the  shade-holders. 

Ventilated. 

With  Spring  Grip  to  Hold  Shade 

No.  504  only  is  Form  H  Type  like  il¬ 
lustration  to  left. 

No.  502  is  Flat  Type  like  No.  533,  but 
ventilated. 

502  $12.96  $12.26  2J4  50  250  15 

504  25.96  23.18  2J4  25  100  11 

Solid 

With  Spring  Grip  to  Hold  Shade 

533  $14.78  $13.06  2 34  50  250  15 

Wire  Springs  Only 

For  Spring  Grip  Shade-Holders 

..  $14.12  $14.12  2M  250 

...  18.66  18.66  3}4  ..  250 


Uno  Fixture  Ring 


This  ring  is  provided  with  the  “Uno” 
thread  and  is  used  for  attaching  orna¬ 
mental  pieces  to  sockets. 

549  $8.84  .  50  200  4 


Emergency  Shade-Holder 

Emergency  Shade-Holders  made  with  spring  grip  only,  are 
designed  for  medium  screw  base  porcelain  sockets  and  re¬ 
ceptacles.  They  are  not  approved  for  use  on  circuits  ex¬ 
ceeding  250  volts. 

The  screw  shell  of  the  shade-holder  is  insulated  from  the 
body  of  the  shade-holder  and  screws  over 
the  screw  shell  of  the  socket  or  recep¬ 
tacle  without  interfering  with  the  lamp. 
Solid 


443  $31.10 


234  25  100 


Clamp  Shade-Holders 

These  shade-holders  may  be  used  with  any  medium  base 
porcelain  or  composition  socket  or  receptacle  which  is  pro¬ 
vided  with  shade-holder  grooves. 

★628  $15.80  .  234  25  250  15 

★629  22.98  .  334  10  100  9 

Aluminum 

Without  Ventilating  Holes 

Fits  aluminum  sockets  No.  3707,  page 
7. 

With  3  screws. 

3700  $28.28  .  2 10  50  3 


All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories  except  where  marked  (★). 


BRYANT  SUPERIOR  WIRING  DEVICES 


11 


Special  Features  for  Brass  Shell  Sockets  and  Socket  Type  Devices 


Sock  st  with 
Standard 
1-Inch  Key 


Devices  with  Standard  Length  Keys 

The  medium  base  key  sockets  and  simi¬ 
lar  size  socket  devices  listed  in  this  catalog 
have  keys  1  inch  long.  Longer  keys  cannot 
be  furnished. 

The  keys  of  candelabra  base  devices  are 
inch  long;  those  for  intermediate  base 
devices  are  x/i  inch  long.  These  are  the 
only  lengths  that  can  be  furnished. 


Socket  with 
Removable  Buttons 


Devices  with  Removable 
Push-Buttons 

Push-Button  devices  can  be  sup¬ 
plied  on  special  order  with  remov¬ 
able  buttons  2%  inches  long  over 
all.  Add  “RB”  to  Cat.  No. 
Extra  charge,  $10.00  list  per  100. 
No  assortment  permitted. 

The  regular  length  of  non-remov¬ 
able  buttons  is  2  inches  on  the 
standard  size  and  1 %  inches  on  the 
electrolier  size. 


Pull  Devices  with  Chain  of  Special  Length 

The  regular  length  of  chain  on  all  pull  de¬ 
vices,  except  as  otherwise  noted,  is  63^  inches. 
Devices  with  chains  shorter  than  regular  will 
be  sold  at  the  same  price  as  regular. 

For  devices  with  chains  longer  than  regular 
add  to  list  price  per  100  feet  of  extra  chain, 
$10.00. 

|  o  For  special  finishes  (except  chromium,  gold, 
Jt  or  silver)  on  devices  with  chains  longer  than 
1  foot  add  to  list  price  per  100  feet  of  extra 
chain  $2.00. 

ivcbu.o.  For  silyer  finishes  add  $10.00.  Prices  of 
6  4-in'  chaTn  chromium  or  gold  finishes  on  application. 

The  standard  package  quantity  will  be  the  same  as  for 
the  regular  article. 


Pull  Socket 
with  Regular 


Pull  Devices  with  Cord 

Some  of  the  pull  devices 
listed  in  this  catalog  are  reg¬ 
ularly  fitted  with  a  short 
chain,  4  feet  of  small  size  cord 
and  a  small  composition  ball, 
all  as  illustrated.  Sockets  and 
other  pull  devices  which  are 
regularly  fitted  with  6^2  inches 
of  chain  and  a  brass  tassel 
will,  on  special  order,  be  fur¬ 
nished  with  a  short  chain,  4 
feet  of  cord  and  a  composition 
ball  at  an  additional  list  per 
100  of  $2.00. 

White  cord  can  be  furnished  when  specified  at  no  extra 
charge. 

For  cords  longer  than  standard,  add  to  list  price  per  100 
feet,  $1.42. 

The  standard  package  quantity  will  be  the  same  as  for 
the  regular  article. 

For  cord  and  composition  balls  when  sold  separately,  see 
page  12. 

The  connection  between  chain  and  cord  is  made  by  means 
of  a  No.  810  splicing  link,  listed  on  page  10. 


Pull  Socket  with  Short 
Chain  and  Cord 


Pull  Devices  with  Insulated  Chain 


Pull  Socket 
with  In¬ 
sulated  Chain 


Pull  devices  can  be  furnished  with  insulated 
chain,  accomplished  by  inserting  an  insulating 
link  about  2  inches  below  the  chain  guide. 

The  catalog  number  of  the  link  is  No.  513. 
See  page  10. 

For  devices  with  insulated  chains  add  to 
list  price,  $8.00  per  100. 

The  standard  package  quantity  will  be  the 
same  as  for  the  regular  article. 

For  insulating  links  when  sold  separately, 
see  No.  513,  page  10. 


Exposed  View  of 
Medium  Base 
Socket  Interior 
I  llustrating 
Lamp  Grip 
Feature 


Sockets  and  Receptacles  with 
Lamp  Grips 

The  use  of  the  lamp  grip,  as  illustrated, 
effectually  prevents  the  lamp  from  loosen¬ 
ing.  This  feature  can  be  applied  to  most 
mogul  and  medium  base  devices  at  an  addi¬ 
tional  list  price  of  $7.00  per  100  outlets. 

The  standard  package  quantity  will  be 
the  same  as  for  the  regular  article. 


Sockets  and  Receptacles  with  Left-Hand 
Screw  Shell 

Medium  Base  Size  Only 

For  special  conditions  many  of  the  medium  base  sockets 
or  plug  cut-out  bases  listed  in  this  catalog  can  be  fitted  with 
left-hand  screw  shells,  designed  to  receive  devices  similarly 
equipped. 

For  medium  base  devices  with  left-hand  screw  shells  add 
to  list  price  $3.00  for  each  100  left-hand  screw  shells. 

The  standard  package  quantity  will  be  the  same  as  for 
the  regular  article. 


‘Uno’ 


Thread  for  “Uno”  Shade-Holders 

Medium  Base  Size  Only 

All  Bryant  brass  shell  sockets  and  recep¬ 
tacles,  medium  base  only,  are  supplied  with 
the  “Uno”  threaded  bead  to  which  “Uno” 
shade-holders  may  be  directly  attached.  Be¬ 
cause  of  the  wedge  thread  in  the  shade-holder, 
the  fit  between  the  socket  shell  and  the  shade- 
“  ,,  Th  holder  is  more  rigid  than  any  other  form  of 

for  “Uno”  shade-holder  fastening  and  the  appearance  is 
Shade-Holders  a  marked  improvement  over  all  other  forms. 


On  special  order  shells  with  an  extra  round  bead,  and 
with  “Uno”  thread  below  the  bead,  can  be  furnished  with¬ 
out  extra  charge. 


“Uno”  shade-holders  are  illustrated  and  listed  on  page  10. 


Orders  for  devices  embodying  special  features  are  accepted  subject  to  approval  of  the  Home  Office  at  Bridgeport. 
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BRYANT  SUPERIOR  WIRING  DEVICES 


“Brylock”  Lock  Attachment 


In  places  where  the  theft  of  lamps 
presents  a  problem,  the  use  of  Bryant 
sockets  equipped  with  the  ‘  ‘ Brylock’  ’ 
attachment  is  recommended. 

The  “Brylock”  attachment  con¬ 
sists  of  a  pointed  and  hardened  steel 
screw  supported  by  a  threaded  sleeve. 
The  sleeve  is  fastened  into  the  socket 
in  such  a  position  that  when  the 
pointed  screw  is  turned  by  the  special 
“Brylock”  key  it  is  forced  to  pierce 
the  metal  of  the  lamp  base  and  effec¬ 
tively  prevents  the  lamp  from  being  turned. 

“Brylock”  keys  are  not  supplied  with  “Brylock”  equipped 
sockets  but  must  be  ordered  separately. 


No.  AA-15  with 
“Brylock”  Attachment 
Showing  Construction 


Bryant  Medium  Base  Sockets,  Socket  Bodies 
and  Receptacles  Which  Can  Be  Supplied  with 
“Brylock”  Attachment 


The  price  of  a  Bryant  socket,  socket  body  or  receptacle 
with  “Brylock”  attachment  is  $30.00  list  per  100  attach¬ 
ments  more  than  the  price  of  the  same  device  without  the 
locking  feature. 


A  standard  package  of  “Brylock”  devices  is  100  identical 
“Brylock”  devices,  carton  25;  except  when  the  standard 
package  of  a  regular  device  is  less  than  100,  or  the  carton  is 
less  than  25  under  which  conditions  the  regular  standard 
package  and  carton  quantities  apply  to  the  device  when 
equipped  with  the  “Brylock”  attachment. 


No.  83  with 
“Brylock”  Attachment 


No.  4100  with 
“Brylock”  Attachment 


Cat. 

Listed 

on 

Cat. 

Listed 

on 

No. 

Page 

No. 

Page 

10 

4 

4310 

6 

12 

4 

4312 

6 

13 

4 

4313 

6 

15 

4 

4314 

6 

34 

4 

4315 

6 

80 

5 

4317 

6 

81 

5. 

9386 

6 

83 

5 

9392 

6 

85 

5 

35024 

7 

95 

5 

50717 

6 

3834 

4 

50760 

6 

3882 

5 

50768 

6 

*4100 

16 

60018 

6 

*4102 

16 

60020 

6 

*4104 

16 

*When  equipped  with 
“Brylock”  Attachment 
“Uno”  Shade-Holder  cannot 
be  used. 


Brass  Shell  Socket  and  Receptacle  Parts 


Interiors  for  Medium  Base  Brass  Shell  Sockets 


Std.  Per 
Watts  Pkg.  100 


Keyless .  660  250  $14.34 

Keyless,  for  Short  Shell  Electrolier  Socket. .  660  250  12.24 

Key,  Single-Pole .  250  250  16.44 

Key,  Single-Pole .  660  250  49.62 

Pull,  With  Chain  Guide,  Chain  and  Pendant  250  250  22.76 
Pull,  With  Chain  Guide,  without  Chain  or 

Pendant .  250  250  19.16 

Pull,  Without  Chain  Guide,  Chain  or  Pendant  250  250  18.76 

Push,  Non-Removable  Buttons .  660  250  18.56 

Push,  Removable  Buttons .  660  250  28.56 

Push,  Non-Removable  Buttons .  250  250  17.52 

Push,  Removable  Buttons .  250  250  27.52 

Shell  Linings  for  Above  Interiors .  250  .70 

Shell  Linings  for  “Brylock”  Sockets .  100  3.04 

“Brylock” — Additional  List  over  Corresponding 
Standard  Interiors .  100  13.14 


Chain  and  Chain  Assemblies 


Std.  Per 
Pkg.  100 

No.  6,  for  Medium  Base  Pull  Devices  Not  Cut 

into  Lengths .  1000  ft.  $5.06 

No.  3,  for  Intermediate  and  Candelabra  Base 

Pull  Devices  Not  Cut  into  Lengths .  500  ft.  5.06 

No.  3  or  No.  6,  73^-Inch  Pull  Chain,  with  or 
without  Check  Ball  and  with  Attached 

Pendants .  250  13.14 

Short  Chain,  No.  810  Splicing  Link,  4  Feet 
Small  Black  Cord  and  Small  Black  Compo¬ 
sition  Pendent  Ball .  250  13.14 


Composition  Pendent  Balls 


Black,  for  Small  Brass  Shell  Pull  Devices.  .  .  50  $6.06 
Large,  for  Ceiling  Pull  Switches,  Etc .  50  6.08 


Key  for  “Brylock”  Sockets 


Cat. 

Per 

No. 

100 

Description 

631 

$50.50 

Key  for  “Brylock”  Attachment 

Orders  for  devices  embodying  special  features  are  accepted 
subject  to  approval  of  the  Home  Office  at  Bridgeport. 


Pull  Cord 


No.  3,  Light  Weight,  for  Small  Pull  Devices  100  ft.  $1.42 
No.  3V2,  HeavyWeight,  for  Pull  Ceiling 
Switches .  100  ft.  2.82 

Sockets  with  short  chain  and  4  feet  cord,  instead  of 
standard  chain,  will  be  furnished  at  an  advance  in  list  price 
per  100  of  $2.00. 


BRYANT  SUPERIOR  WIRING  DEVICES 
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Special  Finishes 


General— The  standard  finish  of  all  brass  shell  devices 
and  brass  flush  plates,  unless  otherwise  noted,  is  brush 
brass,  which  will  be  supplied  when  the  finish  is  not  specified. 
Standard  and  special  finishes  on  all  devices  of  one  catalog 
number  may  be  assorted  to  make  up  the  standard  package 
quantity,  which  will  be  the  same  as  though  all  were  standard 
finish. 

Assortment  of  catalog  numbers  may  be  made  only  as 
indicated  in  the  catalog  pages  where  the  devices  are  listed. 
Prices  on  all  special  finishes  other  than  those  listed,  in¬ 
cluding  gold,  will  be  quoted  on  application. 

Sample  of  finish  desired  should  always  be  submitted  to 
avoid  mistakes  and  delays,  and  to  insure  a  proper  match. 

Socket  Type  Devices 

Quantity  Discounts — When  socket  type  devices  or  metal 
covered  attachment  plug  caps  in  special  finishes  are  ordered 
in  quantities  the  list  prices  for  finishes  only  will  be  reduced 
as  follows:  lots  of  250-499,  one  shipment,  one  finish,  10%; 
lots  of  500-999,  one  shipment,  one  finish,  20%;  lots  of  1000 
or  over,  one  shipment,  one  finish,  50%.  For  mogul  sockets 
in  special  finishes,  add  double  the  prices  which  apply  to 
standard  sockets. 


Chains  and  Metal  Chain  Parts — Chain  guides,  or  chain 
cut  in  lengths  not  longer  than  one  foot,  and  chain  parts, 
singly  or  in  combination,  can  be  supplied  in  any  special 
finish,  except  chromium,  gold,  and  silver,  at  an  addition  to 
list  price  of  $2.00  per  100  units.  For  silver  finishes  add 
$10.00  list  per  100  units.  Chromium  or  gold  finish  prices  on 
application. 

Surface  Switch  Covers 

The  standard  finish  on  all  metal  covers  of  surface  switches 
unless  otherwise  noted  is  polished  nickel  which  will  be  sup¬ 
plied  when  the  finish  is  not  specified.  For  covers  in  any 
other  finish,  except  chromium,  gold,  or  silver?  add  to  list 
$10.00  per  100.  Chromium,  gold,  or  silver  finish  prices  on 
application. 

Flush  Plates 

Special  Finishes— On  page  43  is  given  complete  information 
as  to  special  finishes  in  which  metal  plates  can  be  furnished 
and  prices  applying  to  these  special  finishes. 

Special  Metals— On  page  43  is  given  complete  information 
as  to  special  metals  in  which  flush  plates  can  be  furnished 
and  prices  applying  to  these  special  metal  plates. 


Additional  list  prices  per  100  to  be  added  to  list  prices  of  corresponding  devices  in  standard  brush  brass  finish 


1 

2 

3 

4 

5 

6 

Brass  Shell 

One-Piece 

Key,  Key- 

Brass  Shell 

Brass  Shell 

less  and 

Pull 

Brass  Shell 

Brass  Shell 

Wall  and 

Push 

Devices 

Brass  Shell 

Pull 

Socket 

Ceiling 

Devices 

with  Caps 

Key,  Key- 

Bodies 

Caps, 

Sockets 

with  Caps 

Complete 

less  and 

Jewels 

Brass- 

and 

including 

Also 

Push 

Also 

Mounted 

Receptacles 

Pendent 

Cat.  Nos. 

Bodies,  all 

Cat.  No. 

Porcelain 

and  “New 

Switches 

KE  and 

Shade- 

JB  and 

Socket 

Wrinkle" 

Finish 

Complete 

653 

Holders 

JD 

Caps 

Bases 

Barff,  Bauer  Imitation  (Lacquer) . 

.  $6.00 

$8.00 

$3.00 

$5.00 

$3.00 

$12.00 

Brass,  Sand  Blast  Antique . 

.  22.00 

24.00 

11.00 

13.00 

11.00 

30.00 

Brass,  Sand  Blast  Brush . 

.  16.00 

20.00 

9.00 

11.00 

9.00 

28.00 

Brass,  Flemish . 

.  10.00 

12.00 

5.00 

7.00 

5.00 

16.00 

Brass,  Lemon . 

.  6.00 

8.00 

3.00 

5.00 

3.00 

12.00 

Brass,  Oxidized . 

.  10.00 

12.00 

5.00 

7.00 

5.00 

16.00 

Brass,  Polished . 

.  6.00 

8.00 

3.00 

5.00 

3.00 

12.00 

Bronze,  Brush . 

.  10.00 

12.00 

5.00 

7.00 

5.00 

16.00 

Bronze,  Japanese  (Dark) . 

.  10.00 

12.00 

5.00 

7.00 

5.00 

16.00 

Bronze,  Polished . 

.  10.00 

12.00 

5.00 

7.00 

5.00 

16.00 

Bronze,  Statuary  (Light) . 

.  10.00 

12.00 

5.00 

7.00 

5.00 

16.00 

Black  Lacquer . 

.  6.00 

8.00 

3.00 

5.00 

3.00 

12.00 

Chromium . 

.  22.00 

24.00 

11.00 

13.00 

11.00 

Copper,  Antique . 

.  16.00 

18.00 

8.00 

10.00 

8.00 

25.00 

Copper,  Mottled . 

.  10.00 

12.00 

5.00 

7.00 

5.00 

16.00 

Copper,  Brush . 

.  10.00 

12.00 

5.00 

7.00 

5.00 

16.00 

Copper,  Oxidized . 

.  10.00 

12.00 

5.00 

7.00 

5.00 

16.00 

Copper,  Polished . 

.  10.00 

12.00 

5.00 

7.00 

5.00 

16.00 

Enamel,  White  Imitation  (Lacquer) . 

.  6.00 

8.00 

3.00 

5.00 

3.00 

12.00 

Gun  Metal . 

.  10.00 

12.00 

5.00 

7.00 

5.00 

16.00 

Lacquer,  Colored,  1  coat . 

.  4.00 

6.00 

2.00 

4.00 

2.00 

10.00 

Lacquer,  Colored,  2  coats . 

6.00 

8.00 

3.00 

5.00 

3.00 

12.00 

Lacquer,  Colored,  3  coats . 

8.00 

10.00 

4.00 

6.00 

4.00 

14.00 

Nickel,  Dull . 

.  10.00 

12.00 

5.00 

7.00 

5.00 

16.00 

Nickel,  Polished . 

.  10.00 

12.00 

5.00 

7.00 

5.00 

16.00 

Silver,  Butler’s  (Brushed) . 

.  20.00 

30.00 

10.00 

20.00 

10.00 

25.00 

Silver,  Satin . 

.  20.00 

30.00 

10.00 

20.00 

10.00 

25.00 

Silver,  Oxidized . 

.  20.00 

30.00 

10.00 

20.00 

10.00 

25.00 

Silver,  Polished . 

.  20.00 

30.00 

10.00 

20.00 

10.00 

25.00 

Verde  Antique  (Lacquer) . 

.  6.00 

8.00 

3.00 

5.00 

3.00 

12.00 

Special  finishes  on  Mogul  Sockets  double  cost  of  same  finishes  on  medium  base  brass  shell  sockets. 

Orders  for  devices  embodying  special  features  or  special  finishes  are  accepted  subject  to  approval  of  the  Home  Office  at 
Bridgeport. 
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Composition  Socket  Caps  and  Bodies 

These  sockets  are  made  of  cold  molded,  black  composition. 

Special  care  is  taken  to  insure  high  dielectric  strength, 
high  impact  strength  and  resistance  to  high  temperatures. 
These  features  are  not  found  in  ordinary  sockets. 

They  are  of  the  utmost  importance  in  the  Industrial, 
Marine,  and  Railway  fields,  for  which  these  sockets  were 
particularly  designed. 

Any  cap  may  be  assembled  with  either  body  to  make  a 
complete  socket,  the  list  price  of  which  will  be  the  sum  of 
the  list  prices  of  cap  and  body. 


Socket  Gaps 


Prefocusing  Sockets  and  Receptacles 

These  devices  are  so  designed  that  the  relative  positions 
of  the  lamp  filaments  and  the  reflectors  are  always  the 
same. 

They  are  especially  adaptable  for  use  on  landing  fields, 
for  landing  lights  of  airplanes,  projection  lamps,  locomo¬ 
tive  headlights,  in  connection  with  the  use  of  photo-electric 
cells,  in  photo-phone  equipment,  for  general  photographic 
work  and  other  purposes  where  the  correct  focusing  and 
reflecting  of  light  are  important. 

These  devices  are  used  with  low  voltage  lamps,  for 
instance,  12  volts  for  airplane  installation  and  32  volts  for 
landing  fields,  and  with  other  lamps  commonly  used  with 
projection  equipment. 

We  do  not  furnish  lamps. 


No.  FA  Vs'Inch  Cap 

With  Metal  Bushing 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Plvg. 

Wt. 

FA 

$22.62 

10 

100 

14 

No.  FC  %-Inch  Cap 

With  Meta!  Bushing 

$27.14  10  100 
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For  Medium  Prefocusing  Lamps 


No.  3740 


1000  Watts,  250  Volts 
Black  Templus 

For  either  surface  or  concealed 
wiring. 

Height  over  all,  V/g  inches. 
Mounting  screw  centers,  2  inches. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

3740 

$127.26 

10 

100 

20 

No.  FQ  Cord  Grip  Cap 

With  Metal  Cord  Grip 
Cord  grip,  %  inch  to  inch. 

FQ  $28.28  10  100 


17 


No.  FT  Pendent  Cap 
With  1y32*lnch  Cord  Hole 

$11.32  10  100 


,11 


Wash  nickel  is  the  standard  finish  on  the  exposed  metal 
parts. 


Socket  Bodies 

With  Groove  for  Clamp  Shade-Holders 
Nos.  628  and  629  Listed  on  Page  10 


No.  3770  Key  Body 
250  Watts,  250  Volts 
$29.42  10  100 


20 


*No.  3773  Keyless  Body 
HI  660  Watts,  250  Volts 

|.T  3773  $26.02  10  100  17 


Emergency  Shade-holder  No.  443  may  be  attached  to 
these  sockets. 


No.  3741 


Black  Lacquered  Porcelain 
With  Pendent  Type  Cap 

Height  over  all,  2%  inches. 
Diameter,  1%  inches. 

Cord  hole,  inch. 

3741  $94.74  10  100  38 

Black  Lacquered  Porcelain 
With  Fibre  Washer 

Height  over  all,  l7/g  inches. 
Mounting  screw  centers,  1Ys  inch. 
Diameter,  inches. 

3742  $90.80  10  100  31 


For  Mogul  Prefocusing  Lamps 
2500  Watts,  250  Volts 
Black  Lacquered  Porcelain 

Height  over  all,  4  inches. 

Diameter,  2%  inches. 

Diameter,  including  flare,  21?f6 
inches. 

3841  $353.50  5  50  64 


Black  Lacquered  Porcelain 

Height  over  all,  2^6  inches. 
Mounting  screw  centers,  3  inches. 

3842  $353.50  5  50  50 


All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 
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Interchangeable  Porcelain  Caps  and  Bases 

Each  socket  cap  and  base  will  fit  all  bodies  listed  in  right- 
hand  column. 

Standard  finish  of  metal  on  caps  is  “Perma”  nickel. 

No  PA  i/8*Inch  Female  Brass  Cap 


f  \ 

Cat. 

Per 

Car¬ 

Std. 

Pkg. 

these  sockets.  See  page 

No. 

100 

ton 

Pkg. 

Wt. 

PA 

$22.62 

10 

100 

13 

Interchangeable  Porcelain  Bodies 

Each  socket  body  will  fit  all  caps  and  bases  listed  in  left- 
hand  column. 

Clamp  Shade-Holders  Nos.  628  and  629,  listed  on  page  10, 
may  be  attached  to  these  sockets. 

Emergency  Shade-Holder  No.  443  may  be  attached  to 


v.  ■ 

BRYANT 


■^BRYAnt'5'* 


No.  PC  %-Inch  Female  Brass  Cap 

$27.14  10  100  14 


No.  PD  V2-Inch  Female  Brass  Cap 

$38.18  10  100  15 

No.  PP  %-Inch  Female  Brass 
Angle  Cap 

PP  $85.00  10  100  23 


No.  RW  V^-Inch  Female  Brass 
Angle  Cap 

$90.00  10  100 


RW 


SBYANT 


No.  PQ  Cord  Grip  Brass  Cap 

For  %  to  Clinch  cord. 

PQ  $28.28  10  100 

No.  PT  Pendent  Cap 

With  1^2-inch  cord  hole. 

PT  $11.32  10  100 

No.  RT  Pendent  Cap 

With  3^-inch  cord  hole. 

RT  $11.32  10  100 


28 


18 


11 


13 


No.  PZ  Concealed  Base 

Outside  diameter,  2 %  inches. 
Supporting  screw  spacing,  2 x/i 
inches. 

This  base  will  fit  Type  No.  500 
Adaptibox. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

PZ 

$21.22 

10 

100 

38 

iPYANT  . 


No.  70  Single-Pole  Key  Body 


250  Watts,  250  Volts 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

70 

$29.42 

10 

100 

26 

No.  73  Keyless  Body 

660  Watts,  250  Volts 

73  $26.02  10  100  16 

No.  71  Push-Button  Body 
660  Watts,  250  Volts 

71  $41.00  10  100  30 

No.  74  Push-Button  Body 
250  Watts,  250  Volts 

74  $39.96  10  100  30 


No.  75  Single-Pole  Pull  Body 

250  Watts,  250  Volts 

No.  513  Insulating  Link  is  inserted  in  the 
chain. 

Standard  finish  of  exposed  metal  is 
nickel. 

75  $66.74  10  100  31 

Special  features  for  sockets  described  or 
Pages  10  and  11. 

For  special  finishes  see  page  13. 

W.”  Porcelain  Rosettes 


--BRYANT 
*f  ■  ■  ■<  r  ' 


No.  717  Pendent  Cap 
Fusible  2  Amperes,  125  Volts 


This  cap  will  fit  any  “K.  W.” 


base. 

Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

★  717 

$18.38 

10 

100 

21 

No.  RL  314-Inch  Box  Base 

Outside  diameter,  3%  inches. 
Supporting  screw  spacing,  2 % 
inches. 

RL  $33.94  10  50  23 


No.  RM  3V4  and  4-Inch 
Box  Base 


Outside  diameter, 4%  inches. 
Supporting  screw  spacings, 
2%  and  33d>  inches. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

RM 

$45.24 

5 

50 

37 

No.  ST  Cleat  Base 

Cast  Lugs 

Diameter,  2%  inches. 
Diameter  over  lugs,  3^2  inches. 
Screw  spacing,  1%  inches. 

★ST  $18.38  10  100  37 


No.  SU  Concealed  Base 

Outside  diameter,  2%  inches. 
Screw  spacing,  1%  inches. 

★SU  $18.38  10  100  36 


All  devices  on  this  page  listed  as  standard  bv  Underwriters’  Laboratories  except  where  marked  (★). 
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BRYANT  SUPERIOR  WIRING  DEVICES 


Surface  and  Outlet  Box  Receptacles 


Porcelain  Receptacles 


Brass  Shell  Receptacles 

These  receptacles  are  flat  on  the  back  and  are  therefore 
suitable  for  use  either  on  outlet  boxes  or  without  them. 
They  are  also  approved  for  use  on  walls  or  ceilings  contain¬ 
ing  metal  lathing  and  upon  metal  surfaces. 

The  standard  finish  is  brush  brass  which  will  be  furnished 
when  no  finish  is  specified.  For  special  finishes,  see  price 
column  6,  page  13.  “Uno”  shadeholders,  page  10,  may  be 
used  with  these  receptacles. 


Keyless  Receptacles 

660  Watts,  250  Volts 


For  3J4-Inch  Outlet  Boxes 

With  binding  screws. 
Diameter  of  base,  354  inches. 
Height,  1%  inches. 
Supporting  screw  spacing,  254 


inches. 

Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

4102 

$70.00 

1 

50 

29 

For  3|4  or  4-Inch  Outlet  Boxes 

With  binding  screws. 
Diameter  of  base,  4234  inches. 
Height,  1%  inches. 
Supporting  screw  spacings, 
254  and  334  inches. 

4100  $84.84  1  50  43 


Pull  Receptacle 
250  Watts,  250  Volts 

For  3)4  or  4-Inch  Outlet  Boxes 

With  binding  screws. 
Diameter  of  base,  4%  inches. 
Height,  2  inches. 

Supporting  screw  spacings, 
2%  and  334  inches. 

Equipped  with  short  chain,  4 
feet  of  small  cord,  and  small 
composition  pendent  ball. 

4104  $183.82  1  50  60 


Porcelain  Receptacles 

With  Shade-Holder  Groove 

Clamp  Shade-Holders  Nos.  628  and  629,  listed  on  page  10, 
may  be  attached  to  these  receptacles. 

Emergency  Shade-Holder  No.  443  may  be  attached  only 
when  used  on  not  over  250  volts.  See  page  10. 

Diameter  of  base,  4%  inches. 

Height,  2%  inches. 

Supporting  screw  spacing,  2%  to  334  inches. 


Keyless  Receptacle 
660  Watts,  250  Volts 

For  3J4  or  4-Inch  Outlet  Boxes 

4273  $78.78  1  50  62 

Pull  Receptacles 

250  Watts,  250  Volts 
For  3^4  or  4-Inch  Outlet  Boxes 

With  6!4-Inch  Chain 

4275  $137.36  1  50  58 

With  6)4 -Inch  Chain  and 
4-Foot  Cord 

4278  $141.40  1  50  58 


660  Watts,  250  Volts 

Emergency  Shade-Holder  No.  443  may  be  attached  to  these 
receptacles  only  when  used  on  not  over  250  volts.  See  page  10. 


For  Concealed  Wiring 

Outside  diameter  of  base  254  inches. 
Height,  U54  inches. 

Supporting  screw  spacing,  154  inches. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

4000 

$38.88 

10 

100 

35 

With  Shade-Holder  Groove 

Clamp  Shade-Holders  Nos.  628  and 
629,  listed  on  page  10,  may  be  attached 
to  this  receptacle. 

4001  $46.66  10  100  35 

With  Brass  Shell 
For  “Uno”  and  Other  Standard 
Shade-Holders 

Outside  diameter  base,  254  inches. 
Height,  1J4  inches. 

Supporting  screw  spacing,  154  inches. 
Standard  finish  of  brass  shell  is 
brush  brass,  which  will  be  furnished 
when  no  finish  is  specified.  For  special 
finishes  see  column  3,  page  13. 

4002  $54.44  10  100  30 


With  Removable  Porcelain  Ring 

Outside  diameter  of  base,  2%  inches. 
Height,  1J4  inches. 

Supporting  screw  spacing,  1J4  inches. 
The  No.  443  Emergency  Shade-Holder 
cannot  be  used  on  this  receptacle. 

50744  $46.66  10  100  35 


With  Combination  Base 
For  Cleat  or  Concealed  Wiring 

Diameter  of  base,  234  inches. 

Height,  1 54  inches. 

Supporting  screw  spacing  1%  to  154 
inches. 

4229  $22.00  10  100  35 


For  Wood  Molding 

Length,  254  inches. 

Width,  234  inches. 

Height,  H34  inches. 

Supporting  screw  spacing,  ll%  inches. 

42453  $38.88  10  100  46 

With  Shade-Holder  Groove 


Length,  2J4  inches. 

Width,  H34  inches. 

Height,  F34  inches. 

Supporting  screw  spacing,  2%  inches. 

Flange  diameter,  154  inches. 

Clamp  Shade-Holders  No.  628  and 
629,  listed  on  page  10,  may  be  attach¬ 
ed  to  this  receptacle. 

This  receptacle  can  be  attached  to 
34  and  54-inch  pipe  taplets  and  also 
Type  1,  3,  4  and  T,  34,  54 ,  and  1-inch 
V.V.  Fittings  by  means  of  43SS,  44SS. 
and  45SS  V.V.  snap  switch  covers. 

4026  $54.44  10  100  31 


Special  features  for  sockets  described  on  pages  11  and  12. 

All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 


BRYANT  SUPERIOR  WIRING  DEVICES 


17 


Porcelain  Receptacles 

660  Watts,  250  Volts 

Emergency  Shade-Holder  No.  443  may  be  attached  to  these 
receptacles  only  when  used  on  not  over  250  volts.  See 
page  10. 

For  special  features  see  page  11. 

Cleat  Receptacles 

Diameter  of  main  base,  2%  in. 

Diameter  over  lugs,  2%  in. 

Height,  12!/j2  inches. 

Supporting  screw  spacing,  2>f6 


inches. 

Cat. 

Per 

Car¬ 

Std. 

Pkg- 

No. 

100 

ton 

Pkg. 

Wt- 

9402 

$26.44 

10 

100 

37 

Diameter  of  base,  H54  inches. 
Height,  1  Yi  inches. 

Supported  by  one  screw  in 
the  center. 

★9171  $12.64  10  100  24 

With  Shade-Holder  Groove 

Diameter  of  main  base,  2%  in. 
Diameter  over  lugs,  2%  in. 
Height,  l2Vjj2  inches. 
Supporting  screw  spacing,  2% 
inches. 

Clamp  Shade-Holders  Nos. 
628  and  629,  listed  on  page  10, 
may  be  attached  to  this  recep¬ 
tacle. 

4013  $34.22  10  100  32 

Length,  315/(s  inches. 

Width,  1  inch. 

Height,  2l/i  inches. 

Supporting  screw  spacings, 
inch. 

Flange  diameter,  1%  inches. 
Clamp  Shade-Holders  Nos. 
628  and  629,  listed  on  page  10, 
may  be  attached  to  this  recep¬ 
tacle. 

58300  $43.56  5  100  55 

With  Brass  Shell 
For  “Uno”  and  Other  Standard 
Shade-Holders 

Diameter  of  main  base,  2U%2  in. 
Diameter  over  lugs,  2%  in. 
Height,  1 %  inches. 
Supporting  screw  spacing,  2% 
inches. 

Standard  finish  of  brass  shell 
is  brush  brass,  which  will  be 
furnished  when  no  finish  is 
specified.  For  special  finishes, 
see  column  3,  page  13. 

9403  $42.00  10  100  32 

For  Damp  Places 

Raises  wires  1  in.  from  surface. 
Diameter  over  lugs,  221%2  in. 
Height,  V%2  inches. 
Supporting  screw  spacing,  2 
inches. 

59275  $35.36  10  100  35 


Double  End  Receptacle 

For  Concealed,  Cleat  or  Molding  Work 

Size  of  base,  2%xl%  inches. 

Height,  2)4,  inches. 

The  mounting  screw  holes  are  stag¬ 
gered,  centers  1%  inches  on  width  and 
1  inch  on  length. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

J  4248 

$56.56 

10 

100 

60 

Diameter  of  main  base,  1% 
inches. 

Diameter  over  lugs,  2%  in. 

Height,  1 %  inches. 

Supporting  screw  spacing, 

1%  inches. 

H715  $8.42  10  100  13 

All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories  except  where  marked  (★). 


Porcelain  Sub-Base 
Size,  214x1%  inches. 

Thickness,  %  inch. 

4249  $10.60  10  100  12 

Outlet  Box  Receptacles 

Emergency  Shade-Holder  No.  443  may  be  attached  to 
these  receptacles  when  used  on  not  over  250volts.  See  page  10. 

Size  of  base,  2x1%  inches. 

Height,  1%  inches. 

Supporting  screw  spacing,  1%  in. 
★9397  $24.04  10  100  15 

2-Piece  Flush  Receptacle 

Size  hole  required,  l1^  inches. 
Diameter  of  flange,  2%  inches. 
Thickness  of  flange,  1%2  inch. 

Depth  from  back  of  flange,  l2!^  in. 
Supporting  screw  spacing,  1%  in. 
9514  $42.42  10  100  32 

With  Marine  Screw  Shell 

Outside  diameter  base,  2%  inches. 
Supporting  screw  spacings,  2  to  2%  in. 
The  marine  screw  shell  is  formed  of 
a  coil  of  wire  and  holds  lamp  base 
firmly,  in  places  subject  to  vibration. 

The  No.  443  Emergency  Shade- 
Holder  cannot  be  used  with  this  re¬ 
ceptacle. 

★22287  $59.90  10  100  37 

With  Regular  Screw  Shell 

Outside  diameter,  2%  inches. 
Supporting  screw  spacings,  2  to  2% 
inches. 

4149  $35.36  10  100  34 

Receptacle  with  Deep  (%-Inch)  Brown  Screw  Ring 

With  Groove  for  Clamp  Shade-Holder  and 
Recess  for  Emergency  Shade-Holder 

Clamp  Shade-Holders  Nos.  628  and  629,  listed  on  page 
10,  may  be  attached  to  this  receptacle. 

Emergency  Shade-Holder  No.  443  may  be  attached  only 
when  used  on  not  over  250  volts.  See  page  10. 

Designed  especially  for  use  with  No.  4400  Outlet  Box 
Cover. 

With  binding  screws. 

Size  hole  required,  1%  inches. 
Diameter  of  receptacle,  1%  inches. 
Diameter  of  ring,  1%  inches. 

4399  $26.76  10  100  18 

Brown  Templus  Outlet  Box  Cover 

For  use  with  No.  4399 
Receptacle  as  i  1 1  u  s  - 
trated. 

With  1%-inch  hole. 
For  4-inch  outlet  box. 
Cat.  Per  Car-  Std.  Pkg. 
No.  100  ton  Pkg.  Wt. 

4400  $28.28  10  100  20 
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BRYANT  SUPERIOR  WIRING  DEVICES 


Porcelain  Receptacles 


Receptacle  for  Metal  Signs,  Border  Lights 
and  Gove  Troughs 

660  Watts,  600  Volts 

Emergency  Shade-Holder  No.  443  may  be  attached  to  this 
receptacle  only  when  used  on  not  over  250  volts.  See  page  10. 
The  binding  screws  are  staked  and  will  not  fall  out. 

With  two  mounting  screws,  and  grooved 
back. 

Size  hole  required,  1 %  inches. 

Diameter,  1%  inches. 

Depth,  I}/?,  inches. 

Supporting  screw  spacing,  1%  inches. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

4063 

$14.74 

10 

100 

23 

■o, 


With  Unthreaded  Shell  for  Lamp  Testing 

★4063-T  $16.74  10  100  23 


Pony  Sign  Receptacle 
660  Watts,  250  Volts 

Emergency  Shade-Holder  No.  443  may  be  attached  to  this 
receptacle  only  when  used  on  not  over  250  volts.  See  page  10. 
For  special  features  see  page  11. 

Size  hole  required,  1 %  inches. 

Diameter,  lYz  inches. 

Depth,  1%  inches. 

Supporting  screw  spacing,  1%  inches. 

40488  $25.46  10  100  21 


Receptacle  for  Wooden  Signs 
660  Watts,  250  Volts 

Emergency  Shade-Holder  No.  443  may  be  attached  to  this 
receptacle  only  when  used  on  not  over  250  volts.  See  page  10. 

Size  hole  required,  1%  inches. 

Diameter  of  back,  1%  inches. 

Thickness  of  back,  %  inch. 

Length  of  neck,  1V^2  inches. 

Supporting  screw  spacing,  V/g  inches. 

★  1700  $24.04  10  100  23 


J: 


v 


*  Bryant. 


Receptacles  with  Deep  (%-Inch)  Screw  Ring 

Having  Groove  for  Clamp  Shade-Holders 
and  Recess  for  Emergency  Shade-Holders.  1  Lug 

Clamp  Shade-Holders  Nos.  628  and  629,  listed  on  page 
10,  may  be  attached  to  this  receptacle. 

Emergency  Shade-Holder  No.  443  may  be  attached  only 
when  used  on  not  over  250  volts.  See  page  10. 

With  Binding  Screws 
660  Watts,  250  Volts 

Distance  from  ring  to  bottom  of  wire 
groove,  %  inch. 

Depth  of  back,  inch. 

4133  $21.00  10  100  20 


With  6-Inch  Wires 
660  Watts,  600  Volts 


Bryant 


Receptacles  for  Outlet  Boxes,  Metal  Signs 
and  Lighting  Units 

Deep  Receptacle 

With  Shallow  (!4-Inch)  Ring  and  1  Lug 
With  Binding  Screws 
660  Watts,  600  Volts 

Distance  from  ring  to  bottom  of  wire 
groove,  1  inch. 

Depth  of  back,  VY  inches. 


w 

Cat. 

Per 

Car¬ 

Std. 

Pkg. 

Wt. 

No. 

100 

ton 

Pkg. 

61988 

$16.16 

10 

100 

27 

Bryan!  | 


Shallow  Receptacles 

With  Deep  (%-Inch)  Ring  and  1  Lug 
With  Binding  Screws 
660  Watts,  250  Volts 

Distance  from  ring  to  bottom  of 


groove, 


inch. 


Depth  of  back,  inch. 

59108  $16.16  10 


100 


wire 


23 


With  Covered  Binding  Screws 
660  Watts,  250  Volts 

Distance  from  ring  to  bottom  of  wire 


groove, 


inch. 


100 


28 


Depth  of  back,  IY2  inches. 

4109  $25.00  10 

With  6-Inch  Wires 

660  Watts,  600  Volts 

Depth  of  back,  inch. 

For  longer  wires  add  $.38  list  per  100 
devices  for  each  extra  inch  of  length  on  both 
conductors. 


4003 


$22.00 


10 


100 


28 


Shallow  Receptacle 

With  Deep  (%-Inch)  Ring  and  5  Lug  Slots 
With  Binding  Screws 
660  Watts,  250  Volts 

Distance  from  ring  to  bottom  of  wire 
groove,  Yg  inch. 

Depth  of  back,  %  inch. 

59106  $16.16  10 


100 


23 


Porcelain  Screw  Rings 

Size  hole  required  for  each  of  the  receptacles  listed  with 
screw  ring  is  13d;  inches  in  diameter. 

Diameter  of  receptacles,  1 %  inches. 

Diameter  of  rings,  1%  inches. 


Depth  of  back,  234  inch. 

For  longer  wires  add  $.38  list  per  100 
devices  for  each  extra  inch  of  length  on 
both  conductors. 

4135  $19.20  10  100  27 

All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories  except  where  marked  (★). 


Cat. 

No. 

Per 

100 

Description 

Car¬ 

ton 

Std. 

Pkg. 

Pkg. 

wt. 

3803 

$6.06 

Shallow,  3^-Inch  Ring.  .  . 

25 

100 

12 

3804 

6.06 

Deep,  %-Inch  Ring . 

25 

100 

13 

3805 

10.10 

Shade-Holder  Ring . 

25 

100 

10 

BRYANT  SUPERIOR  WIRING  DEVICES 
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Porcelain  Receptacles 

660  Watts,  600  Volts 

Clamp  Shade-Holders  Nos.  628  and  629,  listed  on  page  10, 
may  be  attached  to  receptacles  having  groo/es. 

Emergency  Shade-Holder  No.  443  may  be  attached  only 
when  used  on  not  over  230  volts.  See  page  10. 

Can  be  supplied  with  lamp  grip  feature  at  an  addition  to 
list  price  of  $7.00  per  100.  See  page  11. 

Regularly  fitted  with  6-inch  leads  of  No.  14  stranded  rub¬ 
ber  covered  wire.  For  longer  wires  add  $.38  list  per  100  de¬ 
vices  for  each  extra  inch  of  length  on  both  conductors. 


Weatherproof  Receptacles 

With  Side  Wires 


With  Shade-Holder  Groove 

Diameter  of  base,  2%  inches. 
Thickness  of  base,  1  inch. 

Height,  234  inches. 

Supporting  screw  spacing,  2%  in. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Fkg. 

Wt. 

9407 

$35.36 

10 

100 

72 

Pony  Receptacles 

Clamp  Shade-Holders  cannot  be 
used  with  these  receptacles. 

With  Side  Wires 

Diameter  of  base,  l31/^  inches. 
Diameter  over  lugs,  2134>  inches. 
Thickness  of  base,  1  inch. 

Height,  234  inches. 

Supporting  screw  spacing,  l2^  in. 
44912  $35.36  10  100  42 

With  Bottom  Wires 

Diameter  of  base,  2%  inches. 
Diameter  over  lugs,  2J4  inches. 
Height,  1*^6  inches. 

Supporting  screw  spacing,  2%  in. 

9411  $35.36  10  100  46 


Outlet  Box  Receptacles 


Porcelain  Rosettes 

2-Piece  Rosettes 


BRYANT 


With  Cleat  Base 

Main  diameter,  2%  inches. 
Diameter  over  lugs,  2334>  inches. 
Height,  lu/(6  inches. 

Supporting  screw  spacing,  1% 
inches. 


With  Fusible  Cap 
2  Amperes,  125  Volts 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

★  1501 

$26.32 

10 

100 

37 

With  Fuseless  Cap 

660  Watts, 

250  Volts 

H-97 

$13.68 

10 

100 

40 

BRYANT 


With  Concealed  Base 

Outside  diameter  of  base,  21*^ 
inches. 

Height,  234  inches. 

Supporting  screw  spacing,  \5/% 
inches. 

With  Fusible  Cap 
2  Amperes,  125  Volts 

★  1502  $26.32  10  100  47 

With  Fuseless  Cap 
660  Watts,  250  Volts 

H-98  $13.68  10  100  51 


1 -Piece  Fuseless  Rosettes 
Cleat  and  Concealed  Combined 

Main  diameter,  27^2  inches. 
Diameter  over  lugs,  22T^2  inches. 
Height,  1 24  inches. 

Supporting  screw  spacing,  134 
inches. 

660  Watts,  250  Volts 
PI-96  $9.48  10  100  22 


For  3*4  or  4-Inch  Outlet 
Box  Covers 


Size  hole  required,  lll{$  inches. 
Diameter  over  lugs,  2%  inches. 
Depth,  34  inch. 


Supporting  screw  spacing, 
inches. 

2*4 

Cat.  Per 

Car¬ 

Std. 

Pkg. 

No.  100 

ton 

Pkg. 

Wt. 

59107  $20.20 

10 

100 

34 

For  334-Inch  Outlet  Boxes 

With  Cadmium- Plated  Cover 

Outside  diameter,  3J4  in. 
Supporting  screw  spacing,  2% 
inches. 

H-83  $21.06  1  100  56 


For  4-Inch  Outlet  Boxes 

With  Cadmium-Plated 
Cover 

Outside  diameter,  434  in. 
Supporting  screw  spacing,  334 
inches. 

H-84  $23.16  1  100  80 


For  334-Inch  Outlet  Boxes 

Outside  diameter,  334  inches. 
Height,  1  inch. 

Supporting  screw  spacing,  2% 
inches. 

Without  Binding  Screw  Terminals 
660  Watts,  250  Volts 

PI-93  $10.52  10  50  25 

With  Binding  Screw  Terminals 
660  Watts,  250  Volts 

574  $33.26  10  50  26 


Bryant 


For  334  or  4-Inch  Outlet  Boxes 

Outside  diameter,  4%  inches. 
Height,  1  inch. 

Supporting  screw  spacing,  2% 
and  334  inches. 

Without  Binding  Screw  Terminal 
660  Watts,  250  Volts 


H-94 


$14.74 


50  46 


With  Binding  Screw  Terminals 
660  Watts,  250  Volts 

575  $45.48  5  50  47 


All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories  except  where  marked  (★). 
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BRYANT  SUPERIOR  WIRING  DEVICES 


Porcelain  Weatherproof  Sockets 

Emergency  Shade-Holder  No.  443  may  be  attached  to 
these  sockets  only  when  used  on  not  over  250  volts.  See 
page  10. 

For  special  features  see  page  11. 

With  Die  Cast  Caps 

660  Watts,  250  Volts 

Diameter,  134  inches. 

Length  of  body,  1%  inches. 

With  J/s-Inch  Straight  Cap 
Length  over  all,  234  inches. 


if  BRYAtlp!' 


Bryant 


No.  9454 


Bryant; 


Bryant 


i  bryant 


With  !4-Inch  Straight  Cap 

Length  over  all,  234  inches. 

9418  $18.94  10  100 

With  3/g-Inch  Straight  Cap 

Length  over  all,  234  inches. 

9421  $18.94  10  100 

With  J4-Inch  Straight  Cap 
Length  over  all,  234  inches. 
9420  $22.10  10  100 

With  y2- Inch  Hexagonal  Cap 
Length  over  all,  234  inches. 
9454  $35.36  10  100 

With  3/8-Inch  Angle  Cap 
Length  over  all,  2%  inches. 
9423  $27.36  10  100 

With  y2 -Inch  Angle  Cap 

Length  over  all,  2%  inches. 


9422 


9429 


$27.36 


10 


$12.64 


Body  Only 


10 


100 

100 


28 

29 

30 

30 

30 

30 

20 


With  6-Inch  Wires 

660  Watts,  600  Volts 
Main  diameter,  134  inches. 
Flange  diameter,  154  inches. 
Length  of  porcelain,  l1^  inches. 

399  $13.68  10  100 


26 


With  Shade-Holder  Groove 

Main  diameter,  134  inches. 

Flange  diameter,  154  inches. 

Length  of  porcelain,  1%  inches. 

*Clamp  Shade-Holders  No.  628  and  629, 
listed  on  page  10,  may  be  attached  to 
this  device. 

9366  $20.00  10  100  28 

Bragdon  Socket 
With  Shade-Holder  Groove 

Extension  skirt  carries  the  drip  away 
from  the  lamp  and  socket. 

Method  of  wiring  at  the  top  removes 
the  strain  from  the  wire  connections  and 
places  it  on  the  porcelain. 

Extra  hole  in  porcelain  at  top  allows 
for  independent  suspension  if  desired. 
Main  diameter,  154  inches. 

Diameter  of  skirt,  2n/{^  inches. 

Length  of  porcelain,  2%  inches. 

Clamp  Shade-Holders  No.  628  and  629, 
listed  on  page  10,  may  be  attached  to 
this  device. 

50997  $77.78  10  100  52 


Composition  Weatherproof  Sockets 

Clamp  Shade-Holders  Nos.  628  and  629,  listed  on  page  10, 
may  be  attached  to  these  sockets. 

Decorative  Streamer  Socket 

660  Watts,  250  Volts 
This  high  heat  socket  is  provided 
with  solder  lugs  for  attaching  to 
streamers,  and  is  so  designed  that  it 
may  be  waxed  after  soldering,  making 
it  weatherproof. 

Has  no  shadeholder  groove. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

No. 

100 

ton 

Pkg. 

Wt. 

9419 

$18.94 

10 

100 

28 

4041 

$35.36 

10 

250 

47 

Bracket  Socket 

With  Shade-Holder  Groove  and 
Wires  Inside  of  Pipe 
660  Watts,  250  Volts 

With  ^4-inch  cap. 

Fitted  with  6  inches  of  No.  18  rubber- 
covered  fixture  wire.  For  longer  wires 
add  $.25  list  per  100  devices  for  each  ex¬ 
tra  inch  of  length  on  both  conductors. 

Main  diameter,  134  inches. 

Flange  diameter,  154  inches. 

Length  of  composition,  2346  inches. 
43312  $84.84  10  100  27 

With  Shade-Holder  Groove 
660  Watts,  600  Volts 

Black  composition. 

Main  diameter  tapers  from  1 to  1% 
inches. 

Flange  diameter,  154  inches. 

Length  of  composition,  2%  inches. 


60666 


$19.00 


10 


100 


26 


Pony  Sockets 
With  Shade-Holder  Groove 
660  Watts,  600  Volts 

Brown  composition. 

Main  diameter,  l-^  inches. 
Flange  diameter,  154  inches. 
Length  of  composition,  2  inches. 

43310  $18.00  10  100 


21 


Brown  Templus 

Main  diameter,  134  inches. 

Flange  diameter,  154  inches. 

Length  of  composition,  15^2  inches. 

PI310  $12.00  10  100  13 

Street  Hood  Socket 

660  Watts,  250  Volts 
With  Binding  Screw  Terminals 

Length  over  all  is  3  inches. 

The  screws  which  attach  the  porce¬ 
lain  base  to  the  cadmium-plated  mal¬ 
leable  iron  yoke  are  spaced  2%  inches 
on  centers. 

With  side  lugs  and  34-inch  yoke. 
Emergency  Shade-Holder  No.  443  may 
be  attached  to  this  socket  only  when 
used  on  not  over  250  volts.  See  page 
10. 

4233  $38.18  10  100  58 


Wire  lead  devices  on  this  page  unless  otherwise  noted  are  fitted  with  6-inch  leads  of  No. 
14  stranded  rubber  covered  wire. 

For  longer  wires  add  $.38  list  per  100  devices  for  each  extra  inch  of  length  on  both  con¬ 
ductors. 

All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 
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Mogul  Base  Sockets 

Either  cap  may  be  assembled  with  any  body  listed  in  this 
column. 


Aluminum  Socket  Caps 


Cat. 

%-Inch 

Female  Cap 

£L.  \ 

'eRYANi^ 

Per 

Car-  Std. 

% 

No. 

100 

ton  Pkg. 

SA 

$30.30 

10  50 

4 

3/2-Inch 

Female  Cap 

Bryant  jP 

SB 

$30.30 

10  50 

4 

Mogul  Base  Sockets  and  Receptacle 

The  assembling  screws  of  these  devices  are  waxed  with 
a  compound  which  will  not  soften  under  heat. 


Bryant 


Porcelain  Keyless  Sockets 
1500  Watts,  600  Volts 

Main  diameter,  2%  inches. 
Length  with  cap,  314  inches. 
Length  of  body  only,  234  inches. 


With  %-Inch  Cast  Cap 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

wt. 

4291 

$44.22 

None 

100 

68 

With  V2- 

Inch  Cast  Cap 

4292 

$50.52 

None 

100 

63 

Body  Only 

4290 

$40.00 

None 

100 

46 

Porcelain  Keyless  Socket  Bodies 

1500  Watts,  600  Volts 

The  assembling  screws  of  these  socket  bodies  are  waxed 
with  a  compound  which  will  not  soften  under  heat. 


With  Binding  Screws 

Diameter,  2-34  inches. 

Length,  234  inches. 

Screw  spacing,  1%  to  134  inches. 

4123  $42.10  5  50  27 


With  15- Inch  Wires 

Regularly  fitted  with  15-inch  leads  of 
No.  14  rubber-covered  wire.  For  longer 
wires  add  $.38  list  per  100  devices  for 
each  extra  inch  of  length  on  both  con¬ 
ductors. 

Diameter,  2 34  inches. 

Length,  234  inches. 

Screw  spacing,  l1^  to  134  inches. 

4081  $70.70  5  50  32 


BRYANf 


2-Piece  Body 

Main  diameter,  234  inches. 

Length,  334  inches. 

Screw  spacings,  1%  to  1J4  inches. 

4077  $70.70  5  50 


40 


0 


Bryant 


With  Side  Connections 
Main  diameter,  234  inches. 
Length,  2J4  inches. 

Screw  spacing,  lx34  to  134  inches. 

4062  $55.56  5  50 
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BRYANT 


No.  4563  Body 
with  No.  4573  Cap 


Porcelain  Sockets 
for  3-Light  Lamps 
1500  Watts,  250  Volts 
Main  diameter,  2%  inches. 

Length  with  cap  or  yoke,  3346  inches. 
Length  of  body  only,  keyless  2%  inches. 
Length  of  body  only,  pull,  3 inches. 
Body  mounting  screw  centers,  1346  in. 
%-Inch  Brush  Brass  Cap 


4573 

$20.00  5 

50 

4 

4583 

%-Inch  Brass  Yoke 

$10.00  5 

50 

3 

4563 

Keyless  Body  Only 

$85.00  5 

50 

21 

4565 

Pull  Body  Only,  6V2-Inch  Chain 

$150.00  5  25 

35 

Switches  for  Controlling  3-Light  Lamps 


No.  2476,  Pendent,  Pull . page  53 

No.  2892,  “Dugle,”  Flush . page  40 

No.  2894,  “Dugle,”  Flush . page  40 

No.  2390,  Ceiling  Pull . page  52 

No.  4335,  Ceiling  Pull  on  334-Inch 

Cover . page  52 

No.  4345,  Ceiling  Pull  on  4-Inch 

Cover . page  52 

No.  4590,  Canopy,  Porcelain . page  53 

No.  27,  “New  Wrinkle”  Body.  .  .page  4 


Interchangeable  line  page  36. 


No.  4565  Body 
with  No.  4583  Yoke 


Brass  Shell  Keyless  Sockets 

1500  Watts,  600  Volts 

Brass  shell  sockets  have  asbestos  shell 
linings  and  paper  cap  linings. 

Standard  finish  is  brush  brass  which 
will  be  furnished  when  no  finish  is  speci¬ 
fied.  For  special  finishes  add  double  the 
list  prices  given  in  first  column  on  page  13. 
Diameter,  2  inches. 

Length,  3%  inches. 

With  %-Inch  Cap 

4021  $212.10  5  50  30 

With  ki-Inch  Cap 

4022  $212.10  5  50  30 


n  v. 


J 


BRYANT 


Porcelain  Cleat  Receptacle 
1500  Watts,  250  Volts 

Diameter  over  lugs,  334  inches. 
Diameter  of  neck,  234  inches. 
Height,  2%  inches. 

Diameter  of  main  part  of  base, 
2^4  inches. 

Supporting  screw  spacing,  2% 


inches. 

Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

4073 

$75.76 

5 

50 

40 

Special  features  for  sockets  described  on  page  11. 

All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 
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BRYANT  SUPERIOR  WIRING  DEVICES 


Industrial  Specialties 


Rotary  Switches 


Lamp  Receptacles 


Composition  Base 

The  ratchet  plates  are  molded  into  the  composition  base 
which  prevents  injury  by  vibration.  The  ratchet  plate, 
escapement  and  spring  are  heavily  copper-plated  to  prevent 
rusting. 

These  switches  are  furnished  without  handles  or  exten¬ 
sions.  Drive  washers  and  nuts  are  parts  of  No.  589  handles. 


Single-Pole 
5  Amperes,  125  Volts 
3  Amperes,  250  Volts 
Has  one  extra  terminal  with  two 
binding  screws. 

Diameter,  1%  inches. 

Height  over  all,  1%  inches. 
Supporting  screw  spacing,  ljbg  inches. 


2704 

Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

2705 

$59.10 

10 

100 

19 

No.  2705  Switch 
No.  2779  Handle 
No.  2706  Extension 


Double-Pole 
10  Amperes,  125  Volts 
5  Amperes,  250  Volts 

2704  $71.54  10  100 

Composition  Switch  Handle 

For  Nos.  2705  and  2704. 

Wing  type. 

2779  $12.00  ..  100 


21 


2 


Switch  Post  Extension 

Size,  %  inch. 

2706  $5.06  100  100  1 

Water-Tight  Switch  Handle 

This  handle  is  cast  brass  with  water¬ 
tight  stuffing  box  and  is  furnished  with 
drive  washer  and  nut. 

Threaded  %  inch  27  threads. 

No.  589  589  $79.18  10  100  28 


Water-Tight  Lamp  Receptacle 


Composition  Base 

Each  terminal  has  two  binding  screws. 

Diameter  of  base,  1%  inches. 

Height,  1%  inches. 

Supporting  screw  spacing,  1%  inches. 

Single- Pole  Key  Receptacle 
250  Watts,  250  Volts 

Regularly  supplied  with  two  %  inch 
Gx36  round  head  pointed  brass  screws. 

Center  of  base  to  end  of  key,  1% 
inches. 

Cat.  Per  Car-  Std.  Pkg. 

No.  100  ton  Pkg.  Wt. 

4130  $42.42  10  100  21 

Keyless  Receptacle 
660  Watts,  250  Volts 

Regularly  supplied  with  two  %  inch 
6x36  round  head  pointed  brass  screws. 

4131  $28.28  10  100  22 

Lamp  Receptacles 

Templus  Base 
Each  terminal  has  two  binding  screws. 

Diameter  of  base,  2  inches. 

Height,  1%  inches. 

Supporting  screw  spacing,  1%  inches. 

Single-Pole  Key  Receptacle 
250  Watts,  250  Volts 

Regularly  supplied  with  two  1-inch 
8x32  round  head  pointed  brass  screws. 

Center  of  base  to  end  of  key,  ln/i6 
inches. 

4160  $49.50  10  100  25 

Keyless  Receptacle 
660  Watts,  250  Volts 

Regularly  supplied  with  two  %- inch 
8x32  round  head  pointed  brass  screws. 

4161  $35.36  10  100  24 

Screw  Shell  Insulators 


Templus 

For  Nos.  4160  and  4161 
With  screw  mounting. 

4260  $31.82  10 


100 


10 


Composition  Base 

Has  one  binding  screw  on  each  terminal. 

Regularly  furnished  without  sealing  compound  over  ter¬ 
minal  plates  and  fastening  screws.  On  special  order  terminal 
plates  and  fastening  screws  will  be  sealed  with  a  compound 
that  will  not  soften  under  heat,  at  an  addition  to  list  price 
of  $3.00  per  100  receptacles. 

Diameter,  2 %  inches. 

Height  over  all,  1%  inches. 

Height  above  mounting  surface,  %  inches. 

Supporting  screw  spacing,  2%  inches. 
There  are  four  supporting  screw  holes 
spaced  90°  apart.  Screws  for  mounting 
are  not  furnished. 

Keyless  Receptacle 
660  Watts,  250  Volts 

4146  $49.50  10  100  36 


Molded  Composition 

Threads  to  screw  shell. 

Cannot  be  used  on  receptacles  with 
lamp  grip. 

Main  diameter,  1%  inches. 

Neck  diameter,  1J4  inches. 

Length  over  all,  1  inch. 

Length  of  neck,  Mi  inch. 

571  $25.46  10  100  9 


Paper 

Friction  fit. 

For  use  on  receptacles  with  lamp  grip. 
Diameter,  \hMi  inches. 

Length,  1  inch. 

Thickness,  Mi  inch. 

★571B  $5.66  10  100  M. 


Boxes  to  accommodate  these  devices  can  be  obtained  from  the  Adapti  Co.,  Cleveland,  Ohio; 
Appleton  Electric  Co.,  Chicago,  Ill.;  Crouse-Hinds  Co.,  Syracuse,  N.Y.;  The  Pyle-National 
Co.,  Chicago,  Ill.;  Russell  &  Stoll  Co.,  New  York,  N.Y. 

Lamp  receptacles  can  be  supplied  with  lamp  grip  feature  at  an  addition  to  list  price  of 
$7.00  per  100.  See  page  11. 

All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories  except  where  marked  (★)• 
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Attachment  Plug  Caps 


15  Amperes,  125  Volts;  10  Amperes,  250  Volts 

Heavy  Duty  and  Special  Caps 


Templus  Caps 


Composition  Cap 


Cat. 

Per 

Cord 

Car¬ 

Std. 

Pkg. 

No. 

100 

Hole 

ton 

Pkg. 

Wt. 

KA 

$8.58 

% 

10 

250 

20 

Composition  Cap 
Steel  Covered — Cadmium-Plated 

KZ  $11.12  %  25  250  23 


Brown  Templus  Double  T  Cap 

TV  $46.66  %  10  50  3 


Armored  Cadmium-Plated  Double  T  Cap 
With  cord  grip. 

TW  $53.32  10  30  4 


Composition  Cap 
Steel  Armored — Cadmium-Plated 
With  cord  grip. 

JX  $32.00  %  10  50  6 

Composition  Caps 
With  armored  cord  grip. 

JK  $26.66  %  io  50  7 

With  armored  cord  grip.  Has  cord  hole 
with  shoulder  %-inc,h  diameter  at  outer 
end,  J^-inch  diameter  at  inner  end. 

JM  $26.66  ...  10  50  7 

Right  Angle  Blade  Polarity  Caps 
Composition 

MA  $8.58  %  10  250  20 

Armored,  Cord  Grip — Cadmium-Plated 

MX  $32.00  yK  10  50  r, 

Composition  Motor  Attachment  Base 

Base  is  1%  inches  in  diameter  and  u4 
inch  thick. 

Screw  spacings,  1  inch. 

KG  $15.76  %  10  50  4 

Composition  Adapter 

Screw  Shell  Limits  to  660  Watts,  250  Volts 
Diameter,  1%  inches. 

Length,  l1^  inches. 

KL  $36.36  ...  10  50  7 

Composition  Fusible  Cap 
Fuses  Limit  to  3  Amperes,  250  Volts 

Takes  glass  fuses  listed  on  page  00. 
Price  does  not  include  fuses. 

*KP  $66.66  ...  10  20  3 

Flush  Motor  Plug  Base 

Diameter  of  cup,  V/2  inches. 

Depth,  134  inches. 

Screw  hole  spacing,  V%  inches. 

UR  $36.36  10  50  7 

For  wide  polarity  blade  prefix  “M”  to 
Cat.  No.  No  extra  cost. 

Fibre  Discs  for  Caps 

Black  on  one  side,  brown  on  the  other. 
17590  $.05  ...  1000  1000  1 


Cat. 

Per 

Cord 

Car¬ 

Std. 

Pkg. 

No. 

100 

Hole 

ton 

Pkg. 

Wt. 

HF 

$4.60 

% 

25 

100 

5 

HUT 

$3.30 

50 

500 

19 

HUV 

3.30 

% 

50 

500 

19 

HUX 

3.30 

Mx34 

50 

500 

19 

HUY 

3.30 

4 

50 

500 

19 

Rubber  Handle  Caps 

Short  Shank,  2-Piece 

HRA 

$10.00 

.312  to  .390 

25 

100 

7 

HRB 

10.00 

.260  to  .312 

25 

100 

7 

HRS 

30.00 

.578 

25 

100 

6 

Short  Shank,  1-Piece 

HRD 

$10.50 

.425 

50 

100 

9 

Long  Shank,  2-Piece 

HRE 

$10.00 

.312  to  .390 

25 

100 

14 

HRF 

10.00 

.260  to  .312 

25 

100 

14 

Tandem 

Blade  Cap 

and  Body 

Templus  Cap 

5420 

$17.50 

% 

10 

100 

9 

Composition  Body 

With  T  slots. 

5612 

$33 . 50 

10 

100 

45 

Composition  Pilot  Cap 

With  brass  guard  and  lamp, 

Lamp  limits  to  125  volts. 

Diameter,  1 %  inches. 

Length,  33^  inches. 

KE 

$106.66 

10 

10 

2 

For  No.  KE  less  No.  618  Lamp,  deduct 
$35.00  per  100. 


Attachment  Plugs 

660  Watts,  600  Volts 
Composition,  Weatherproof 
With  Wires  Molded  In 

In  one  piece. 

Has  6-inch  No.  14  stranded  wire  leads.  For 
longer  wires  add  $.26  list  per  100  devices  for 
each  extra  inch  of  length  on  both  conductors. 

345  $31.10  10  250  44 


With  Black  Lacquered  Wood  Handle 

★  1009  $18.00  %  1°  250  23 


All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories  except  where  marked  (★). 
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Connecting  Devices 


Templus  Cube-Tap 
10  Amperes,  250  Volts;  15  Amperes,  125  Volts 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

H17 

$7.36 

20 

100 

10 

Templus  Cord  Cube-Tap 

10  Amperes,  250  Volts;  15  Amperes,  125  Volts 
H18  $8.42  20  100  9 


Templus  Twin-Lite 
660  Watts,  250  Volts 

H20  $13.00  10  100  11 


Templus  Thru -Lite 
660  Watts,  250  Volts 

H204  $22.00  10  100  16 


Composition  Screw  Body 
660  Watts,  250  Volts 

100  $10.50  10  250  19 

Brown  Templus  Screw  Bodies 

With  Fibre  Insulating  Button 
660  Watts,  250  Volts 

H706  $3.80  50  500  18 

With  Templus  Insulating  Button 
660  Watts,  250  Volts 

H708  $9.60  50  500  19 

Templus  Cord  Connector  Body 
10  Amperes,  250  Volts;  15  Amperes,  125  Volts 
Diameter,  1%,  inches. 

Length,  1%  inch. 

With  54-inch  cord  hole. 

H130  $13.00  25  50  4 

Composition  Cord  Connector  Body 
10  Amperes,  250  Volts;  15  Amperes,  125  Volts 

Has  “T”  slots.. 

Diameter,  1J34  inches. 

Length,  1%  inches. 

With  ‘i^-inch  cord  hole. 

103  $36.36  10  50  6 

Armored  Cord  Grip  Connector  Body 
10  Amperes,  250  Volts,  15  Amperes,  125  Volts 
Has  “T”  slots. 

With  %-inch  cord  hole. 

5103  $60.00  10  50  9 


Brown  Templus  Pendent  Switch  and  Convenience 

Outlet 


6  Amperes,  125  Volts;  3  Amperes,  250  Volts 
3-Wire 

May  be  wired  to  control  either  fixture 
or  outlet. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

H9081 

$60.60 

10 

50 

9 

2- Wire 

Switch  controls  outlet  only. 

29082  $60.60  10  50  9 


Templus  Flat  Cord  Connectors 
10  Amperes,  125  Volts;  5  Amperes,  250  Volts 

Receptacle  Portion 

For  use  with  No.  2958  only. 

With  %2-inch  cord  hole. 

2956  $31.82  10  100  4 

Plug  Portion 

For  use  with  No.  2956  only. 

With  %2-hich  COrd  hole. 

2958  $31.82  10  100  5 


These  devices  do  not  have  standard  prong  spacings. 


Plug  Receptacles 

15  Amperes,  125  Volts;  10  Amperes,  250  Volts 
Black  Porcelain  Receptacle 
For  mounting  in  canopies. 

With  6-inch  No.  14  wire  leads.  For 
longer  wires  add  $.26  list  per  100  devices 
for  each  extra  inch  of  length  on  both  con¬ 
ductors. 

724  $30.30  10  50  7 

White  Porcelain  Receptacle 
No  wires,  with  solder  connections. 
724-C  $18.18  10  50  6 

Porcelain  Concealed  Base  Receptacle 
Diameter  of  base,  2^2  inches. 

Height,  1%  inches. 

Screw  spacing,  1 34  inches. 

105  $40.00  10  50  15 

Porcelain  Outlet  Box  Receptacle 

Base  diameter,  1%  inches  and  top 
diameter,  l1^  inches. 

Height,  1J4  inches. 

Screw  spacing,  jpg  inch. 

112  $40.00  10  50  13 


Porcelain  Outlet  Box  Cover  Receptacle 
Requires  hole  1%  inches  in  diameter. 
Diameter,  1 1Xe  inches. 

Projects  34  inch  above  and  1  inch  below 
cover. 

Distance  from  back  of  cover  to  bottom 
of  wire  grooves,  J4  inch. 

114  $40.00  10  50  14 


|VANT 


Round  Porcelain  Receptacles 
With  2% -Inch  Solid  Brush  Brass  Plate 

Body  diameter,  1%  inches. 

Screw  spacing,  1%  inches. 

115  $103.02  1  50  19 

With  3%-Inch  Solid  Brush  Brass  Plate 
For  334-inch  box. 

Screw  spacing,  2^4  inches. 

116  $115.14  1  50  28 

With  Ears,  without  Plate 

Mounting  holes,  tapped  6x32,  are 
spaced  l7/g  inches. 

733  $26.26  10  50  9 


All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 
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Heater  and  Cube-Tap  Cord  Sets 


Switchless  Plugs 


In  Display  Cartons 

3M  Cycle  Heater  Cord  with  Switch  Plug 
Plug  Rating:  10  Amperes,  125  Volts;  5  Amperes,  250  Volts 


No.  HC630G 


Cat. 

Per 

Car- 

Std. 

Pkg 

No. 

100 

Description 

ton 

Pkg. 

Wt. 

HC630 

$41.32 

With  6  Feet  of  Cord . 

10 

50 

23 

HC630G 

44.32 

With  6  Feet  of  Cord  and 

No.  HG  Handle  Grip 
Attachment . 

10 

50 

26 

HC830 

45.32 

With  8  Feet  of  Cord . 

10 

50 

29 

3M  Cycle  Heater  Cord  with  Switchless  Plug 
Plug  Rating:  10  Amperes,  125  Volts;  5  Amperes,  250  Volts 


No.  HC633 

HC633  $28.00  With  6  Feet  of  Cord .  10  50  21 

HC833  32.00  With  8  Feet  of  Cord .  10  50  25 


10  Amperes,  125  Volts;  5  Amperes,  250  Volts 


No.  H250  No.  H738  No.  H738G  Nos.  667  and  669 


Cat.  Per  Car-  Std.  Pkg. 

No.  100  Description  ton  Pkg.  Wt. 

H250  $25.00  Templus  Switchless  Plug.  .. .  10  100  17 

H738  8.42  Templus  Switchless  Plug ...  .  10  100  1G 

H738G  11.42  No.  H738  with  No.  HG  Han¬ 
dle  Grip  Attachment .  10  100  16 

667  42.42  Templus  Switchless  Plug  with 

Silver  Monel  Contacts .  10  100  16 

669  21.28  Templus  Switchless  Plug .  10  100  16 


Table  Appliance  Plug 
Switch  Plug 
Handle  Grip 
Cord  Switch 

Plug  Rating:  10  Amperes,  125  Volts;  5  Amperes,  250  Volts 
Cord  Switch:  6  Amperes,  125  Volts;  3  Amperes,  250  Volts 


No.  18  Rayon  Cord  and  Cube-Tap 


No.  HR0618 

HR0618 

$28.00 

With  6  Feet  of  Cord . 

10 

50 

16 

HR0918 

32.00 

With  9  Feet  of  Cord . 

10 

50 

18 

HR1218 

37.00 

With  12  Feet  of  Cord. . .  . 

10 

50 

20 

HR1518 

41.50 

With  15  Feet  of  Cord. . . . 

10 

50 

24 

All  Cord  Sets 

are  made  with  “Labeled  Cord” 

and 

are 

listed  as 

standard  by  Underwriters’  Laboratories. 

When  equipped  with  No.  HG  Handle  Grip, 

add 

“G” 

to 

Cat.  No.  and  $3.00  list  per  100  sets  or  devices. 

When  equipped  with  No.  HF  Cap,  add  to  list  price  $1.30 
per  100  sets. 

When  equipped  with  No.  HRA  or  HRB  Cap,  add  to  list 
price  $3.40  per  100  sets. 

When  equipped  with  HRE  or  HRF  Cap,  add  to  list  price 
$4.40  per  100  sets. 


No.  HG 


No.  H966  No.  H280  No.  H271 

H966  $11.00  Templus  Switchless  Table  Ap¬ 
pliance  Plug .  10  100  11 

H280  23.16  Templus  Switch  Plug .  10  50  10 

HG  5.00  Handle  Grip  Attachment  for 

Appliance  Plugs .  10  100  3 

H271  30.52  Templus  Cord  Switch,  S.P.  . .  10  50  10 

No.  H966  is  for  use  with  table  appliances  having  l^-inch 
diameter  contact  pins  %  to  %  inch  long,  spaced  %  inch  on 
centers. 

Nos.  H250,  H738,  667,  660,  and  H280  will  fit  nearly  all 
makes  and  types  of  standard  heating  appliances  having  con¬ 
tact  pins  spaced  from  n/(&  to  %  inch. 


All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 
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Brown  Templus  Flush  Receptacles 

Each  Outlet  15  Amperes,  125  Volts;  10  Amperes,  250  Volts 


Cat. 

Per 

Depth 

Car¬ 

Std. 

Pkg. 

No. 

100 

Inches 

ton 

Pkg. 

Wt. 

4810 

$29.00 

% 

Duplex 

10 

100 

15 

4812 

$38.38 

% 

10 

100 

15 

4831  $22.00  %  10  100  14 

Duplex 

With  Two  Binding  Screws  in  Each  Side  Wiring  Terminal 

4832  $29.00  %  10  100  18 


Separate  Feed,  Separate  Ground 

4832X  $35.06  %  10  100  18 

Separate  Feed,  Common  Ground 

4832  Y  $35.06  %  10  100  18 

Single,  For  Tumbler  Switch  Plate 
Approved  for  use  with  composition  plates  only. 

770  $22.22  Vs  10  100  13 

Duplex  Top  Wired 

Complete  with  Templus  Plate  Having  Integral  Bosses 


Receptacle  Only 

$58.98 


No. 4822 
10  100 


29 


Plates  for  Flush  Receptacles 


No.  OF61  No.  OV61 

Single — Symbol  “F” 

.060-Inch  Brass,  Stamped 


Brush  Brass  “Perma”  Brass 

Cat.  Per  Cat.  Per 

No.  100  No.  100 

OF61  $22.10  OF61-P  $20.52 

Car¬ 

ton 

Gangs 

10 

Std. 

Pkg. 

Gangs 

100 

Pkg. 

wt. 

25 

HF41 

*. 040-Inch  Brass,  Stamped 
$12.00  HF41-P  $10.50 

10 

100 

16 

OF11 

Solid  Brass 

$52.64 

10 

100 

30 

Duplex — Symbol  “V” 

OV61 

. 060-Inch  Brass,  Stamped 

$22.10  OV61-P  $20.52 

10 

100 

22 

HV41 

*. 040-Inch  Brass,  Stamped 

$12.00  HV41-P  $10.50 

10 

100 

15 

OVll 

Solid  Brass 

$52.64  . 

10 

100 

26 

*Permachrome  Finish,  Add  $18.00  Per  100  Gangs  to  Brush 
Brass  Price.  Use  Suffix  “CD”  for  Dull  and  “CP  ’  for  Polished 

For  prices  on  multiple  gang  flush  plates  and  special 
finishes  see  page  43. 


Brown  Templus  Outlet  Box  Receptacles 

With  Cadmium-Plated  Covers 
Each  Outlet  15  Amperes,  125  Volts;  10  Amperes,  259  Volts 

For  3V4-Inch  Boxes 


No.  3780  No.  3781 

Cat.  Per  Car-  Std.  Pkg. 

No.  100  Description  ton  Pkg.  Wt. 

3780  $29.00  Single,  Side  Wired .  10  100  35 

3781  36.00  Duplex,  Side  Wired .  5  50  16 


For  4-Inch  Boxes 


No.  4780  No.  4782 

4780  $30.00  Single,  Side  Wired .  5  50  22 

4782  37.00  Duplex,  Side  Wired . '  5  50  23 


All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 
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Fan  Hanger  Outlet 


Polarized  Receptacles 


With  Templus  Receptacle  and  Brush  Brass  Flush  Plate 
Yoke  Mounting  Type 
15  Amperes,  125  Volts;  10  Amperes,  250  Volts 


Rear  View  Mounted  on  Box  Cover 
(Box  Cover  Not  Furnished) 

A  cadmium-plated  steel  sub-plate  supports  the  receptacle. 
The  brush  brass  flush  plate  is  held  independently  and  there¬ 
fore  will  not  loosen  even  if  the  fan  hanger  supporting  screw 
is  not  replaced  when  fan  is  removed. 

Special  finishes  on  plates  for  fan  hangers  take  a  10  per 
cent  advance  over  usual  special  finish  charges  for  plates 
listed  on  page  43. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

3750 

$244.00 

10 

50 

38 

Clock  Hanger  Outlet 

With  Templus  Receptacle  and  Bright  Brass  Cover 

15  Amperes,  125  Volts;  10  Amperes,  250  Volts 


20  Amperes,  250  Volts 

Porcelain  Surface  Receptacle 

For  Concealed  Wiring 

Diameter  of  base,  23^  inches. 

Height,  1%  inches. 

Supporting  screw  spacing,  1J^  inches. 


Cat. 

Per 

Car¬ 

Std. 

Pkg- 

No. 

100 

ton 

Pkg. 

Wt. 

622 

$66.66 

10 

30 

13 

Composition  Flush  Receptacle 

Length,  2%  inches. 

Width,  1%  inches. 

Depth,  lbf6  inches. 

Supporting  screw  spacing,  3%2  inches. 
Takes  “F”  plate. 

556  $100.00  10  30  9 


Polarized  Caps 


20  Amperes,  250  Volts 

Composition  Cap 
With  9/ig-Inch  Cord  Hole 
652  $40.00  10  30 


6 


Brush  Brass  Covered 

When  special  finish  plates  are  also 
ordered,  there  is  no  charge  for  special 
finish  on  caps. 

For  special  finishes  see  page  13  column  2. 

653  $66.66  10  30  8 


With  Cord  Grip 

Armored,  Cord  Grip,  Cadmium- Plated 
For  %  to  %-inch  diameter  cord. 

723  $60.60  10  30  6 


Porcelain  Surface  Heater  Control 
Combination 

For  Medium  Base  Pilot  Lamps 
With  Snap  Switch,  Enameled  Cover 


This  receptacle  is  designed  with  the  hook  integral  with 
the  cover.  The  receptacle  is  completely  concealed  when 
the  clock  is  in  place. 

No  flush  plate  is  necessary,  as  the  cover  serves  as  a  plate. 

The  space  within  the  cup  is  sufficient  to  store  the  clock 
lead  wires. 

The  clock  can  be  moved  from  the  hook  and  dusted  without 
disconnecting  it. 


The  receptacle  provides  a  convenience  outlet  for  other 
purposes  when  desired. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

2828 

$141.40 

2 

10 

8 

10  Amperes,  250  Volts  (10  Amperes,  125  Volts)  Non  Fusible 

Combination  of  a  10-ampere,  250-volt  double  pole  indi¬ 
cating  switch  with  plug  receptacle,  and  pilot  lamp  recep¬ 
tacle,  in  parallel. 

For  cleat  concealed  or  molding  work. 

Supporting  screw  spacings,  1%x3%2  inches. 

Base  is  4x5  inches  with  a  No.  2781  Porcelain  Handle. 

On  special  order  can  be  furnished 
with  expulsion  type  mechanism  for 
inductive  loads  at  $15.00  per  100  list 
additional.  See  page  50. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

466 

$233.32 

1 

10 

23 

Switch  Mechanism  Only  for  No.  466 

Without  handle. 

2734  $94.88  1  10  2 


All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 
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Receptacle  and  Switch  Combinations 

Receptacles  Rated:  15  A.,  125  V.;  10  A.,  250  V. 


With  Switches  Operating  Horizontally 
Porcelain  Cups 


With  .060-Inch  Brush  Brass  Plate 

Switches  Rated  10  Amp.,  125  Volts;  5  Amp., 
250  Volts 

Double  Pole  Switch 


Cat. 

Per 

Car¬ 

Std. 

Pkg- 

No. 

100 

ton 

Pkg. 

Wt- 

2957 

$163.62 

1 

10 

7 

Single  Pole  Quadruple  Break  Switch 

3957  $163.62  1  10  7 

List  price  of  Nos.  2957  and  3957,  less 
plate  (No.  OW261)  is  $141.52  per  100 
devices. 


With  Brown  Templus  Plate 
with  Integral  Boss 
10  Amp.,  125  Volts;  5  Amp.,  250  Volts 
Double  Pole  Switch 

2979  $163.62  1  10 

Single  Pole  Quadruple  Break  Switch 

3979  $163.62  1  10 


5 

5 


Pilot  Light  Combinations 

Pilot  Lamps  Limit  Device  Ratings  to  125  Volts 
15  Amperes,  125  Volts 

Receptacle  and  Pilot  Light  Combinations 

With  .060-Inch  Brush  Brass  Plate 
with  Bull’s  Eye 

The  insertion  of  the  cap  illumi¬ 
nates  the  bull’s  eye. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

5121 

$181.80 

1 

10 

15 

With  Templus  Plate 

with 

Bull’s  Eye 

5122 

$181.80 

1 

10 

12 

List  price  of  Nos.  5121  and  5122, 
less  plate,  is  $123.62  per  100. 

For  No.  5121  or  5122  less  No.  618 
Lamp,  deduct  $35.00  per  100. 


Duplex  Receptacle  and  Pilot  Light  Combination 

With  2-Gang  Solid  Brush  Brass 
Plate,  Ready-Wired 

The  insertion  of  the  cap  illumi¬ 
nates  the  bull’s  eye. 

Porcelain  cup  is  1%  inches  deep. 

763  $365.52  1  10  16 


Switch  and  Pilot  Light  Combinations  with  Guard 


With  Switches  Operating  Vertically  Templus  Cups 


With  .060-Inch  Brush  Brass  Plate 

Double  Pole  Switch 
10  Amperes,  250  Volts 

2994  $175.74  1  10  6 

20  Amperes,  250  Volts 

2995  $187.86  1  10  6 

Single  Pole  Quadruple  Break  Switch 
10  Amperes,  250  Volts 

3994  $175.74  1  10  6 

20  Amperes,  250  Volts 

3995  $187.86  1  10  6 

List  of  Nos.  2994  and  3994,  less  plate 
(No.  OW461)  is  $153.64  per  100  devices. 

List  of  Nos.  2995  and  3995,  less  plate 
(No.  OW461)  is  $165.76  per  100  devices. 


With  Brown  Templus  Plate  with 
Integral  Boss 
Double  Pole  Switch 


10  Amperes, 

250 

Volts 

2989 

$175.74 

1 

10 

5 

20  Amperes, 

250 

Volts 

2999 

$187.86 

1 

10 

7 

Single 

Pole  Quadruple  Break 

Switch 

10  Amperes, 

250 

Volts 

3989 

$175.74 

1 

10 

5 

20  Amperes, 

250 

Volts 

3999 

$187.86 

1 

10 

7 

Cat. 

No. 

OW261 

OW461 


.060-Inch  Brush  Brass  Plates 


Per  Car-  Std.  Pkg. 

100  Description  ton  Pkg.  Wt. 

$22.10  For  Nos.  2957  and  3957. . .  1  10  4 

22.10  For  Nos.  2994,  2995,  3994, 

and  3995 .  1  10  4 


With  1-Gang  .060-Inch  Brush  Brass 
Plate,  Ready-Wired 

Porcelain  cup  is  1%  inches  deep. 

Double  Pole  Tumbler  Switch 

2959  $282.80  1  10  8 

Single  Pole  Quadruple 
Break  Tumbler  Switch 

3959  $282.80  1  10  8 

List  price  of  Nos.  2959  and  3959, 
less  plate,  is  $214.92  per  100. 

For  No.  2959  or  3959  less  No.  618 
Lamp,  deduct  $35.00  per  100. 


Cat. 

No. 

01261 

OM261 


Brush  Brass  Plates 


Per  Car-  Std.  Pkg. 

100  Description  ton  Pkg.  Wt. 

$58.18  With  Bull’s  Eye,  for  No. 

5121 .  1  10  3 


67.88  With  Lamp  Guard,  for  Nos. 

2959  and  3959 .  1  10  6 


Templus  Plate 

HI231  $58.18  With  Bull’s  Eye,  for  No. 

5122 .  2  10  1V2 

Screw  Plug  Flush  Receptacle 


660  Watts,  250  Volts 

Listed  as  standard  by  Under¬ 
writers  Laboratories  for  use  as  a 
lampholder  only. 

With  porcelain  cup. 

Depth  of  cup,  1%2  inches. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

1708 

$23.34 

10 

100 

28 

For  Special  Finishes  on  Plates  see  Page  43. 

All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 
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Twist  Lock  Devices 


No.  TL9763 


2-Wire  Caps 
20  Amperes,  250  Volts 


Composition  Cap 


Cat. 

Per 

Cord 

Car¬ 

Std. 

Pkg. 

No. 

100 

Hole,  In. 

ton 

Pkg. 

Wt. 

TL7062 

$36.36 

% 

10 

50 

5 

Armored  Covered  Cord  Grip 

Cap 

TL7102 

$48.48 

He 

10 

30 

5 

TL7238 

48.48 

5A 

10 

30 

5 

Rubber  Cord  Grip  Cap 

TL9763  $48.48  He  10  30  5 


3-Wire  Caps 
15  Amperes,  125  Volts 
10  Amperes,  250  Volts 

Templus  Cord  Grip  Cap 

TL7554  $57.58  He  10  50  5 

TL7558  57.58  %  10  50  7 


No.  TL7311 


20  Amperes,  250  Volts 

Armored  Cord  Grip  Cap 

TL7311  $86.66  %  10  30 

Armored  Cord  Grip  Cap — Grounded 

TL7311-G  $86.66  %  10  30 

Rubber  Cord  Grip  Cap 

TL9965  $86.66  %  io  30 


8 

8 

7 


No.  TL7411 


4-Wire  Caps 
20  Amperes,  250  Volts 

Armored  Cord  Grip  Cap 

TL7411  $113.32  %  10  20 

Rubber  Cord  Grip  Cap 
TL9967  $113.32  %  io  20 

2-Wire  Connector  Bodies 
20  Amperes,  250  Volts 


No.  TL7101 


TL7101 

TL7224 


Armored  Cord  Grip  Body 
Cadmium-Plated 


$72.72  He  10 

72.72  5/s  10 


30 

30 


3-Wire  Connector  Bodies 
15  Amperes,  125  Volts 
10  Amperes,  250  Volts 
Templus  Cord  Grip  Body 

TL7555  $91.92  He  10  50 

TL7559  91.92  %  10  50 


6 

6 


8 

9 


t 

8 


No.  TL7413 


20  Amperes,  250  Volts 

Armored  Cord  Grip  Body 

TL7313  $146.66  %  iq  30 

4-Wire  Connector  Body 
20  Amperes,  250  Volts 

Armored  Cord  Grip  Body 

TL7413  $193.92  %  10  20 


11 


10 


2-Wire  Porcelain  Receptacles 
20  Amperes,  250  Volts 


No.  TL7210 


No.  TL7517 


No.  TL7410 


No.  TL7557 


Flush  Receptacle 

Takes  “F”  plates. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

TL7210 

$48.48 

10 

50 

11 

Outlet  Box  Receptacles 
with  Cadmium  Plated  Covers 
With  3!4-Inch  Cover 

TL7216  $54.54  5  50  20 

With  4-inch  Cover 

TL7217  $60.60  5  30  17 

3-Wire  Porcelain  Receptacles 
20  Amperes,  250  Volts 

Flush  Receptacle 

Takes  “F”  plates. 


TL7310 

$126.66 

10 

30 

10 

Grounded 

TL7310-G 

$126.66 

10 

30 

10 

With  4-Inch  Cadmium  Plated  Cover 

TL7517  $139.98  5  20  12 


4-Wire  Porcelain  Receptacles 
20  Amperes,  250  Volts 

Flush  Receptacle 
Screw  spacing,  3%  inches. 

TL7410  $163.62  10  20  8 

.060-Inch  Plates 

1-Gang  for  No.  TL7410 
TL7421  $25.46  10  20  4 

3-Gang  for  Two  No.  TL7410 

TL7422  $76.36  5  10  5 

With  4-Inch  Cadmium  Plated  Cover 

TL7417  $175.74  5  15  9 

2- Wire  Connector  Bases 
20  Amperes,  250  Volts 

Motor  Base  in  Casing 

TL8808  $60.60  10  30  5 

3- Wire  Connector  Bases 
15  A.,  125  V.;  10  A.,  250  V. 

Templus  Motor  Base  in  Casing 

Diam.  casing  flange,  2%  in. 
Diam.  casing  base,  2%2  in. 
Depth  of  casing,  1%2  in. 

Screw  spacing  llHe  inches. 

TL7556  $75.76  10  50  5 

Templus  Flush  Base 

Screw  spacing  llHe  inches. 

TL7557  $85.86  10  50  7 

20  Amperes,  250  Volts 

Motor  Base  in  Casing 
Three  mounting  screw  holes 
120°  apart  on  134-inch  radius. 

TL7327  $84.84  10  30  10 


No.  TL7408 


4-Wire  Connector  Base 
20  Amperes,  250  Volts 

Motor  Base  in  Casing 

Diam.  casing  flange,  3 He  in. 
Diam.  casing  base,  2l%2  in. 
Depth  of  casing,  1%  in. 

Four  mounting  screw  holes 
spaced  90°  on  2%  inches  centers. 
TL7408  $109.08  10  20  8 
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3-Wire  Caps,  Receptacles,  and  Connectors 


Each  Outlet  15  Amperes;  125  Volts;  10  Amperes,  250  Volts 


Brown  Templus  Cap 

With  %-inch  COrd  hole. 

Cat.  Per  Car-  Std. 

No.  100  ton  Pkg. 

9110  $38.88  10  50 

Composition  Cap 
With  i^-inch  cord  hole. 

9111  “$33.34  10  50 

With  Armored  Cord  Grip 
For  to  J^-inch  cords. 

9112  $53.32  10  50 


Flush  Motor  Plug  Base 
9115  $73.32  10  50 

Screw  spacing,  2%  inches. 


Pkg. 

Wt. 

4 


6 


8 


13 


20  Amperes,  250  Volts 

Steel  Covered  Cadmium-Plated  Cap 
With  Cord  Grip 

For  jbg  to  jl^-inch  cords. 


Cat. 

Per 

Car¬ 

Std. 

No. 

100 

ton 

Pkg. 

9322 

$86.66  10 

With  Grounded  Cover 

20 

9322G 

$86.66 

10 

20 

Porcelain  Flush  Receptacle 

Depth,  1%2  inches. 

Takes  “F”  plate. 

9326  $126.66  10  30 

With  Grounded  Yoke 

9326G  $126.66  10  30 


13 

13 


Composition  Flush  Receptacle 

Depth,  ljkg  inches. 

Takes  “F”  plate. 

9116  $113.32  10  50  15 

With  Grounded  Yoke 

Grounding  terminal  is  connected  to  the 
yoke. 

9120  $113.32  10  50  15 


Porcelain  Flush  Conduit  Box 
Receptacle 
With  Templus  Top 
Screw  Terminals 

9117  $53.32  10  50 


12 


Porcelain  Concealed  Base 
Receptacle 

Diameter,  2^  inches. 

Screw  spacing,  1%  inches. 

9325  $86.66  10  30 


14 


4-Inch  Outlet  Box  Receptacle 
With  Cadmium-Plated  Cover 

9324  $139.98  5  30  20 


Porcelain  Concealed  Base 
Receptacle 

Diameter,  2%  inches. 

Screw  spacing,  1%  inches. 

9119  $66.66  10  50  19 

Templus  Duplex  Receptacles 
For  “V”  Plates 

4326  $166.66  10  30  3 

For  “V”  Plates,  Grounded  Yoke 

4327  $166.66  10  30  3 

With  Templus  Plate— Integral  Bosses 

4322  $170.70  10  30  8 

With  Templus  Plate — Integral  Bosses, 
Grounded  Yoke 

4323  $170.70  10  30  8 

Composition  Cord  Connector  Bodies 

With  %-inch  cord  hole. 

9113  $66.66  10  50  9 

With  Armored  Cord  Grip 
With  ^-inch  cord  hole. 

9114  $86.66  10  50  11 


Armored  Cord  Connector  Body 
Steel  Covered  Cap — Cadmium-Plated 
With  Cord  Grip 

For  jig  to  5^-inch  cords. 

9323  $146.66  10  20 


Bryant  3-Wire  Caps 


Ground  First,  Last,  and  All  the  Time 

It  is  essential  to  safety  that  the  ground 
prong  on  3-Wire  caps  make  contact  before 
the  other  prongs,  and  that  it  maintain 
perfect  contact  all  the  time  it  is  inserted. 

This  fundamental  re¬ 
quirement  has  been  incor¬ 
porated  in  the  design  of  all 
Bryant  3-Wire  Caps  and 
Receptacles. 

Use  Bryant  3-Wire  Caps 
and  Receptacles  for  a  per¬ 
fect  ground — andforperfect 
safety. 
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3-Wire  Heavy  Duty  Caps  and  Cord  Sets 

For  Range  Installations 

Porcelain  Cap 

With  Screw  Terminals 
30  Amperes,  250  Volts 
With  3^-inch  cord  hole. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

689 

$56.56 

5 

10 

7 

Composition  Cap 

With  Grounding  Prongs  and 
%-Inch  Cord  Grip 
30  Amperes,  250  Volts 
With  ears  for  attaching  cap 
to  the  plate  and  for  ground  con¬ 
nection.  Cord  grip  and  ears  can 
be  omitted  when  specified. 

786  $141.40  1  10  6 


Composition  Caps 

With  Solder  Lugs  and 
Grounding  Prongs 

Straight  Clamp  for  Armored 
Conductor 

50  Amperes,  250  Volts 

775  $197.96  1  10  15 

Angle  Clamp  for  Armored 
Conductor 

50  Amperes,  250  Volts 

776  $212.10  1  10  16 


Armored  Cord  Sets 
with  No.  776  Cap 

Length,  38  inches. 

Three  No.  8  Conductors 
35  Amperes,  250  Volts 

3831  $545.40  1  10  50 

Three  No.  6  Conductors 
50  Amperes,  250  Volts 

3832  $646.40  1  10  43 

Rubber  Cord  Sets 
with  Cap 

Length,  38  inches. 

Two  No.  8  and  One  No.  10 
Conductors 
35  Amperes,  250  Volts 

3829  $272.70  1  10  10 

Two  No.  6  and  One  No.  8 
Conductors 
50  Amperes,  250  Volts 

3830  $323.20  1  10  19 

Prices  for  longer  cord  sets 
on  application. 

90°  Angle  Connectors 

With  rubber  bushing. 

Size,  %  inch. 

For  No.  3829  Cord  Set 

3839  $60.00  1  10  2 

For  No.  3830  Cord  Set 

3840  $60.00  1  10  2 

For  connectors  assembled  to 
cord  sets,  add  “C”  to  the  Cat. 
No.  of  the  cord  set. 


3-Wire  Heavy  Duty  Receptacles 


Bryan i 


For  Range  Installations 

50  Amperes,  250  Volts 
Porcelain  Flush  Receptacle 
With  Solder  Lugs 

Cat.  Per  Car-  Std.  Pkg. 

N->.  100  ton  Pkg.  Wt. 

757  $438.34  1  10  11 


Flush  Plates  for  No.  757 

Plates  are  53^  inches  square 
with  2%-inch  center  hole. 

Fitted  with  contacts  for 
grounding  prongs. 

Screw  spacings,  3x/^x3'%i 
inches  to  fit  No.  758  Plaster 
Box  Cover. 

.100  Brass-Brush  Finish 

691  $141.40  1  10  10 

.060-Inch  Cadmium-Plated  Steel 

Has  square  edges  and  cor¬ 
ners. 

788  $70.70  1  10  5 

Box  Covers  for  No.  757 

For  Plaster  Box 

758  $70.70  1  10  5 

For  4u/i6-Inch  Box 

Will  fit  No.  72171  Box,  as 
manufactured  by  Appleton 
Electric  Company,  National 
Electrical  Products  Company, 
Roach-Appleton  Mfg.  Co., 
and  Steel  City  Electric  Co. 

759  $141.40  1  10  8 


Surface  Receptacles 
With  Solder  Lugs 
Fit  (Universal)  No.  72C102 
Cover  for4%-inch  square  box. 
Porcelain 

Screw  spacing,  2%  inches. 

747  $98.98  5  10  10 

Composition 

Screw  spacing,  2 %  inches. 

787  $155.54  5  10  7 


Templus  Range  Receptacle 

Equipped  with  solderless 
terminals. 

With  ^4-inch  and  1-inch 
knockouts  for  conduit  in  bot¬ 
tom  and  back. 

3826  $181.80  2  10  14 


Grounding  Strap  for 
No.  3826  Receptacle 
3827  $40.40  2  10  1 


Tube  and  Connector  Clamp 

For  three  No.  6  wires. 

3828  $70.70  2  10 


All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 


32 


BRYANT  SUPERIOR  WIRING  DEVICES 


“Junior”  Round  Prong  Caps  and  Receptacles 


Brush  Brass  Covered  Porcelain  Cap 

Fusible  (3  Amperes) 

With  Kfrinch  cord  hole. 

Takes  glass  fuses  listed  on  page  60. 
Price  does  not  include  fuses. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt 

JD 

$85.54 

10 

10 

3 

Brush  Brass  Covered  Composition  Cap 

With  %-in°h  cord  hole. 

JB  “$59.90  5  25  2 

For  special  finishes  on  JD  and  JB  see 
page  13,  column  4. 


Porcelain  Flush  Receptacle  Body 

With  .060-Inch  Brush  Brass  Plate 
12  Amperes,  125  Volts;  6  Amperes,  250  Volts 
Diameter  of  plate,  2^  inches. 

Screw  spacing,  l1^  inches. 

1509  $77.00  1  25  3 

List  price,  less  plate,  $50.00;  with  solid 
plate,  having  square  edges,  $25.00  per  100 
additional. 

Porcelain  Flush  Receptacle 
12  Amperes,  125  Volts;  6  Amperes,  250  Volts 

411  $68.44  5  25  3 

.060-Inch  Brush  Brass  Plate 
For  No.  411  Receptacle 
Symbol  J 

OJ61  $43.56  10  25  6 


“D.  D.”  Disappearing  Door 
Flush  Receptacles,  Plugs,  and  Plates 


Each  Outlet  15  Amperes,  125  Volts; 

10  Amperes,  250  Volts 

Composition  Receptacles 

For  Use  with  Symbol  “D3”  Brass  Plates 

Single 

Depth,  1%  inches. 

730  $79.44  10  30  10 


For  Use  with  Symbol  “D2”  Brass  Plates 
Duplex 

Depth,  1%  inches. 

657  $119.16  10  30  11 

Brown  Templus  Plug 
For  One  or  Two  Cords 

Cord  holes,  % x%2  inch. 

659  $79.44  10  30  2 


c 

© 

5 

t 

e 

BRYANT 

.060-Inch  Brush  Brass  Plates 

For  No.  730  Receptacle 

One  gang. 

OD361  $77.00  10  30  9 

For  No.  657  Receptacle 

One  gang. 

Screw  hole  spacing,  2%  inches. 

OD261  $119.76  10  30  9 

Prices  in  combination  with  other  sec¬ 
tions  upon  application. 


Pilot  Light  Accessories 


Ruby  Jewels 

Round,  for  Mounting  in  “F”  Plates 
With  Solid  Brush  Brass  Rim 

Removable  from  front. 


Cat. 

No. 

Per 

100 

Car¬ 

ton 

Std. 

Pkg. 

Pkg. 

Wt. 

3850 

$35.36 

10 

30 

2 

With  Ventilated 

Brush 

Brass  Rim 

Non-removable. 

737 

$106.06 

10 

30 

1 

Rectangular,  for  Mounting  in  Slot 
of  an  “S”  Plate 
With  Solid  Brush  Brass  Rim 

Non-removable. 

746  $35.36  10  30  1 

For  special  finishes  on  jewels,  see  page  13, 
column  4. 

Green,  clear,  opalescent,  amber  or  blue 
jewels  furnished  on  special  order  without  ex¬ 
tra  charge. 


Pilot  Receptacle 

For  Use  with  Jeweled  and  Louvre  Plates 
75  Watts— 125  Volts 
With  No.  618  125-volt  lamp. 

For  receptacle  without  lamp,  deduct 
$35.00  per  100  from  list  price. 

Depth,  1%  inches. 

427  $98.98  10  30  11 

For  Use  Only  with  Plates  with  Removable 
Bull’s  Eye  No.  3850  and  Ventilated  Jewel  No.  737 
75  Watts— 125  Volts 

With  No.  618  125-volt  lamp. 

For  receptacle  without  lamp,  deduct 
$35.00  per  100  from  list  price. 

3851  $98.98  10  30  9 


Louvre  Plate 

For  Use  Only  with  No.  427  and  Flush  Buzzers 

Made  in  .040-inch  brush  brass  only. 

Single  gang. 

OL241  $113.12  5  30  18 


Mazda  Lamp 

For  Use  with  Pilot  Devices 
6  Watts,  125  Volts 

Candelabra  base. 

618  $49.50  10  30  1 


Brown  Templus  Insert 

To  Fill  Opening  in  “S”  Plate 

Insert  is  mounted  on  metal  yoke. 

756  $21.22  10  30  1 
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Flush  Tumbler  Switches 


Shallow  Type — With  Porcelain  Cups  Enclosed — For  Type  “C”  Lamp  Loads 


Depth  of  porcelain  cups,  1%  inches. 


With  Brown  Composition  Handles 

Amperes 

Cat.  Per  125  250  Car-  Std.  Pkg. 

No.  100  Description  Volts  Volts  ton  Pkg.  Wt. 

3951  $32.00  S.  P.  Indicating .  10  5  10  100  31 

3952  84.00  D.  P.  Indicating....  10  10  10  50  17 

3953  50.00  3-Point .  10  5  10  50  17 

3954  280.00  4-Point .  5  2  2  10  3 

3955  113.12  D.  P.  Indicating .  20  10  2  10  3 

3920  84.00  S.  P.  Quadruple 

Break,  Indicating.  20  10  10  50  16 

Lock  Type 


One  No.  3950  Key  furnished  with  each  lock  switch. 


3951- L  $112.28  S.  P.  Indicating .  10  5  10  100  31 

3952- L  147.00  D.  P.  Indicating ... .  10  10  10  50  17 

3953- L  133.48  3-Point .  10  5  10  50  17 

3954- L  345.80  4-Point .  5  2  2  10  3 

3955- L  176.12  D.  P.  Indicating....  20  10  2  10  3 

3920-L  147.00  S.  P.  Quadruple 

Break,  Indicating.  20  10  10  50  16 


High  Capacity — With  Porcelain  Cups 

Double-Pole  Switches  for  Motor  Control — 2  H.  P., 
115-230  Volts  A.C.,  125-250  Volts  D.C. 

No.  3982  for  Appliance  Use— 2500  W.,  125  V.;  5000  W.,  250  V. 


No.  4961  No.  4961-L  No.  4961-SH 

Depth  of  composition  cups,  1%  inches. 

With  Brown  Templus  Handles 


Cat. 

Per 

Amperes 

125  250 

Car- 

Std. 

Pkg. 

No. 

100 

Description 

Volts  Volts 

ton 

Pkg. 

Wt. 

4961 

$77.78 

S.  R.  indicating . 

10 

5 

10 

50 

17 

4962 

127.26 

D.  P.  Indicating . 

10  10 

2 

10 

4 

4963 

98.98 

3-Point . 

10 

5 

10 

20 

8 

4964 

311.08 

4-Point . 

5 

2 

2 

10 

4 

4965 

141.40 

D.  P.  Indicating.  .  . . 

20  10 

10 

10 

4 

4966 

127.26 

S.  P.  Quadruple 
Break,  Indicating. 

20  10 

10 

20 

8 

Lock  Type 

One  No.  4960  Key  furnished  with  each  lock  switch. 


4961-L  $140.78 

S.  P.  Indicating . 

10 

5 

10 

50 

17 

4962-L 

190.26 

D.  P.  Indicating .... 

10 

10 

2 

10 

4 

4963-L 

161.98 

3-Point . 

10 

5 

10 

20 

8 

4964- L 

374.08 

4-Point . 

5 

2 

2 

10 

4 

4965-L 

204.40 

D.  P.  Indicating .... 

20 

10 

10 

10 

4 

4966-L 

190.26 

S.  P.  Quadruple 
Break,  Indicating. 

20 

10 

10 

20 

8 

Heavy  Duty  Totally  Enclosed  Switches 

With  Brown  Templus  Handles  and  Casings 
For  Standard  Tumbler  Switch  Plates 


No.  3971  No.  3973  No.  3972-SR 


Dimensions  of  cups:  Length,  21%i  inches;  width,  1%  inches; 
depth,  V/2  inches.  Lock  type  takes  No.  4960  key. 

With  Brown  Templus  Handles 


3971 

$84.00 

S.  P . 

.  20 

10 

10 

50 

27 

3972 

113.12 

D.  P.  Indicating.  .  . 

.  20 

20 

2 

10 

5 

3973 

113.12 

3-Point . 

.  20 

10 

2 

10 

5 

3974 

400.00 

4-Point . 

.  10 

5 

'  2 

10 

5 

3982 

113.12 

D.  P.  Indicating.  .  . 

.  20 

20 

2 

10 

6 

No.  3982  is  for  appliance  use  and  therefore  is  back  con¬ 
nected  and  is  sealed  with  high  heat  compound. 

With  Steel  Handle 


3972-SH  $113.12  D.  P .  20  20  2  10  5 

With  Roller  Handle 

3972-SR  $118.12  D.  P .  20  20  2  10  5 


No.  5421  No.  5432 

Dimensions  of  cups:  Length,  2%  inches;  width,  Vy±  inches; 


depth,  1%  inches. 

5421  $127.26  S.  P . 

20 

10 

30 

20 

5422 

141.40 

D.  P . 

20 

2 

10 

6 

5423 

141.40 

3-Point . 

20 

2 

10 

6 

5424 

424.20 

4-Point . 

20 

10 

2 

10 

6 

5426 

141.40 

S.  P.  Quad.  Break.. . 

20 

2 

10 

6 

5431 

151.90 

S.  P . 

30 

10 

30 

20 

5432 

201.50 

D.  P . 

30 

2 

10 

6 

5433 

201.50 

3-Point . 

30 

2 

10 

6 

5434 

607.62 

4-Point . 

20 

10 

2 

10 

6 

5436 

201.50 

S.  P.  Quad.  Break.. . 

.  . 

30 

2 

10 

6 

Black  handles  supplied  on  special  order  without  extra  charge. 

Steel  handles  supplied  on  special  order  without  extra  charge  excepting  No.  3951.  For  steel  handles  on  No.  3951  add  $4.86 
list  per  100.  Suffix  “SH.” 

Rubber  handles  supplied  on  special  order  excepting  No.  5421  series.  Add  $5.00  list  per  100.  Suffix  “RH.” 

Luminous  tip  supplied  on  special  order  on  No.  3951  and  No.  4961  series.  Add  $25.00  list  per  100.  Suffix  “LT.” 

Momentary  contact  operation  supplied  on  special  order,  excepting  all  lock  switches  and  the  No.  5421  series.  Add  $70.00 
list  per  100.  Suffix  “M.” 

For  lock  type  on  No.  3971  series  and  No.  5421  series  add  $64.00  list  per  100.  Suffix  “L.” 
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Push  Button  Switches 

Shallow  Type 


Push  Button  Switches 

Removable  Mechanism  Flush  Switch  and  Cup 


2625  $163.32  1,  2,  1  &  2,  Off .  5  2  2  10  7 

2628  163.32  1,  Off,  2,  Off .  5  2  2  10  7 


For  wiring  diagrams  see  page  63. 


No.  2523 


No.  5501  No.  5520 


Depth,  1^  inches. 

2-Button  Type 

Amperes 


Cat. 

Per 

125 

250 

Car- 

Std.  Pkg. 

No. 

100 

Description 

Volts 

Volts 

ton 

PkK. 

Wt. 

5501 

$38.88 

Single-Pole . 

10 

5 

10 

100 

34 

5502 

108.88 

Double-Pole . 

10 

10 

10 

50 

19 

5503 

55.56 

3-Point . 

10 

5 

10 

50 

19 

5504 

311.08 

4-Point . 

5 

2 

2 

10 

4 

5505 

124.44 

Double-Pole . 

20 

10 

10 

50 

19 

5520 

108.88 

Single-Pole  Quadruple 

Break . 

20 

10 

10 

50 

19 

Lock  Type 

One  No.  2299  Key  furnished  with  each  lock  switch. 

5501-L  $126.38 

Single-Pole . 

10 

5 

10 

100 

34 

5502-L 

171.88 

Double-Pole . 

10 

10 

10 

50 

19 

5503-L 

161.56 

3-Point . 

10 

5 

10 

50 

19 

5504-L 

374.08 

4-Point . 

5 

2 

2 

10 

4 

5505-L 

187.44 

Double-Pole . 

20 

10 

10 

50 

19 

5520-L 

171.88 

Single-Pole  Quadruple 

Break . 

20 

10 

10 

50 

19 

Deep  Type 


“Perkins”  Self -Restoring  Door  Switches 


With  Box 


Single-Pole 


Lock  Type 

One  No.  2299  Key  furnished  with  each  lock  switch. 


2201-L  $133.00 

Single-Pole . 

10 

5 

10 

100 

46 

2202-L 

171.88 

Double-Pole . 

10 

10 

10 

50 

26 

2203-L 

171.88 

3-Point . 

10 

5 

10 

50 

26 

2204-L 

374.08 

4-Point . 

10 

5 

2 

10 

5 

2623-L 

187.44 

Double-Pole ... 

20 

10 

2 

10 

5 

2840-L 

187.44 

Single-Pole  Quadruple 
Break . 

20 

10 

10 

50 

26 

Momentary  contact  operation  supplied  on  special  order. 
Add  $70.00  list  per  100.  Suffix  “M”. 


2355  $353.50  “On”  When  Door  is 


Open .  6  3  1  25  31 

2356  353.50  “Off”  When  Door  is 

Open .  6  3  1  10  12 


List  price  of  switch,  less  box,  $318.16  per  100. 

List  price  of  switch,  less  cover  plate  and  strike  plate, 
$308.50  per  100. 

List  price  of  switch,  less  box,  cover  plate,  and  strike  plate 
$273.16  per  100. 
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No.  2520 


Amperes 


Cat. 

Per 

125  250 

Car- 

Std.  Pke. 

No. 

100 

Description 

Volts  Volts 

ton 

Pkg. 

Wt. 

2520 

$71.86 

*Porcelain  Cup  for  No. 

2523  and  No.  2729.  . 

10 

50 

18 

2523 

130.66 

Double-Pole . 

.  io 

10 

50 

8 

2523-L 

200.66 

Double-Pole,  Lock.  . 

.  .  10 

10 

50 

8 

2729 

171.48 

Double-Pole . 

.  .  20 

10 

50 

12 

2729-L 

241.48 

Double-Pole,  Lock  . 

.  .  20 

10 

50 

12 

*  Depth  of  porcelain  cup,  1%  inches. 


Electrolier  Switches 

For  Standard  Push  Button  Switch  Plates 

Depth,  1%  inches. 

These  switches  have  one  metal  button 
operating  a  type  “O”  switch  mechanism. 
The  other  button  is  composition  and  does 
not  move. 


No.  2201  No.  2840  No.  2201-L 

Depth,  l1^  inches,  (4-point  switches,  l1^  inches). 


2-Button  Type 


2201 

$70.00 

Single-Pole . 

10 

5 

10 

100 

2202 

108.88 

Double-Pole . 

10 

10 

10 

50 

2203 

108.88 

3-Point . 

10 

5 

10 

50 

2204 

311.08 

4-Point . 

10 

5 

2 

10 

2623 

124.44 

Double-Pole . 

20 

10 

2 

10 

2840 

124.44 

Single-Pole  Quadruple 

Break .  20  10  10  50 


Plunger  adjustable  from  %  to  %-inch. 

With  brush  brass  plate  4%xlJ4  inches, 
and  with  round  strike  plate. 

Length  of  box,  3^  inches;  width,  lLt 
inches;  depth,  2%  inches. 

Has  one  jpg-inch  knockout  in  bottom,  one 
5^-inch  knockout  in  one  end,  and  one 
inch  knockout  in  other  end. 
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Flush  Plates  for  Tumbler  Switches 

Symbol  “S” 


2-Gang 

Solid  Brass 


© 

© 

© 

I  >  % 

© 

BRYANT 

No.  3792 


Brush 

Brass 

“Perma” 

Finish 

Car- 

Std. 

Cat. 

Per 

Cat. 

Per 

No. 

ton 

Pkg. 

Pkg. 

No. 

100 

No. 

100 

Gangs 

Gangs 

Gangs 

wt. 

OS11 

$52.64 

1 

10 

100 

24 

OS12 

105.28 

2 

10 

100 

19 

OS13 

157.92 

3 

10 

100 

17 

.060-Inch  Stamped 

Brass 

OS61 

$22.10 

OS61-P 

$20.52 

1 

10 

100 

25 

OS62 

44.20 

OS62-P 

41.04 

2 

10 

100 

21 

OS63 

66.30 

OS63-P 

61.56 

3 

10 

100 

20 

*. 040-Inch  Stamped 

Brass 

HS41 

$12.00 

HS41-P 

$10.50 

1 

10 

100 

19 

HS42 

24.00 

HS42-P 

21.00 

2 

10 

100 

15 

HS43 

36.30 

HS43-P 

31.56 

3 

10 

100 

14 

Solid  Brass  Tandem 

Plates 

3792 

$142.82 

2 

10 

100 

22 

3793 

214.22 

3 

10 

100 

22 

*For  Permachrome  Finish  add  $18.00  per  100  gangs  to  brush 
brass  price.  Use  suffix  “CD”  for  dull  and  “CP”  for  polished. 


Plate  for  12-Volt  Bell  Push  Button 

Symbol  “T” 

With  Jpg-inch  hole. 

Solid  Brush  Brass 

Car-  Std. 

Cat.  Per  No.  ton  Pkg.  Pkg. 

No.  100  Gangs  Gangs  Gangs  Wt. 

OTll  $52.64  1  10  50  23 


Flush  Plates  for  2-Button  Switches 

Symbol  “P” 


o'- 

BRYANT 


1-Gang 


Solid  Brass 


Brush  Brass 

"Perma” 

Finish 

Car- 

Std. 

Cat. 

Per 

Cat. 

Per 

No. 

ton 

Pkg. 

Pkg. 

No. 

100 

No. 

100 

Gangs 

Gangs 

Gangs 

Wt 

OP11 

$52.64 

1 

10 

100 

33 

OP12 

105.28 

2 

10 

100 

25 

OP13 

157.92 

3 

10 

100 

22 

.060-Inch  Stamped 

Brass 

OP61 

$25.46 

OP61-P 

$23.88 

1 

10 

100 

26 

OP62 

50.90 

OP62-P 

47.74 

2 

10 

100 

20 

OP63 

76.36 

OP63-P 

71.62 

3 

10 

100 

18 

.040-Inch  Stamped 

Brass 

HP41 

$12.00 

HP41-P 

$10.50 

1 

10 

100 

17 

HP42 

24.00 

HP42-P 

21.00 

2 

10 

100 

14 

HP43 

36.30 

HP43-P 

31.56 

3 

10 

100 

15 

Blank  and  Telephone  Plates 


Blank  Flush  Plate 
Symbol  “K” 


Brush  Brass  Bell  Push 
Button  Only  for  “T”  Plate 
12  Volts 

Size,  %  inch. 

★3675  $70.70  .  .  10  50  3 


Yoke  for  Mounting  “K,”  “G,”  and  “T”  Plates 


if 


With  3%  and  2^8-inch  screw 
hole  spacings. 


OK61  $31.10 


.060-Inch  Stamped  Brass 
.  1  10 


Telephone  Plate 
Symbol  “G” 

With  metal  bushing  having  %-inch  cord  hole. 


OG61  $33.94 


. 060-Inch  Stamped  Brass 

.  1  10 


H-10  $7.08  10  50  2 

For  prices  on  multiple  gang  flush  plates,  combination  plates,  plate  finishes  and  features,  see  pages  41-44. 
“K”,  “G”  and  “T”  plates  have  2^-inch  screw  spacing  and  No.  H10  yoke  to  fit  standard  switch  box. 
★Not  listed  bv  Underwriters’  Laboratories. 


50  14 


50 


14 
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The  Bryant  Interchangeable  “IL”  Line 

Brown  Templus 


Enclosed  Flush  Tumbler  Switches 


No.  IL-1311  No.  IL-1312  No.  IL-131I-L  No.  IL-13I2-L 

Affords  a  threefold  service  from  a  single-gang  box  or  a 
sixfold  service  from  a  2-gang  box. 

Dimensions  of  single-pole  switch:  Length,  1)4  inches; 
width,  Ys  inch;  depth,  IY2  inches;  all  other  switches — length, 
IY  inches;  width,  Ys  inch;  depth,  IY2  inches. 

Amperes 


Cat. 

Per 

125 

250 

Car- 

Std. 

Pkg. 

No. 

100 

Description 

Volts  Volts 

ton 

Pkg. 

Wt. 

IL-1311 

$32.00 

Single-Pole .  .  .  . 

.  10 

5 

10 

100 

11 

IL-1312 

84.00 

Double-Pole .  .  . 

10 

10 

10 

2  Yi 

IL-1313 

50.00 

3-Way . 

.  10 

5 

10 

50 

8 

IL-1314 

280.00 

4-Way . 

.  5 

2 

10 

10 

2)4 

Lock  Type 


One  No.  IL-1499  Key  furnished  with  each  lock  switch. 


IL-1311-L  $95.00 

Single-Pole.  .  .  . 

.  10 

5 

10 

100 

11 

IL-1312-L  147.00 

Double-Pole .  .  . 

10 

10 

10 

2)4 

IL-1313-L  113.00 

3-Way . 

.  10 

5 

10 

50 

8 

IL-1314-L  343.00 

4-Way . 

5 

2 

10 

10 

2)4 

IL-1499  20.00 

Key . 

1 

1 

Me> 

Single-pole  15-ampere  switches  for  special  appliance  appli¬ 
cation  can  be  furnished.  Prices  upon  application. 


Convenience  Outlet 
15  Amp.,  125  V.;  10  Amp.,  250  V. 

With  parallel  slots. 

Length,  1%,  inches.  Width,  Y  inch. 
Depth,  1)4  inches. 


Single 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

IL-1320 

$15.00 

10 

100 

15 

Attachment  Plug  Caps 

With  parallel  blades. 

With  %2-inch  cord  hole. 

IL-1321  “  $5.50  10  100  7 

Polarized 

IL-1326  $5.50  10  100  7 

Radio  Cap 

With  %>-inch  cord  hole. 

IL-1323  “  $12.50  10  50  4 

Radio  Outlet 

For  antenna  and  ground  connections. 
Length,  1%  inches.  Width,  Y  inch. 
Depth,  1)4  inches. 

IL-1322  $38.50  10  50  4 

Insulating  Adapter 

Designed  to  fit  over  the  neck  of  outlets 
Nos.  IL-1320  and  IL-1341  and  into  the 
round  opening  in  a  standard  (F  Section) 
brass  plate,  thereby  increasing  the  face 
diameter  of  the  receptacle  so  that  standard 
size  attachment  plug  caps  can  be  used. 

The  bottom  of  the  plug  cap  rests  against 
the  surface  of  the  insulating  adapter  and 
does  not  touch  the  face  of  the  metal  plate 
at  any  point. 

IL-1327  $10.00  10  50  4 


x .  /i  Name  Plate 

<("  JOHN  C.b'l'aKe"  Stainless  steel  frame. 

-  IL-1330  $15.50  10  30  )4 


IL-1344 


IL-1345 


Night  Light  Receptacle 
75  Watts,  125  Volts 
With  chromium-plated  reflector. 
Body  without  hood:  Length,  1)4 
inches;  width,  Y  inch;  depth,  1)4 
inches.  With  clear  lamp. 

Metal  hood  only:  Diameter,  Y 
inch;  height,  Y  inch. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

IL-1339 

$95.50 

10 

30 

5 

For  omission  of  No.  618  lamp, 
deduct  $35.00  per  100  list. 

Pilot  Light  Receptacle 
75  Watts,  125  Volts 
With  chromium-plated  hood. 
Dimensions  body  only:  Length, 
1)4  inches;  width,  Y  inch;  depth, 
1)4  inches.  With  red  lamp. 

Metal  hood  only:  Diameter,  Y 
inch;  height,  Y  inch. 

IL-1340  $95.50  10  30  5 

For  omission  of  No.  618  lamp, 
deduct  $35.00  per  100  list. 

Deduct  $10.00  per  100  list  for 
clear  lamp  instead  of  red. 

Outlet  for  Pilot  Light 

15  Amp.,  125  V.;  10  Amp.,  250  V. 
With  parallel  slots. 

IL-1341  $25.00  10  30  4 

Bell  Push 

For  6  to  12- Volt  Circuits 

IL-1344  $23.50  10  20  2 

Blank  Insert  or  Cord  Hole 

For  wall  plates. 

IL-1345  $9.50  10  10  1 

Metal  Box  Covers 

For  mounting  any  one  Bryant 
Interchangeable  Device  directly 
on  a  3)4-inch  outlet  box,  or  any  one 
or  two  devices  on  a  4-inch  outlet 
box. 

Especially  adapted  for  surface  or 
exposed  work.  Cadmium-plated. 

Furnished  complete  with  the  nec¬ 
essary  straps  for  installing. 

Single-Opening  for  334-Inch  Box 

IL-1361  $12.50  10  100  25 

Single  Opening  for  4-Inch  Box 

IL-1362  $15.50  10  100  33 

Two  Openings  for  4-Inch  Box 

IL-1363  $20.00  10  50  18 

Metal  Box  Divider 

For  Radio  Outlet 

Keeps  antenna  and  ground  wires 
separate  from  any  power  circuit 
entering  the  same  box. 

For  1)4,  2,  or  2)4-inch  switch 
boxes. 

IL-1346  $26.00  10  10  3 

Appliance  Strap 

For  mounting  single  Bryant  In¬ 
terchangeable  Devices  in  small 
spaces.  Ideal  for  appliance  appli¬ 
cations. 

Length,  2^2  inches. 

Width,  %  inch. 

Mounting  screw  holes  spaced  on 
l3)4-inch  centers. 

IL-1354  $3.50  10  100  3 


The  correct  style  of  mounting  strap  is  furnished  without  charge,  packed  with  each  Bryant  “IL”  plate.  See  page  38. 
For  method  of  installing  devices  in  mounting  straps  see  page  37.  Prices  for  white  “IL”  devices  upon  application. 
All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 
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The  Bryant  Interchangeable  “IL”  Line 
Industrial  and  Commercial  Installations 


Type  “C”  Fitting 
with  Cover  for  Two 
Bryant  Inter¬ 
changeable  Devices 


Type  “FS”  Fittings. 
Covers  Available 
for  One,  Two,  or 
Three  Devices 


As  Many  as  Three 
Devices  May  be 
Installed  in  a 
Handy  Box 


Bryant  Interchangeable  Wiring  Devices  are  particu¬ 
larly  adapted  for  industrial  and  commercial  installations. 
Fittings  manufacturers  quickly  saw  the  many  possibili¬ 
ties  and  advantages  of  using  Bryant  Interchangeable  De¬ 
vices  in  their  fittings  and  designed  new  covers  with 
openings  to  take  Bryant  Interchangeable  switches,  recepta¬ 
cles,  etc. 


Especially  Adapted  for  Surface 
Extension  Work.  The  Small  Compact 
Size  of  Bryant  Interchangeable  Devices 
Allows  Use  of  Three  Outlets  in 
a  Single  Box 


A  4-Inch  Outlet  Box 
with  No.  IL-1363 
Cover  for  Two  Bryant 
Interchangeable 
Devices 


The  types  of  fittings  illustrated  above  indicate  in  part 
some  of  the  possibilities.  In  many  cases  it  is  possible  to 
expand  service  from  present  outlets  lay  purchasing  new  covers 
which  are  designed  for  use  with  Bryant  Interchangeable 
Devices.  This  eliminates  the  expense  of  breaking  the  con¬ 
duit  line  and  installing  a  larger  fitting,  as  is  usually  necessary 
when  adding  additional  controls. 


Method  of  Installing  Bryant  Interchangeable  Devices  in  Mounting  Strap 


DRIVER  SLOT 


Insert  Screw  Driver  as  Shown 


INSERT  SCREW 
HERE 


into  Key  Slot  as  Far  as  Possible 


Repeat  same  operations  on  opposite  side  of  strap  and  device  is  firmly  anchored  in  strap. 


Totally  Enclosed  Flush  Tumbler  Switches 

For  “S”  section  plates. 

Bryant  1815-D  type  switches 
will  satisfactorily  handle  Type 
C  lamp  loads.  The  mechanism 
is  fully  enclosed  in  a  dust-proof 
templus  housing.  These  switch¬ 
es  meet  all  requirements  for 
specification  work  or  all  pur¬ 
pose  wiring.  Their  small  size 
allows  ample  room  in  box  for 
wiring  and  splicing. 

Dimensions  of  body:  Length, 

1^2  inches;  width,  %  inch;  depth, 

13^8  inches. 

Screw  spacing,  3%2  inches. 

Amperes 

125  250  Car-  Std.  Pkg. 

Description  Volts  Volts  ton  Pkg.  VVt. 

Single-Pole .  10  5  10  100 

Double-Pole .  10 

3- Way .  10  5 

4- Way .  5  2 

Lock  Type 

One  No.  1499  Key  furnished  with  each  lock  switch. 

1815-DL  $95.00  Single-Pole .  10  5  10  100 

1825-DL  147.00  Double-Pole .  10  10  50 

1835-DL  113.00  3-Way .  10  5  10  50 

1844-DL  343.00  4-Way .  5  2  10  10 


1815-D 


No.  1815-DL 


Cat. 

No. 

1815-D 

1825-D 

1835-D 

1844-D 


Per 

100 

$32.00 

84.00 

50.00 

280.00 


10 

10 

10 


50 

50 

10 


20 

13 

13 

4 


20 

13 

13 

4 


Triplex  Convenience  Outlet 


10  Amperes,  250  Volts 
15  Amperes,  125  Volts 

Bryant  Triplex  Outlets  offer  a  new  feature 
which  is  a  distinct  innovation  in  convenience. 

Three  convenience  outlets,  in  place  of  the 
usual  two,  are  now  available. 


Brown  Templus  Triplex  Outlet  is 
furnished  complete  with  wall  plate. 

Not  recommended  for  use  with  brass 
plates. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

IL-1325 

$37.42 

10 

100 

25 

Prices  for  white  “IL”  switches,  receptacles,  plates,  caps,  etc.  upon  application. 
All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 
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Plates  for  The  Bryant  Interchangeable  “IL”  Line 


Single-Gang — .060-Inch  Brush  Brass 


No.  IL-1671-A 
Section 
Symbol  XI 


No.  IL-1671-B 
Section 
Symbol  X2 


No.  TL-1671-C 
Section 
Symbol  X3 


No.  IL-1671-G 
Section 
Symbol  X4 

Car-  Std. 


Cat.  Per  ton  Pkg.  Pkg. 

No.  100  Description  Gangs  Gangs  Wt. 

IL-1671-A  $22.10  1  Opening  (Horizontal)....  10  100  36 

IL-1671-B  26.60  2  Openings  for  2  Devices .  .  10  50  18 

IL-1671-C  32.60  3  Openings  for  3  Devices.  .  10  30  12 

IL-1671-G  22.10  1  Opening  (Vertical) .  10  100  36 

Sections  XI,  X2,  and  X3  must  not  be  used  with  receptacles 
Nos.  IL-1320,  IL-1326,  and  IL-1341,  except  when  attachment 
plug  caps  Nos.  IL-1321,  HRA,  HRB,  HRE,  or  HRF  are  used. 
These  receptacles  with  No.  IL-1327  Adapter  may  be  mount¬ 
ed  under  standard  section  “F”  brass  plates  and  used  with  any 
attachment  plug  caps. 


Sectional  Plates 

End  Section — Horizontal  Opening 


1  !! 

;  1 

Liu 

ii 

!l  JHEgVSE 

g  ! 

m 

1 

illiliii 

No.  IL-1388-1  No.  IL-1388-2  No.  IL-1388-3 

IL-1388-1  $15.00  For  1  Device .  10  50 

IL-1388-2  15.00  For  2  Devices .  10  50 

IL-1388-3  21.00  For  3  Devices .  10  30 


Center  Section — Horizontal  Opening 


10 

10 

8 


No.  IL-1389-1 

IL-1389-1  $15.00 
IL-1389-2  15.00 

IL-1389  3  21.00 


No.  IL-1389-2 

For  1  Device.  .  .  . 
For  2  Devices.  .  . 
For  3  Devices .  .  . 


No.  IL- 1389-3 

...  10  50  9 

.10  50  9 

...  10  30  7 


Mounting  Straps 

The  correct  style  of  mounting  strap  is  packed  with  each 
Bryant  Interchangeable  Plate.  They  may,  however,  be 
ordered  separately. 

Plate  screw  hole  spacing,  3%  inches. 

With  Single  Vertical  Opening 
Length,  454  inches. 

Width,  154  inches. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

IL-1347 

$4.00 

10 

50 

5 

With  Three  Horizontal  Openings 
Length,  454  inches. 

Width,  F54  inches. 

IL-1348  $4'.  00  10  50  5 


Templus  Wall  Plates — single  Gang 


No.  IL- 

•1331 

No.  IL-1381  No.  IL-1332 

No.  IL-1333 

Car- 

Std. 

Cat. 

Per 

ton 

Pkg.  Pkg. 

No. 

100 

Description 

Gangs  Gangs  Wt. 

IL-1331  $10.50 

Vertical  Opening,  for  1  Device 

10 

100 

16 

IL-1381 

10.50 

Horizontal  Opening,  for  1 

Device . 

10 

100 

16 

IL-1332 

15.00 

For  2  Devices . 

10 

50 

8 

IL-1333 

21.00 

For  3  Devices . 

10 

30 

6 

2-Gang 


No.  IL-1334 


No.  IL-1335 


No.  IL-1382 


No.  IL-1336 


IL-1334  $30.00 
IL-1335  30.00 

IL-1382  21.00 

IL-1336  42.00 


For  4  Devices .  10 

Vertical  Opening,  for  2  De¬ 
vices .  10 

Horizontal  Opening,  for  2  De¬ 
vices  .  10 

For  6  Devices .  10 


30  9 

50  16 

50  16 
20  5 


3-Gang 


No.  IL-1337 


IL-1337  $60.00 


For  6  Devices 


10  20  6 


Each  plate  is  supplied  complete  with  the  necessary  straps  for  mounting  Bryant  Interchangeable  Devices. 
Prices  for  white  “IL”  switches,  receptacles,  plates,  caps,  etc.,  upon  application. 
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Wiring  Diagrams  for  The  Bryant  Interchangeable  “IL”  Line 


Front  Door  Combination 


For  Breaking  Both  Sides  of  Line  For  Controlling  Lights  from 

Two  Points 


For  Controlling  Lights  from 
Three  Points 


For  Controlling  Lights  from 
One  Point  with  Pilot  Light 
Indication 


For  Controlling  Lights  from 
Two  Points  with  Pilot  Light 
Indication 


Two  Power  Outlets  with  Pilot 
Light  Indication 


Lights  Controlled  from  Two 
Points  with  Pilot,  and  Lights 
Controlled  from  One  Point 


Dual  Combination  Pilot  Indi¬ 
cates  for  Outlet  and  Cellar 
Light 


{[mj 

ragl 
-  -§^~ 

“©=1 

3D 

Nursery  or  Hall  Combination 
Night  Light  with  Switch  and 
Outlet 


Radio  Combination 
Two  Power  and  Radio  Outlet 


© 


Lights  Controlled  from  One 
Point-Outlets  Controlled  by 
Switch  and  Outlet  Hot  for 
Vacuum  Cleaner,  Etc. 


For  Controlling  Three  Lights 
Individually  from  the  Same 
'  Point 


For  Controlling  Lights  from 
One  Point  and  Night  Light 
with  Switch 


© 


Outlets  Controlled  from  Two 
Points,  Example:  Switch  in 
Bedroom  and  Switch  and  Out¬ 
lets  in  Kitchen 


Two  Lights  Controlled  from 
Two  Points  and  One  from 
One  Point,  Example:  Living 
Room,  Upper  Hall  and  Porch 


Two  Lights  Controlled  from  One  Point,  One  Light  from  Two 
Points  and  One  Light  from  Three  Points,  Example:  Porch, 
Vestibule,  Living  Room  and  Upper  Hall 


Upper  Hall  Combination,  Switch  and  Pilot  for  Attic  Light,  Switch 
and  Night  Light  for  Hall,  3-Way  for  Hall  Light  and  3-Way  for 
Living  Room  Light 
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“Unigle,”  “Dugle”  and  “Trigle” 


Brown  Templus  Flush  Plates 


Flush  Tumbler  Switches 


Single-Pole  and  3-Point:  6  Amps.,  125  V.;  3  Amps.,  250  V. 
Double-Pole:  10  Amps.,  125  V.;  5  Amps.,  250  V. 

4  Point:  5  Amps.,  125  V.;  2  Amps.,  250  V. 


No.  2853 


Brown  Templus  cups  and  handles.  Black 
handles  when  specified  at  no  extra  charge. 

Dimensions  of  cups:  Length,  2%  inches; 
width,  1%  inches;  depth,  V/fa  inches. 

Carton,  2.  Standard  package,  10. 

Unigle  Switches 

One  Mechanism  Mounted  in  Center 
Position  of  Cup 


Cat.  Per  Pkg. 

No.  100  Description  Wt. 

2851  $70.70  Single-Pole .  3 

2852  98.98  Double-Pole .  3 

2853  84.84  3-Point .  3 

2854  282.80  4-Point .  3 


No.  2894 


Dugle  Switches  Separate  Feeds 

Two  Mechanisms  Mounted  In  End 
Positions  of  Cup 


2855  $353.50  1  Single-Pole,  1  4-Point..  3 

2856  197.96  2  Double-Pole .  3 

2857  367 . 64  1  3-Point  and  1  4-Point .  .  3 

2858  183.82  1  Double-Pole,  1  3-Point.  3 

2859  381.78  1  Double-Pole,  1  4-Point.  3 

2869  169.68  1  Single-Pole,  1  Double- 

Pole .  3 

2893  148.48  2  3-Point .  3 

2894  120.20  2  Single-Pole .  3 

2895  134.34  1  Single-Pole,  1  3-Point. .  3 


No.  2894  can  be  used  to  control  3-light 
lamps. 


No.  2892 


Dugle  Switches  Common  Feed 

Two  Mechanisms  Mounted  In  End 
Positions  of  Cup 


2891  $148.48  2  3-Point .  3 

2892  120.20  2  Single-Pole .  3 

2896  134.34  1  Single-Pole,  1  3-Point. .  3 

No.  2892  can  be  used  to  control  3-light 
lamps. 

Trigle  Switches  Separate  Feeds 
2864  $183.82  3  Single-Pole .  3 

2866  197.96  2  Single-Pole,  1  3-Point. .  3 

2867  240.38  2  Single-Pole,  1  Double- 

Pole .  3 

2868  424.20  2  Single-Pole,  1  4-Point. .  3 


No.  2860 


Trigle  Switches  Common  Feed 

2860  $183.82  3  Single-Pole .  3 

2865  197.96  2  Single-Pole,  1  3-Point. .  3 

These  switches  can  be  furnished  with  Lock 
Type  mechanism  at  an  addition  to  list  price 
of  $45.00  per  100  units.  Add  “L”  to  Cat. 
No.  When  so  ordered,  all  units  in  the  switch 
will  be  supplied  Lock  unless  otherwise  speci¬ 
fied.  A  special  plate  is  necessary  when  lock 
and  regular  units  are  combined  in  a  switch. 

One  No.  2850  Key  is  furnished  without 
charge  with  each  lock  switch. 

Nos.  2892  and  2894  can  be  used  to  control 
3-light  lamps. 


For  Regular  and  Lock  Type  Unigle,  Dugle, 
and  Trigle  Flush  Tumbler  Switches 


No.  HS231 


No.  HS331 


No.  HS631 
Lock  Type 


Unigle  Switch  Plates 


Cat. 

No. 

Per 

100 

Description 

Symbol 

Car¬ 

ton 

Std.  Pkg. 
Pkg.  Wt. 

HS131 

$17.12 

Regular  Type . 

SI 

2 

10 

2 

HS431 

17.12 

Lock  Type . 

S4 

2 

10 

2 

HS231 

$17.12 

Dugle  Switch  Plates 

Regular  Type . 

S2 

2 

10 

2 

HS531 

17.12 

Lock  Type . 

S5 

2 

10 

2 

HS331 

$21.00 

Trigle  Switch  Plates 

Regular  Type . 

S3 

2 

10 

2 

HS631 

21.00 

Lock  Type . 

S6 

2 

10 

2 

Brush  Brass  Flush  Plates 

For  Regular  and  Lock  Type  Unigle,  Dugle, 
and  Trigle  Flush  Tumbler  Switches 


- — - — 

- - 

rL 

cv  ' 

o 

.  ' 

r- . ^ 

::  fit  ' 

■  Ifjjill 

-  ' 

-  '•  .  ^  ‘  • 

'  \  • 

V#V'- 

o 

SRYANT 

BRYANT 

BRYANT 

No.  OS24I 

No.  OS341 

No.  OS661 
Lock  Type 

Cat. 

No. 


Unigle  Switch  Plates,  Symbol  SI 

Per  .  LCar-  Std.  Pkg. 

100  Description  ton  Pkg.  Wt. 


OSlll  $52.64  Solid,  .100-Inch  Brass .  2  10  5 

OS141  19.80  Stamped,  .040-Inch  Brass .  2  10  2 

OS161  25.46  Stamped,  .060-Inch  Brass .  2  10  2 

Unigle  Lock  Type  Switch  Plates,  Symbol  S4 

OS411  $52.64  Solid,  .100-Inch  Brass .  2  10  5 

OS441  19.80  Stamped,  .040-Inch  Brass .  2  10  2 

OS461  25.46  Stamped,  .060-Inch  Brass .  2  10  2 


Dugle  Switch  Plates,  Symbol  S2 


OS211  $52.64  Solid,  .100-Inch  Brass .  2  10 

OS241  19.80  Stamped,  .040-Inch  Brass .  2  10 

OS261  25.46  Stamped,  .060-Inch  Brass .  2  10 

Dugle  Lock  Type  Switch  Plates,  Symbol  S5 

OS511  $52.64  Solid,  .100-Inch  Brass .  2  10  5 

OS541  19.80  Stamped,  .040-Inch  Brass .  2  10  2 

OS561  25.46  Stamped,  .060-Inch  Brass .  2  10  2 


Trigle  Switch  Plates,  Symbol  S3 


OS311  $52.64  Solid,  .100-Inch  Brass .  2  10  5 

OS341  22.58  Stamped,  .040-Inch  Brass .  2  10  2 

OS361  25.46  Stamped,  .060-Inch  Brass .  2  10  2 

Trigle  Lock  Type  Switch  Plates,  Symbol  S6 

OS611  $52.64  Solid,  .100-Inch  Brass .  2  10  5 

OS641  19.80  Stamped,  .040-Inch  Brass .  2  10  2 

OS661  25.46  Stamped,  .060-Inch  Brass .  2  10  2 

Brass  plate  features  and  finishes,  pages  41-44. 


All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 
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Brown  Templus  Flush  Plates 


For  Tumbler  Switches 

Screw  spacing,  2%  inches. 


Cat. 

Per  No. 

Car-  Std.  Pkg. 

No. 

100  Gangs  ton  Pkg.  Wt. 

HS31 

$  8.42  1 

10  100  9 

HS32 

16.84  2 

5  50  9 

HS33 

25.26  3 

3  30  8 

For  2-Button  Flush 
Push  Switches 

Screw  spacing,  2^g  inches. 

HP31  $  8.42  1  10  100  10 

HP32  16.84  2  5  50  9 

HP33  25.26  3  3  30  8 


For  Flush  Receptacles 

Screw  spacing,  2%  inches. 

Single 


HF31 

$8.42  1  10  100  9 

Duplex 

HV31 

$8.42  1  10  100  7 

Telephone  Plate 

With  1^-inch  diameter 
hole. 

Screw  spacing,  2%  inches. 

No.  H-10  Yoke,  to  fit 
standard  switch  box,  fur¬ 
nished  at  no  extra  charge. 

HG31  $22.10  1  10  50  5 


Blank  Plate 

Screw  spacing,  2%  inches. 
No.  H-10  Yoke,  to  fit 
standard  switch  box,  fur¬ 
nished  at  no  extra  charge. 
HK31  $22.10  1  10  50  5 


Combination  Plates 

Screw  spacing,  2%  inches. 

For  1  Blank  and  1  Duplex 
Receptacle 

No.  H-10  Yoke,  to  fit 
standard  switch  box,  fur¬ 
nished  at  no  extra  charge. 
HKV32  $44.20  2  2  10  2 

For  Tumbler  Switch  and 
Duplex  Receptacle 

HSV32  $28.00  2  2  10  2 

Screws 


Brass  screws  finished  to  match  plate. 


Cat. 

Per 

No. 

Car¬ 

Std. 

Pkg. 

No. 

100 

Gangs 

ton 

Pkg. 

Wt. 

H751 

$1.06 

100 

500 

2 

Special  Features  Applying  to  Metal 
Flush  Plates 
Engraving 


No.  OS12 

Engraved  with  3/]6-Inch  High 
Standard  Block  Letters 
with  Standard  Black  Filling 

List  extra,  $14.00  per  100  characters,  any  size. 

Plates  with  Round  Corners,  Solid  Only 


No.  OSU 

With  Round  Corners 
and  Round  Edges 


No.  OS11 

With  Round  Corners 
and  Beveled  Edges 


List  extra  first  gang  in  plate,  $21 .00  per  100  gangs. 
Subsequent  gangs  in  plate,  $7.00  per  100  gangs. 

Plates  with  Raised  Edges,  Solid  Only 


Front  Back  Side  Edge 

For  plates  with  raised  edges  not  more  than  Y  inch  high 
add  to  the  list  price  of  each  plate  $4.00  for  one  gang  and 
$2.00  for  each  additional  gang. 

Upon  application,  prices  will  be  quoted  for  plates  with 
edges  raised  more  than  Y  inch. 

Plates  with  Square  Edges,  Solid  Only 


No.  osu 

With  Square  Edges 

Plates  with  square  corners  and  square  edges  will  be  fur¬ 
nished  at  the  same  price  as  regular  solid  plates. 

Plates  with  round  corners  and  square  edges  will  be  fur¬ 
nished  at  an  addition  to  the  list  price  of  solid  plates  of 
$21.00  per  100  gangs. 

Hammered  Plates,  Solid  Only 
List  extra,  $56.00  per  100  gangs. 

Flush  Plate  Mounting  Screws 


Cat.  Per  Brush  Brass  Plate  Screws  Car-  gtd 

No.  100  Description  ton  Pkg. 

7241  $1.06  %  Inch  long,  6x32  Thread .  20  100 

Prices  on  longer  screws  upon  application. 

Brush  Brass  Wood  Screws 

....  $4.24  %  Inch  Long,  No.  6  Oval  Head .  20  100 
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Information  Regarding  Flush  Devices  and  Plates 


Standard  Spacings  and  Dimensions 
One-Gang  Flush  Device 

A — Plate  screw  spacing  usually  2% 
in. 

B — Supporting  screw  spacing,  3% 
in. 

L — Length  of  body  or  cup,  not  over 
2%  in. 

W — Width  of  body  or  cup,  not  over 
1%  in. 

D — Depth  of  body  or  cup. 


One-Gang  Flush  Plate 

A — Plate  screw  spacing,  usually  2% 
ij_  in. 

H — Height  of  plate,  4%  in. 

W — Width  of  plate,  2%  in. 


T — Thickness  of  plate,  solid,  0.100 
in.; 

.060  stamped,  0.060  in.; 

.040  stamped,  0.040  in. 


Five-Gang  Flush  Plate 

One  Horizontal  Row 


A  — Plate  screw  spacing,  usually  2 %  in. 

S  — Spacing  between  centers  of  adjacent  gangs  always  1% 
in. 

H  — Height  of  plate,  4%  in. 

W — Width  of  plate  varies  for  different  number  of  gangs  as 
follows: 


1- Gang . 2%  in. 

2- Gang . 4%  in. 

3- Gang . 6%  in. 

4- Gang . 8%  in. 


5- Gang . 10  in. 

6- Gang . llUfg  in. 

7- Gang...  1354s  in. 

8- Gang . 15%  in. 


Three-Gang 
Tandem  Flush  Plate 

One  Vertical  Row 

A — Plate  screw  spacing  usually  2% 
in. 

V — Spacing  between  centers  of  adja¬ 
cent  tandem  devices  always  3% 
in. 

W — Width  of  plate  varies  according 
to  number  of  vertical  rows. 

H — Height  of  plate  varies  according 
to  number  of  devices  in  tandem 
as  follows: 

2- Gang  tandem  834s  in. 

3- Gang  tandem  11%  in. 

4- Gang  tandem  15%  in. 

5- Gang  tandem  19  in. 

6- Gang  tandem  22%  in. 

7- Gang  tandem  26%  in. 


Plates  to  Fit  FD  and  FS  Condulets, 

Solid  Only 

When  plates  are  specified  “Condulet  dimensions,”  the 
extra  charge  will  be  $21.00  list  per  100  plates. 

Special  Spacings  and  Dimensions, 

Solid  Only 

Plates  of  special  dimensions  or  spacings  will  be  billed  at 
$9.80  list  per  100  square  inches  in  addition  to  the  list  price 
of  the  corresponding  standard  solid  plate.  The  standard 
package  quantity  will  be  10  plates  and  the  carton  quantity 
2  plates  of  one  style  and  size. 

On  quantity  orders  for  identical  plates  the  following  list 
prices  per  100  square  inches  will  be  added:  100-499  plates, 
$8.82;  500-999  plates,  $7.84;  1000  and  over,  $6.86. 

When  plates  are  other  than  rectangular  in  shape,  the  area 
by  which  the  list  price  is  determined  will  be  the  size  of  the 
smallest  rectangular  piece  from  which  the  specified  plate  can 
be  cut. 

No  plates  of  special  dimensions  will  be  sold  for  less  than 
the  list  price  of  a  standard  plate  of  the  same  kind  for  a  simi¬ 
lar  purpose. 

Plate  Symbols 

When  the  simple  elements  of  this  system  are  learned,  it 
will  be  found  very  easy  to  specify  Bryant  Plates  by  the 
Cat.  No. 


means 
HEMCO 
Plate 
means  S 
section 

means 

Templus 

composition 

means  2 
gang 
means 
plate 
means  V 
section 

means  .060 
in.  thick 

means  1 
gang 


means 
plate 
means  S 
section 
means  V 
section 


means 
.040  in. 
thick 
means  2- 
gang 
means 
plate 
means  S2 
section 


means 
solid 
means  1- 
gang 


“-P”  after  any  plate  Cat.  No.  indicates  that  “Perma” 
finish  is  desired. 


Combination  Plates 
(At  Least  Two  Different  Symbols  and 
Not  More  Than  One  Horizontal  Row) 

Up  to  and  including  three  gangs,  combination  plates,  as 
described  above,  will  be  billed  at  the  sum  of  the  list  prices 
shown  on  page  44.  Above  three  gangs,  add  25%  to  the  sum 
of  the  list  prices. 

Carton,  2  plates.  Standard  package,  10  plates. 


Tandem  Plates 

(One  Symbol  Only) 

Up  to  and  including  three  gangs,  tandem  plates,  as  de¬ 
scribed  above,  will  be  billed  at  the  sum  of  the  list  prices 
shown  on  page  44,  plus  25%  (above  three  gangs,  plus  50%). 
Available  in  solid  (.100-inch)  metal  only. 

Carton,  10  gangs.  Standard  package,  100  gangs. 


Tandem-Combination  Plates 

(Two  or  More  Horizontal  Rows;  Two  or  More  Different  Symbols) 

Same  additions  as  for  tandem  plates. 

Available  in  solid  (.100-inch)  metal  only. 

Carton,  2  plates.  Standard  package,  10  plates. 
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Information  Regarding  Metal  Flush  Plates 


Special  Metals 


Add  the  following  list  prices  to  the  list  prices  of  the  corre¬ 
sponding  plates  in  brush  brass. 


Description 


Per  100 
Gangs 


Aluminum,  Brushed,  in  Solid  (. 100-Inch)  or  .060  Inch 

Thick .  $20.30 

Aluminum,  Polished,  in  Solid  (.100-Inch)  or  .060  Inch 

Thick . .  34.30 

Bronze  (Genuine)  Brushed  in  Solid  (.100-Inch),  .060 

or  .040  Inch  Thick .  14.00 

Bronze  (Genuine)  Polished  in  Solid  (.100-Inch),  .060 

or  .040  Inch  Thick .  28.00 

Nickel  Silver  Polished  or  Brushed,  in  Solid  (.100 

Inch),  .060  or  .040  Inch  Thick .  35.00 


Special  Finishes 

When  applied  to  single  gang  plates  or  first  gang  of  multiple 
gang  or  combination  plates,  add  the  following  to  list  prices 
of  corresponding  plate  in  brush  brass  finish: 


Per  100 

Finish  Gangs 

Barff,  Bauer,  Imitation  (Lacquer) .  $14.00 

Brass,  Sand  Blast,  Antique .  42.00 

Brass,  Sand  Blast,  Brush .  35.00 

Brass,  Flemish .  21.00 

Brass,  Lemon .  14.00 

Brass,  Oxidized .  21.00 

Brass,  Polished .  14.00 

Bronze,  Brush . .  21.00 

Bronze,  Japanese,  Dark .  21.00 

Bronze,  Polished .  21.00 

Bronze,  Statuary,  Light .  21.00 

Black  Lacquer .  14.00 

*Chromium,  Dull .  42.00 

*Chromium,  Polished .  42.00 

Copper,  Antique .  28.00 

Copper,  Mottled .  21.00 

Copper,  Brush .  21.00 

Copper,  Oxidized. . . .  21.00 

Copper,  Polished .  21.00 

Enamel,  White  Imitation  (Lacquer)  14.00 

Gunmetal .  21.00 

Hemco  (Lacquer) .  14.00 

+ Ivory  (Lacquer).  .  . .  21.00 

Nickel,  Dull . .  21.00 

Nickel,  Polished.  .  .  21.00 

Silver,  Butlers  (Brushed) .  63.00 

Silver,  Satin . 63.00 

Silver,  Oxidized. .  .  63.00 

Silver,  Polished.  . .  63.00 

Telephone  Red  (Lacquer) .  14.00 

Templus  (Lacquer) .  14.00 

Verde  Antique  (Lacquer) .  14.00 


For  each  additional  gang  over  one  in  multiple  gang  and 
combination  plates,  add  $14.00  list  to  the  list  price  of  the 
first  gang. 

On  quantity  orders,  the  extra  charge  for  above  listed  spe¬ 
cial  finishes  on  flush  plates  will  be  reduced  as  follows: 

100-499  gangs,  10%;  500-999  gangs,  20%;  1000  gangs,  50%. 

*Permachrome  Finish — on  certain  .040-inch  plates  for 
tumbler  switches  (HS41,  HS42,  and  HS43),  single  (HF41), 
and  duplex  (HV41)  receptacles,  a  lower  priced  chromium 
finish  can  be  supplied.  Add  to  Cat.  Nos.  suffixes  “CD”  for 
dull  or  “CP”  for  polished  finish.  For  list  prices,  see  listings 
pages  26  and  35.  Orders  must  clearly  specify  “Perma- 
chrome  finish.” 

fFor  ivory  or  white  enamel  finish  on  Templus  plates,  add 
the  same  extras  as  for  brass  plates. 

Any  brass  plate  can  be  supplied  in  “Perma”  finish  (suffix 
“P”  to  Cat.  No.)  for  $1.58  list  per  100  gangs  less  than  the 
price  of  the  same  plate  in  brush  brass  finish. 


Orders  for  plates  of  special  metals,  special  finishes,  oi 


Gold  Plating 

The  extra  charge  for  gold  plating  of  brass  plates  will  be 
quoted  on  application. 


Chromium  Plating 

Chromium-plated  brass  plates  are  not  lacquered  and  will 
be  furnished  polished  unless  dull  chromium  is  specified. 


Plates  for  Plating 

Plates  which  are  to  be  plated  by  the  purchaser  should  be 
ordered  “for  plating.”  They  will  be  billed  at  the  price  of 
corresponding  brush  brass  plates. 


Plates  for  Painting 

If  plates  are  to  be  painted  by  the  purchaser,  they  should  be 
ordered  “for  painting.”  They  will  be  billed  at  the  price  of 
the  corresponding  plate  in  “Perma”  finish. 


Finishes  to  Match  Customer’s  Sample 

Complete  facilities  are  available  for  matching  any  sample 
which  might  be  submitted. 

Prices  will  be  quoted  upon  receipt  of  sample  to  be 
matched.  It  is  recommended  that  sample  finishes  be  sub¬ 
mitted  on  any  finishes  which  are  distinctly  special  or  where 
there  is  any  question  of  the  suitability  of  the  nearest 
standard  finish. 


Multiple  Gang  Flush  Plates 

For  multiple  gang  plates  (horizontal)  one  symbol  (not 
combination  plates)  larger  than  those  listed  by  Cat.  No., 
of  standard  dimensions  and  screw  spacings,  the  following 
list  prices  per  100  gangs  will  apply: 


Per  100 

Section  Description 

.100-Inch 

.060-Inch 

.040-Inch 

B 

Bull’s  Eye . 

$83.42  $60.80  $55.14 

D2 

For  No.  657 . 

98.98 

D3 

For  No.  730 . 

63.64 

F 

Single  Receptacle . 

59.38 

36.76 

31.10 

G 

Telephone . 

65.04 

45.24 

39.60 

12 

For  No.  5121  . 

60.80 

J 

For  No.  411 . 

45.24 

K 

Blank . 

42.42 

M2 

For  Nos.  2959  and  3959  . 

75.00 

P 

Bell  Push  . . . 

59.38 

36.76 

31.10 

S 

Tumbler . 

59.38 

36.76 

31.10 

SI 

“Unigle” . 

59.38 

36.76 

31.10 

S2 

“Dugle” . 

59.38 

36.76 

31.10 

S3 

“Trigle” . 

59.38 

36.76 

31.10 

S4 

“Unigle”  Lock . 

59.38 

36.76 

31.10 

S5 

“Dugle”  Lock . 

59.38 

36.76 

31.10 

S6 

“Trigle”  Lock . 

59.38 

36.76 

31.10 

T 

Bell  Push . 

59.38 

36.76 

31.10 

T2 

Telephone  Jack . 

59.38 

36.76 

31.10 

V 

Duplex  Receptacle . 

59.38 

36.76 

31.10 

W2 

For  Nos.  2957  and  3957.  .  .  . 

36.76 

W4 

For  Nos.  2994,  2995,  3994,  3995. 

36.76 

XI 

“IL”  Single  Horizontal 

36.76 

X2 

“IL”  2-Opening . 

41.26 

X3 

“IL”  3-Opening . 

47.26 

X4 

“IL”  Single  Vertical . 

36.76 

•  special  features  are  subject  to  acceptance  by  the  Factory. 
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Bryant  Flush  Plate  Sections 

With  Prices  for  Combination  Plates  of  Less  Than  4  Gangs 

For  prices  of  larger  plates  and  tandem  arrangement,  see  page  42. 

Symbol  “B”  Symbol  “F”  Symbol  “G”  Symbol  “1-2” 


Symbol  “J” 


n 


O 


BRYANT 

L— j. . Saiffl 

Bull’s  Eye  Plate 

Consists  of  “F” 
Plate  with  3850  Remov¬ 
able  Bull’s  Eye  Jewel. 

Solid  .060-In.  .040-In. 

Each  Each  Each 

$.98  $.68  $.62 

Symbol  “K” 


O 


o 

BRYANT 


Blank  Plate 

$.68  $.38  $.34 


Symbol  “SI” 


Tumbler  Switch  Plate 
for  “Unigle”  Switches 

$.62  $.34  $.28 


Symbol  “S6” 


Tumbler  Switch  Plate 
for  “Trlgle”  Lock 
Switches 

$.62  $.34  $.28 


Symbol  “W4” 


For  Nos.  2994,  2995,  3994, 
and  3995  Switch  and  Re¬ 
ceptacle  Combinations 

$.62  $.34  $.28 


Single  Flush 
Receptacle  Plate 
Solid  . 060-In.  .040-In. 

Each  Each  Each 

$.62  $.34  $.28 


Symbol  “L2” 


For  No.  427  Recep¬ 
tacle  and  Flush  Buzzers 

Not  Made  Not  Made  $1.20 

Symbol  “S2” 


Tumbler  Switch  Plate 
for  “Dugle”  Switches 

$.62  $.34  $.28 

Symbol  “T” 


Push  Button  Plate 

For  12-volt  push 
button  No.  3675. 

$.62  $.34  $.28 

Symbol  “XI” 


“IL”  Single 
Horizontal 


Telephone  Plate 

With  one  cord  hole. 

Solid  .060-In.  ,040-In. 

Each  Each  Each 

$.70  $.42  Not  Made 


Symbol  “M2” 


Plate  for  Cat.  Nos. 
2959  and  3959 

$1.04  $.76  $.70 


Symbol  “S3” 


Tumbler  Switch  Plate 
for  “Trigle”  Switches 
$.62  $.34  $.28 

Symbol  “T2” 


Telephone  Jack  Plate 

For  W.  E.  Jack  Re¬ 
ceptacle  No.  367. 

$.62  $.34  $.28 

Symbol  “X2” 


■  bryaNt 


Plate  for  Cat.  No. 
5121  Combination 
Solid  .060-In.  .040-In. 

Each  Each  Each 

$1.04  Not  Made  Not  Made 


Symbol  “P” 


2-Button  Push  Switch 
Plate 

$.62  $.34  $.28 

Symbol  “S4” 


T umbler  Switch  Plate  for 
“Unigle”  Lock  Switches 

$.62  $.34  $.28 

Symbol  “V” 


Duplex  Flush 
Receptacle  Plate 

$.62  $.34  $.28 

Symbol  “X3” 


“IL”  3-Opening 


O 


Plate  for  Cat.  No. 

411  “Junior” 

Flush  Receptacle 
Solid  .060-In.  .040-In. 

Each  Each  Each 

$.68  $.52  $.46 


Symbol  “S” 


Tumbler  Switch  Plate 

$.62  $.34  $.28 

Symbol  “S5” 


Tumbler  Switch  Plate  for 
“Dugle”  Lock  Switches 

$.62  $.34  $.28 

Symbol  “W2” 


For  Nos.  2957  and  3957 
Switch  and  Receptacle 
Combination 

$.62  $.34  $.28 

Symbol  “X4” 


“IL”  Single 
Vertical 


“IL”  2-Opening 

Prices  for  “XI”,  “X2”,  “X3”  and 


“X4”  sections  upon  application. 
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Bryant  Hospital  Signal  Devices 


For  Use  on  Standard  Voltage  or  Low  Voltage 


The  Bryant  Electric  Company  manufactures  a  complete 
line  of  Hospital  Signal  Devices. 

These  devices  are  listed  and  fully  described  in  a  separate 
bulletin. 

The  dependability  of  Bryant  Hospital  Signalling  De¬ 
vices  is  evidenced  by  the  fact  that  there  are  now  more 
than  40,000  stations  in  successful  operation  in  more  than 
700  hospitals. 


The  Bryant  name  is,  in  itself,  a  guarantee  of  quality,  but 
the  popularity  of  this  equipment  is  augmented  by  the  fact 
that  devices  are  available  to  operate  on  standard  voltage  or 
low  voltage. 

A  few  Hospital  Devices  are  illustrated  on  this  page,  but 
for  complete  information,  write  our  nearest  office  for  the  bul¬ 
letin.  In  addition,  our  engineering  department  will  be  glad 
to  cooperate  with  you  in  drawing  up  your  specifications. 


No.  CS30 

Push  Button  Magnetic 
Calling  Station  with 
Bull’s  Eye,  Nurses’ 
Reset  Button  and 
Keyhole  for  Disconnect¬ 
ing  Buzzer. 


BRYANT 


Bedside  Magnetic 
Calling  Station  with 
Bull’s  Eye,  Nurses’ 
Reset  Button  and  Key¬ 
hole  for  Disconnecting 
Buzzer 


No.  CS6110 

Bedside  Calling  Station  with 
Keyhole  for  Disconnecting  Buzzer 


No.  CT8110 
Two  Bed  Calling 
Station 


r  . 

©  '  © 


ibtAnibKBS 

Briar"!.?. 

( Dr.  Bent ' 

fpScGre* 

(Dr.  Carroll 

(Dr  Mitchell 

:  Dr.Cullen 

Or  Mueller 

!  Br  Fenton 

Dr.^steur 

Dr.Cregory 

roTriinV 

Drilarwy 

DrReinharf 

iprJtercoirt 

iDr.Sartoli. 

iprJohhson 

(  Dr.ScoH 

Dr.Unneas 

Dr.Sdwan 

©  © 
BRYANT 


No.  CSD20 

Doctors’  “In”  and  “Out” 
Register  and  Annunciator 
Flush  Mounting 


No.  CS  44 

Dome  Pilot  Light  and  Buzzer  Station 


No.  CS450 

4-Lamp  Dome  Signal  Station 


No.  CSW20 

Double  Face  Side  Wall 
Annunciator 
Bull’s  Eye  Type 
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Bryant  Surface  Tumbler  Switches  “Perkins”  Single-Pole  Surface  Rotary 

With  Brown  Templus  Covers  and  Handles  Switches 


With  Solid  2-Inch  Base 


Height  over  cover,  1%  inches. 

Height  over  handle,  l2^  inches. 
Supporting  screw  spacing,  1%  inches. 


A  uoppra 

Cat.  Per  125  250  Car-  Std.  Pkg. 

No.  100  Description  Volts  Volts  ton  Pkg.  Wt_ 

3921  $36.00  Single-Pole,  Indicating  6  3  10  100  25 

3923  67.88  3-Point . .  5  2  10  100  25 


With  Solid  27/i6-Inch  Base 

Height  over  cover,  1%  inches. 

Height  over  handle,  2  inches. 

Supporting  screw  spacing,  1%  inches. 


3911 

$84.00 

Single-Pole,  Indicating 

10 

5 

10 

100 

37 

3912 

118.22 

Double-Pole,  Indicating 

10 

10 

10 

100 

39 

3913 

118.22 

3-Point . 

10 

5 

10 

50 

18 

3914 

295.52 

4-Point . 

5 

2 

2 

10 

4 

With  Slotted  2-Inch 

Base 

Height  over  cover,  lfyy  inches. 

Height  over  handle,  1%  inches. 

Supporting  screw  spacing,  1 %  inches. 

Hll  $15.78  Single-Pole,  Indicating  6  3  10  50  11 

H13  31.58  3-Point .  5  2  10  50  11 

On  Cadmium-Plated  Box  Covers 


No.  2000 

6  Amperes,  125  Volts;  3  Amperes,  250  Volts 

With  Black  Templus  Covers,  2-Inch  Porcelain  Bases 

Height  over  cover,  1%  inches. 

Height  over  No.  2777  handle,  l1^  inches. 

Supporting  screw  spacing,  1%  inches. 

Nos.  2220  and  2035  can  be  supplied,  on  special  order,  at  no 
advance  in  price,  on  a  base  1  %  inches  in  diameter. 


Cat.  Per  Car-  Std.  Pkg. 

No.  100  Description  ton  Pkg.  Wt. 

2220  $36.00  Solid .  10  100  25 

2000  36.00  Slotted .  10  100  25 

2035  42.00  Solid,  Indicating .  10  100  25 

2047  42.00  Slotted,  Indicating .  10  100  25 


No.  2430 


With  Long  Metal  Cover,  l29/32-Inch  Diameter  Porcelain  Base 

The  metal  cover  extends  over  and  covers  the  porcelain 
base. 

Height  over  cover,  1%  inches. 

Height  over  No.  2777  handle,  21^6  inches. 

Supporting  screw  spacing,  1%  inches. 

2430  $56.56  Solid,  Indicating .  10  100  25 

With  Metal  Cover,  2i4-Inch  Porcelain  Base 

Height  over  cover,  1%  inches. 

Height  over  No.  2777  handle,  l1^  inches. 

Supporting  screw  spacing,  lyfa  inches. 

2255  $56.56  Slotted,  Indicating .  10  100  31 

10  Amperes,  125  Volts;  5  Amperes,  250  Volts 

With  Metal  Covers,  27/i6-Inch  Porcelain  Bases 

Height  over  cover,  1%  inches. 

Height  over  No.  2777  handle,  inches. 

Supporting  screw  spacing,  1  %  inches. 

No.  2036  can  be  supplied,  on  special  order,  at  no  advance 
in  price,  on  a  base  234  inches  in  diameter,  which  is  the 


diameter  of  the  metal  cover. 

2036  $84.00  Solid,  Indicating .  10  100  35 

2048  84.00  Slotted,  Indicating . .  10  100  35 


Diameter  of  base,  2  inches. 

Height  over  cover,  J4  inch. 

Height  over  handle,  1%  inches. 

For  3!4-Inch  Box 
Single-Pole,  Indicating 


3931 

3933 

3941 

3943 


$43.00 

74.94 


$44. 

77, 


00 

78 


With  Metal  Cover,  2|4-Inch  Composition  Base 

Height  over  cover,  V/%  inches. 

Height  over  No.  2777  handle,  2%  inches. 

Supporting  screw  spacing,  1%  inches. 

2756  $108.88  Solid,  Indicating .  10  30  10 

20  Amperes,  125  Volts;  10  Amperes,  250  Volts 

With  Metal  Covers,  3V32-Inch  Porcelain  Bases 

These  switches  can  be  used  very  satisfactorily  for  induc¬ 
tive  loads. 

Height  over  cover,  1%  inches. 

Height  over  No.  2780  handle,  2%  inches. 

Supporting  screw  spacing,  2%  inches. 

2833  $155.54  Solid,  Indicating .  1  10  6 

2834  155.54  Slotted,  Indicating .  1  10  6 

All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 

Surface  switch  accessories  and  finishes  on  page  54;  wiring  diagrams,  page  64. 


3-Point . 

For  4-Inch  Box 

Single-Pole,  Indicating 
3-Point . 


6 

5 

6 
5 


3 

2 

3 

2 


5 

5 

5 

5 


50 

50 

50 

50 


24 

24 

29 

29 


All  Bryant  Surface  Tumbler  Switches  can  be  furnished 
with  metal  covers,  when  specified,  at  no  extra  charge. 
Add  suffix  “MC”  to  Cat.  No. 
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“Perkins”  Double-Pole  Surface  Rotary 
Switches 


“Perkins”  Double-Pole  Surface  Rotary 
Switches 


No.  2618 


5  Amperes,  125  Volts;  5  Amperes,  250  Volts 

With  Long  Metal  Cover,  l2%2~Inch  Porcelain  Base 

The  metal  cover  extends  over  and  covers  the  porcelain 
base. 

Height  over  cover,  1%  inches. 

Height  over  No.  2777  handle,  2hf6  inches. 

Supporting  screw  spacing,  l^g  inches. 


Cat.  Per  Car-  Std.  Pkg’ 

No.  100  Description  ton  Pkg.  Wt. 

2618  $101.80  Solid,  Indicating .  10  100  17 


10  Amperes,  125  Volts;  5  Amperes,  250  Volts 

With  No.  2777  Metal  Covers,  2-Inch  Porcelain  Bases 

Height  over  cover,  1 %  inches. 

Height  over  No.  2777  handle,  2^  inches. 

Supporting  screw  spacing,  1%  inches. 

No.  2393  can  be  supplied,  on  special  order,  at  no  advance 
in  price,  on  a  base  1%  inches  in  diameter,  which  is  the 
diameter  of  the  metal  cover. 

2393  $99.54  Solid,  Indicating .  10  100  29 

2394  99.54  Slotted,  Indicating .  10  100  29 


No.  2766 


10  Amperes,  125  Volts;  10  Amperes,  250  Volts 

With  Metal  Cover,  2 14 -Inch  Composition  Base 
Height  over  cover.  1 %  inches. 

Height  over  No.  2777  handle,  2%2  inches. 

Supporting  screw  spacing,  inches. 

2766  $136.88  Solid,  Indicating .  10  10  4 

10  Amperes,  250  Volts 

With  Metal  Covers,  27/i6-Inch  Porcelain  Bases 
Height  over  cover,  1%  inches. 

Height  over  No.  2/77  handle,  23^  inches. 

Supporting  screw  spacing,  1  %  inches. 

No.  2038  can  be  supplied,  on  special  order,  at  no  advance 
in  price,  on  a  base  2J4  inches  in  diameter,  which  is  the 
diameter  of  the  metal  cover. 

2038  $118.22  Solid,  Indicating .  10  100  39 

2050  118.22  Slotted,  Indicating .  10  100  39 


Bryant 


No.  2040 

20  Amperes,  250  Volts 

With  Metal  Covers,  3142-Inch  Porcelain  Bases 

Height  over  cover,  1%  inches. 

Height  over  No.  2779  handle,  2%  inches. 
Supporting  screw  spacing,  2?f6  inches. 


Cat. 

No. 

Per 

100 

Description 

Car¬ 

ton 

Std. 

Pkg. 

Pkg- 

Wt. 

*2040 

$233.32 

Solid,  Indicating . 

1 

30 

18 

*2052 

233.32 

Slotted,  Indicating. . .  . 

1 

30 

18 

30  Amperes,  250  Volts 

With  Metal  Covers,  39/i6-Inch  Porcelain  Bases 

Height  over  cover,  l1*^  inches. 

Height  over  No.  2780  handle,  2%  inches. 

Supporting  screw  spacing,  2%$  inches. 

The  holes  in  these  switches  are  elongated  to  provide  also 
2%-ineh  spacing,  making  them  suitable  for  attachment  to 
3J4-inch  outlet  boxes,  Type  WD  Octagonal  Unilets,  Type 
700  Adaptiboxes,  and  Type  SE  Condulets. 


*2042  $279.98  Solid,  Indicating .  1  30  30 

*2054  279.98  Slotted,  Indicating....  1  30  30 


Bryant 


No.  2613  With  Cover  Off 

Double-Throw — 20  Amperes,  125  Volts;  10  Amperes, 

250  Volts 

With  Metal  Covers,  2u/i6-Inch  Porcelain  Bases 
Operating  Circuit  1,  Off,  Circuit  2,  Off 

Height  over  cover,  129{2  inches. 

Height  over  No.  2779  handle,  2%  inches. 

Supporting  screw  spacing,  2}{2  inches. 


2613  $353.50  Solid,  Indicating .  1  10  5 

2614  353.50  Slotted,  Indicating .  1  10  5 


“Perkins”  Triple  Pole  Surface  Rotary 
Switches 

20  Amperes,  125  Volts;  10  Amperes,  250  Volts 

With  Metal  Covers,  2"/i6-Inch  Porcelain  Bases 

Height  over  cover,  12%  inches. 

Height  over  No.  2779  handle,  2%  inches. 

Supporting  screw  spacing,  2%2  inches. 


2046  $311.08  Solid,  Indicating .  1  10  5 

2634  311.08  Slotted,  Indicating .  1  10  5 


*These  switches  can  be  furnished  with  porcelain  covers 
and  porcelain  handles  similar  in  appearance  to  those  shown 
on  page  48  at  an  addition  of  $16.00  List  per  100. 


All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 
Surface  switch  accessories  and  finishes  on  page  54;  wiring  diagrams,  see  page  64. 
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“Perkins”  3-Point  Surface  Rotary  Switches 

With  No.  2777  Round  Composition  Handle 


3  Amperes,  125  Volts;  1  Ampere,  250  Volts 

With  Metal  Covers,  2-Inch  Porcelain  Bases 

Height  over  cover,  1%  inches. 

Height  over  handle,  1%  inches. 

Supporting  screw  spacing,  l^g  inches. 

No.  2455  can  be  supplied,  on  special  order,  at  no  advance 
in  price,  on  a  base  1%  inches  in  diameter,  which  is  the  diam¬ 


eter  of  the  metal  cover. 

Cat.  Per  Car-  Std.  Pkg- 

No.  100  Description  ton  Pkg.  Wt. 

2455  $67.88  Solid .  10  100  27 

2456  67.88  Slotted .  10  100  27 


6  Amperes,  125  Volts;  3  Amperes,  250  Volts 

With  Metal  Covers,  2!4-Inch  Porcelain  Bases 

Height  over  cover,  1%  inches. 

Height  over  handle,  2  inches. 

Supporting  screw  spacing,  1%  inches. 


2175  $79.18  Solid .  10  100  33 

2027  79.18  Slotted .  10  100  33 


10  Amperes,  125  Volts;  5  Amperes,  250  Volts 

With  Metal  Covers,  27/i6-Inch  Porcelain  Bases 

Height  over  cover,  154  inches. 

Height  over  handle,  2J4  inches. 

Supporting  screw  spacing,  1%  inches. 

No.  2176  can  be  supplied,  on  special  order,  at  no  advance 
in  price,  on  a  base  2J4  inches  in  diameter,  which  is  the  diam¬ 
eter  of  the  metal  cover. 


2176  $118.22  Solid .  10  50  18 

2030  118.22  Slotted .  10  50  18 


“Perkins”  4-Point  Surface  Rotary  Switches 

5  Amperes,  125  Volts;  2  Amperes,  250  Volts 

With  Metal  Covers,  27/i6-Inch  Porcelain  Bases 

Four-point  switches  are  used  in  connection  with  two 
3-point  switches  where  current  is  to  be  controlled  from  any 
one  of  more  than  two  points.  A  4-point  switch  is  installed 
between  the  3-point  switches  at  each  additional  point. 

Four-point  switches  can  also  be  used  individually  as  pole¬ 
changing  switches. 

Height  over  cover,  1%  inches. 

Height  over  handle,  224  inches. 

Supporting  screw  spacing,  1%  inches. 

No.  2183  can  be  supplied,  on  special  order,  at  no  advance 
in  price,  on  a  base  inches  in  diameter,  which  is  the  diam¬ 
eter  of  the  metal  cover. 

2183  $254.52  Solid 
2033  254.52  Slotted 


“Perkins”  All-Porcelain  Surface  Rotary 
Switches 

With  No.  2781  Round  Porcelain  Handle 


Single-Pole 

6  Amperes,  125  Volts;  3  Amperes,  250  Volts 

Diameter  of  base,  2  inches. 

Height  over  cover,  1%  inches. 

Height  over  handle,  254  inches. 

Screw  spacing,  1 %  inches. 


Cat.  Per  Car-  Std.  Pkg. 

No.  100  Description  ton  Pkg.  Wt. 

2601  $45.24  Solid .  1  100  40 

2602  45.24  Slotted .  1  100  40 

2603  50.90  Solid,  Indicating .  1  100  40 

2604  50.90  Slotted,  Indicating .  1  100  40 


10  Amperes,  125  Volts;  5  Amperes,  250  Volts 

Diameter  of  base,  2^2  inches. 

Height  over  cover,  1 5/&  inches. 

Height  over  handle,  2%  inches. 

Screw  spacing,  1%  inches. 


2435  $96.44  Solid,  Indicating .  1  30  15 

2754  96.44  Slotted,  Indicating .  1  30  15 


Double-Pole 

10  Amperes,  125  Volts;  5  Amperes,  250  Volts 

Diameter  of  base,  2  inches. 

Height  over  cover,  1%  inches. 

Height  over  handle,  254  inches. 

Screw  spacing,  1%  inches. 


2609  $105.76  Solid,  Indicating .  1  10  4 

2610  105.76  Slotted,  Indicating .  1  10  4 


10  Amperes,  125  Volts;  10  Amperes,  250  Volts 

Diameter  of  base,  2^  inches. 

Height  over  cover,  1%  inches. 

Height  over  handle,  2^8  inches. 

Screw  spacing,  1%  inches. 


2438  $130.66  Solid,  Indicating .  1  10  5 

2764  130.66  Slotted,  Indicating .  1  10  5 


20  and  30  Amperes 

For  20  and  30-ampere,  250-volt  double-pole  all-porcelain 
switches,  see  asterisk  note  at  bottom  of  page  47. 

3-Point 

5  Amperes,  125  Volts;  3  Amperes,  250  Volts 

Diameter  of  base,  2  inches. 

Height  over  cover,  1%  inches. 

Height  over  handle,  25^6  inches. 

Screw  spacing,  ljbs  inches. 


2605  $73.52  Solid .  1  10  4 

2606  73.52  Slotted .  1  10  4 


.  10  30  11 

.  10  30  11 

All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 
Surface  switch  accessories  and  finishes  on  page  54;  wiring  diagrams,  page  64. 
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“Perkins”  Electrolier  Surface  Rotary 
Switches 

With  Metal  Covers  and  No.  2777  Handles 


“Perkins”  Electrolier  and  Motor  Control 
Surface  Rotary  Switches 

With  Metal  Covers  and  No.  2777  Handles 


10  Amperes,  125  Volts;  5  Amperes,  250  Volts 

2-Circult,  Operating  1,  2,  1  &  2,  Off 

First  position,  circuit  1  on;  second  position,  circuit  1  off 
and  circuit  2  on;  third  position,  circuits  1  and  2  on;  fourth 
position,  all  circuits  off. 

Can  be  used  with  3-light  lamps. 

Diameter  of  porcelain  base,  2%  inches. 

Height  over  cover,  inches. 

Height  over  handle,  2%  inches. 

Supporting  screw  spacing,  inches. 

No.  2183  can  be  supplied,  on  special  order,  at  no  advance 
in  price,  on  a  base  2 )4  inches  in  diameter,  which  is  the 
diameter  of  the  metal  cover. 


Cat.  Per  Car-  Std.  Pkg. 

No.  10D  Description  ton  Pkg.  Wt. 

2188  $155.54  Solid,  Indicating .  2  10  3 

2074  155.54  Slotted,  Indicating .  2  10  3 


2-Circuit,  Operating  1,  1  &  2,  Off 

First  position,  circuit  1  on;  second  position,  circuits  1  and 
2  on;  third  position,  all  circuits  off. 

Diameter  of  porcelain  base,  2)4  inches.  (Same  as  cover.) 

Height  over  cover,  1%  inches. 

Height  over  handle,  2%  inches. 

Three  supporting  screw  holes  equally  spaced  on  1%-inch 
diameter  circle. 

2562  $155.54  Solid,  Indicating .  2  10  3 


6  Amperes,  125  Volts;  3  Amperes,  250  Volts 

2-Speed,  Operating  1,  2,  Off 

First  position,  circuit  1  on;  second  position,  circuit  1  off 
and  circuit  2  on;  third  position,  all  circuits  off. 

Diameter  of  porcelain  base,  1%  inches.  (Same  as  cover.) 
Height  over  cover,  1  %  inches. 

Height  over  handle,  1%  inches. 

Three  supporting  screw  holes  equally  spaced  on  l)4-inch 


diameter  circle. 

Cat.  Per  Car-  Std.  Pkg. 

No.  100  Description  ton  Pkg.  'Wt. 

2403  $111.98  Solid,  Indicating .  2  10  2 


10  Amperes,  125  Volts;  5  Amperes,  250  Volts 

2-Speed,  Operating  1,  2,  Off 

First  position,  circuit  1  on;  second  position,  circuit  1  off 
and  circuit  2  on;  third  position,  all  circuits  off. 

Diameter  of  porcelain  base,  2)4  inches.  (Same  as  cover.) 
Height  over  cover,  1%  inches. 

Height  over  handle,  2)4  inches. 

Three  supporting  screw  holes  equally  spaced  on  1%-inch 
diameter  circle. 

2485  $155.54  Solid,  Indicating .  2  10  3 

3-Speed,  Operating  1,  2,  3,  Off 

First  position,  circuit  1  on;  second  position,  circuit  1  off 
and  circuit  2  on;  third  position,  circuits  1  and  2  off,  circuit 
3  on;  fourth  position,  all  circuits  off. 


3-Circuit,  Operating  1,  1  &  2,  1  &  2  &  3,  Off 

First  position,  circuit  1  on;  second  position,  circuits  1  and 
2  on;  third  position,  circuits  1  and  2  and  3  on;  fourth  posi¬ 
tion,  all  circuits  off. 

Diameter  of  porcelain  base,  2J4  inches. 

Height  over  cover,  1%  inches. 

Height  over  handle,  2)4  inches. 

Supporting  screw  spacing,  1%  inches. 

No.  2187  can  be  supplied,  on  special  order,  at  no  advance 
in  price,  on  a  base  2)4  inches  in  diameter,  which  is  the 
diameter  of  the  metal  cover. 


2187  $155.54  Solid,  Indicating .  2  10  4 

2072  155.54  Slotted,  Indicating .  2  10  4 


On  2  'A -Inch  Porcelain  Base 

Supporting  screw  spacing,  1%  inches. 

2385  $133.76  Solid,  Indicating .  2  10  3 

On  27/i6-Inch  Porcelain  Base 

Height  over  cover,  1)4  inches. 

Height  over  handle,  2)4  inches. 

Supporting  screw  spacing,  1)4  inches. 

No.  2666  can  be  supplied,  on  special  order,  on  a  base  2)4 
inches  in  diameter,  which  is  the  diameter  of  the  metal 
cover. 


2666  $155.54  Solid,  Indicating .  2  10  4 

2667  155.54  Slotted,  Indicating .  2  10  4 


All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 
Surface  switch  accessories  and  finishes  on  page  54;  wiring  diagrams,  page  64. 
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BRYANT  SUPERIOR  WIRING  DEVICES 


“Perkins”  Expulsion  Type  Surface  Rotary  Switches 
For  Inductive  Loads  and  Electric  Railway  Circuits 


No.  2773 


No.  2416  with  Cover  Off 


Single-Pole 

10  Amperes,  250  Volts;  5  Amperes,  600  Volts 

With  No.  2781  round  porcelain  handle. 

Diameter  of  porcelain  base,  2%  inches. 

Height  over  cover,  1%  inches. 

Height  over  handle,  274  inches. 

Supporting  screw  spacing,  1  %  inches. 


Cat.  Per  Car-  Std  Pkg 

No.  100  Description  to;,  Pkg  Wt* 

2049  $116.68  Solid,  Indicating .  1  50  20 

2103  116.68  Slotted,  Indicating .  1  50  20 


20  Amperes,  250  Volts,  10  Amperes,  600  Volts 

With  No.  2784  flat  porcelain  handle. 

Diameter  of  porcelain  base,  3%  inches. 

Height  over  cover,  1%  inches. 

Height  over  handle,  2%  inches. 

Supporting  screw  spacing,  274  inches. 


2060  $260.98  Solid,  Indicating .  1  50  38 

2066  260.98  Slotted,  Indicating .  1  50  38 


30  Amperes,  250  Volts;  20  Amperes,  600  Volts 
With  No.  2784  flat  porcelain  handle. 

Diameter  of  porcelain  base,  374  inches. 

Height  over  cover,  U74  inches. 

Height  over  handle,  274  inches. 

Supporting  screw  spacing,  2%  inches. 


2393  $307.04  Solid,  Indicating .  1  50  53 

2304  307.04  Slotted,  Indicating .  1  50  53 


Double-Pole 

10  Amperes,  250  Volts;  5  Amperes,  600  Volts 

With  No.  2781  round  porcelain  handle. 

Diameter  of  porcelain  base,  274  inches. 

Height  over  cover,  1%  inches. 

Height  over  handle,  274  inches. 

Supporting  screw  spacing,  1%  inches. 


2773  $153.52  Solid,  Indicating .  1  50  25 

2774  153.52  Slotted,  Indicating .  1  50  25 


20  Amperes,  250  Volts;  10  Amperes,  600  Volts 
With  No.  2784  flat  porcelain  handle. 

Diameter  of  porcelain  base,  374  inches. 

Height  over  cover,  1%  inches. 

Height  over  handle,  2%  inches. 

Supporting  screw  spacing,  274  inches. 


2447  $291.68  Solid,  Indicating .  1  50  40 

2448  291.68  Slotted,  Indicating .  1  50  40 


3-Point 


When  3-point  switches  are  used  on  electric  cars,  they  are 
connected  in  the  manner  shown  on  page  62,  and  are  used  as 
transfer  switches;  as,  for  instance,  switching  off  a  headlight 
and  switching  on  a  platform  light. 

The  indicating  switches  listed  indicate  “On”  and  “Off,” 
having  reference  to  one  of  the  lamps  controlled,  it  being 
understood  that  the  other  lamp  is  “off”  when  the  one  to 
which  the  indication  refers  is  “on.” 


10  Amperes,  250  Volts;  5  Amperes,  600  Volts 
With  No.  2781  round  porcelain  handle. 

Diameter  of  porcelain  base,  274  inches. 

Height  over  cover,  174  inches. 

Height  over  handle,  274  inches. 

Supporting  screw  spacing,  1%  inches. 


Cat.  Per  Car-  Std.  Pk?. 

No.  100  Description  ton  Pkg.  Wt. 

2179  $138.16  Solid .  1  50  20 

2100  138.16  Slotted .  1  50  20 

2413  153.52  Solid,  Indicating .  1  50  20 

2414  153.52  Slotted,  Indicating .  1  50  20 


20  Amperes,  250  Volts;  10  Amperes,  690  Volts 

With  No.  2784  flat  porcelain  handle. 

Diameter  of  porcelain  base,  374  inches. 

Height  over  cover,  174  inches. 

Height  over  handle,  2274  inches. 

Supporting  screw  spacing,  274  inches. 


2397  $260.98  Solid . 

2398  260.98  Slotted . 

2415  276.34  Solid,  Indicating.  . 

2416  276.34  Slotted,  Indicating 


1  50  40 

1  50  40 

1  50  40 

1  50  40 


4-Point 

20  Amperes,  250  Volts;  10  Amperes,  600  Volts 
With  No.  2784  flat  porcelain  handle. 

Diameter  of  porcelain  base,  374  inches. 

Height  over  cover,  1%  inches. 

Height  over  handle,  2274  inches. 

Supporting  screw  spacing,  274  inches. 


★2721  $276.34  Solid .  10  20  16 

★2722  276.34  Slotted .  10  20  16 


2-Circuit,  Operating  1,  Off,  2,  Off 

20  Amperes,  250  Volts;  10  Amperes,  600  Volts 
These  switches  will  break  the  circuit  without  the  use  of  an 
additional  switch  and  are  adapted  for  use  on  electric  cars  as 
headlight  switches  and  to  control  interior  lights. 

With  No.  2784  flat  porcelain  handle. 

Diameter  of  porcelain  base,  374  inches. 

Height  over  cover,  174  inches. 

Height  over  handle,  2274  inches. 

Supporting  screw  spacing,  274  inches. 

2411  $276.34  Solid,  Indicating .  1  50  36 

2412  276.34  Slotted,  Indicating .  1  50  36 


Expulsion  type  switches  are  designed  with  barriers  between  parts  of  opposite  polarity  which  are  effective  in  limiting  the 
arc  formed  when  the  circuit  is  broken.  For  this  reason  they  should  be  used  to  control  inductive  loads  such  as  motors. 

Because  of  the  difference  in  operating  characteristics  of  inductive  apparatus,  it  is  not  possible  to  guarantee  expulsion  type 
switches  on  all  inductive  loads,  but  they  will  give  better  results  on  inductive  loads  than  the  regular  type  of  rotary  switches. 

It  is  not  advisable,  though  possible,  to  convert  600-volt  switches  into  lock  switches  by  the  use  of  No.  2384  Universal  Lock 
Attachment  listed  on  page  54. 

The  window  in  cover  of  indicating  switches  is  located  so  that,  when  switch  is  mounted  on  a  wall  above  eye  level,  the  indi¬ 
cations  can  be  read  right  side  up  under  the  handle. 


All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories  except  where  marked  (★). 
Surface  switch  accessories  and  finishes  on  page  54,  wiring  diagrams,  pages  62  and  64. 
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“Perkins”  Expulsion  Type  Surface  Rotary 

Switches 


For  Inductive  Loads 
Reversible  Triple-Pole 
35  Amperes,  125  Volts;  20  Amperes,  250  Volts;  and 
10  Amperes,  600  Volts,  2  H.P.  3-Phase,  250-600  Volts 


No.  781 


No.  782 


For  controlling  3-phase  a.c.  motors 
up  to  and  including  2  h.p. 

The  switch  mechanism  has  a  com¬ 
position  base  and  handle  which 
serves  to  indicate  the  position  of  the 
switch. 

Two  covers  are  available.  One  is 
a  cast  iron  cover,  lined,  finished 
black,  and  designed  to  be  attached 
to  conduit  fittings  made  by  The 
Crouse-Hinds  Co.,  The  Appleton 
Electric  Co.,  The  Columbia  Metal 
Box  Co.,  and  the  V.  V.  Fittings  Co. 
The  other  is  a  stamped  steel  cover, 
finished  black,  with  insulating  lining. 

The  cast  iron  cover  is  dust-tight 
and  ideal  for  use  in  flour  and  textile 
mills. 


Switch  Only,  No  Cover 


Cat. 

No. 

Per 

100 

Car¬ 

ton 

Std. 

Pkg. 

Pkg. 

Wt. 

780 

$349.96 

1 

10 

13 

With  Cast 

Iron  Cover 

781 

$622.16 

1 

10 

40 

With  Stamped  Steel 

Cover 

782 

$388.86 

1 

10 

16 

Cast  Iron 

Cover  Only 

783 

$272.20 

1 

10 

31 

Single-Pole,  Fusible 

3  Amperes,  600  Volts 

An  open  link  fuse  is  laid  in  a 
groove  near  the  edge  of  the  cover. 

With  No.  2781  round  porcelain 
handle. 

Indicating,  with  slotted,  porce¬ 
lain  base;  diameter,  3;34  inches. 

Height  over  porcelain  cover,  1% 
inches;  over  handle,  2j34  inches. 

Screw  spacing,  1 inches. 

★2077  $226.24  1  10  10 


Single-Pole  Electric  Railway  Surface  Switch 

3  Amperes,  600  Volts 

Connections  for  one  enclosed  fuse  No.  2316. 

With  No.  2782  round  brown  porcelain  handle. 

Brown  porcelain  base,  solid,  indicating,  3J^x3  inches. 
With  brown  porcelain  cover.  Height  over  cover,  1% 
inches;  over  handle,  234  inches. 

Supporting  screw  spacings,  334x54  inch. 

Cat.  Per  Car-  Std.  Pkg- 

No.  100  ton  Pkg.  Wt- 

2315  $230.28  1  25  37 

Price  does  not  include 

fuse  No.  2316. 

Ferrule  Type  Cartridge  Fuse 
3  A.,  250  V.;  3  A.,  600  V. 

For  use  with  No.  2315. 
Length,  3%  inches. 
Diameter,  34  inch. 

2316  $20.20  25  100  4 


Standard  Heater  Type  and  Standard 
Range  Type  Rotary  Switches 


Reversible  rotation,  with  indicating  handles. 

Nickel  silver  angle  covers  with  raised  polished  indications 
on  black  japanned  background. 

Solid  bases.  Single-Pole 

Series  Parallel,  3-Heat — Operating  High,  Medium,  Low,  Off 


Amperes 

125  250 

Volts  Volts 

Base 

Diam. 

Inches 

Mounting 
Screw  Centers 
Inches 

Car¬ 

ton 

Std. 

Pkg. 

Pkg. 

Wt. 

6249 

$160.00 

6 

3 

234 

Hi 6  to  154 

1 

10 

4 

*6259 

180.00 

10 

5 

2% 

1%  4°  1/4 

1 

10 

4 

*6269 

200.00 

15 

iy2 

2^ 

1%  to  1% 

1 

10 

6 

*6279 

220.00 

20 

10 

2% 

1%  to  1H 

1 

10 

8 

*6289 

320.00 

30 

15 

3% 

2 He  to  2% 

1 

10 

13 

6299 

400.00 

36 

18 

354 

254  to  2% 

1 

10 

16 

6209 

500.00 

42  21  4  2 5/8  to  2% 

Operating  “On”  and  “Off” 

1 

10 

19 

6247 

$120.00 

6 

3 

2% 

lJi'e  to  134 

1 

10 

4 

6257 

160.00 

10 

5 

2?f6 

134  to  134 

1 

10 

4 

6267 

180.00 

15 

2)4 

1%  to  1% 

1 

10 

6 

6277 

220.00 

20 

10 

2% 

1%  to  1M 

1 

10 

7 

6287 

300.00 

30 

15 

3% 

2 %  to  2% 

1 

10 

14 

6297 

360.00 

36 

18 

354 

254  to  2% 

1 

10 

16 

6207 

440.00 

42 

21  4  2%  to  2% 

Double-Pole 

1 

10 

19 

Series  Parallel,  3-Heat — Operating  High,  Medium,  Low,  Off 


*6258 

$145.92 

10 

5 

234 

154 

to 

134 

1 

10 

4 

*6278 

260.00 

20 

10 

2% 

m 

to 

1M 

1 

10 

8 

*6288 

360.00 

30 

15 

354 

234 

to 

2% 

1 

10 

13 

6298 

520.00 

36 

18 

3  54 

2% 

to 

2M 

1 

10 

17 

6208 

620.00 

42 

21 

4 

254 

to 

2H 

1 

10 

19 

Operating 

“On”  and  “Off” 

6246 

$160.00 

6 

3 

234 

1% 

to 

1J4 

1 

10 

4 

6256 

180.00 

10 

5 

224 

1% 

to 

134 

1 

10 

4 

6266 

200.00 

15 

734 

234 

1% 

to 

1% 

1 

10 

6 

6276 

220.00 

20 

10 

2% 

m 

to 

1  % 

1 

10 

7 

6286 

320.00 

30 

15 

354 

234 

to 

m 

1 

10 

14 

6296 

400.00 

36 

18 

3/4 

2% 

to 

2% 

1 

10 

17 

6206 

500.00 

42 

21 

4 

254 

to 

2H 

1 

10 

19 

*Templus  covers  may  be  furnished  at  no  advance  in  price, 
Suffix  “B”. 


Load  Balancing  Type  Range  Switch 
Without  Cover 
Triple-Pole,  Universal 
2  or  3-Wire,  Operating  High,  Medium,  Low,  Off 

This  switch  may  be  used  for  2  or  3-wire  systems  providing 
the  maximum  voltage  rating  of  the  switch  is  not  exceeded. 
The  switch  will  control  two  heater  coils  in  series  parallel 
combination,  operating  high,  medium,  low,  and  off  on  the 
.  following  circuits: 

2- Wire — 125  or  250  Volts,  A.C.  or  D.C. 

3- Wire — 125-250  Volts,  D.C.  or  Single  Phase  A.C. 

3-Wire — 125-250  Volts  A.C.  when  the  service  is  taken  from 

a  3-phase,  4-wire  net  work,  one  of  the' wires  being  the  neutral. 

2844  $250.00  2%  1 %  1  10  10 

f2-Wire  rating,  + 3-wire  rating. 

Many  installations  require  special  switches.  Upon  receipt 
of  detailed  information  our  engineers  will  make  specific 
recommendations. 


All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories  except  where  marked  (★). 
Surface  switch  accessories  on  Page  54,  Wiring  Diagrams  Page  64 


52 


BRYANT  SUPERIOR  WIRING  DEVICES 


“Perkins”  Ceiling  Type  Pull  Switches 


With  Templus  Covers— Non -Indicating 

Diameter  of  porcelain  base,  2%  inches. 

Height  over  cover,  254  inches. 

Supporting  screw  spacing,  inches. 


Cat. 

Per 

Amperes 

125  250 

Car- 

Std.  Pkg. 

No. 

100 

Description 

Volts  Volts 

ton 

Pkg. 

Wt. 

2387  $155.54 

Single-Pole,  Solid.  .  .  . 

.  .  10  5 

10 

30 

15 

2309 

155.54 

Single-Pole,  Slotted .  . 

.  .  10  5 

10 

30 

15 

2396 

183.54 

Double-Pole,  Solid.  . . 

.  .  10  10 

2 

10 

5 

2314 

183.54 

Double-Pole,  Slotted. 

.  .  10  10 

2 

10 

5 

2388 

199.10 

3-Point,  Solid . 

.  .  10  5 

2 

10 

5 

2310 

199.10 

3-Point,  Slotted . 

.  .  10  5 

2 

10 

5 

2389 

376.40 

4-Point,  Solid . 

.  .  5  2 

1 

10 

5 

2311 

376.40 

4-Point,  Slotted . 

.  .  5  2 

1 

10 

5 

2-Circuit,  Operating  1,  2, 
*2390  $220.86  Solid . 

1  and  2,  Off 

.  .  10  5  1 

10 

5 

Electrolier,  3-Circuit,  Operating  1,  1  &  2,  1  &  2  &  3,  Off 
2395  $220.86  Solid .  10  5  1  10  5 

3-Speed  Motor  Control,  Operating  1,  2,  3,  Off 

Diameter  of  base,  2\i  inches. 

Supporting  screw  spacing,  1%  inches. 

2863  $220.86  Solid .  10  5  2  10  5 

For  V-/\  and  4-Inch  Outlet  Boxes 

Diameter  of  base,  inches. 

Supporting  screw  spacing,  2%  and  3 Yi  inches. 

2769  $194.42  Single-Pole .  10  5  1  10  12 

2770  222.42  Double-Pole .  10  10  1  10  12 

For  Type  500  Adaptiboxes,  Types  GN,  HM,  and  W 
(Forms  5  and  10)  Octagonal  Unilets  and  Size  10 
Round  Opening  Pipe  Taplets 

Diameter  of  base,  27/s  inches. 

Supporting  screw  spacing,  254  inches. 

2694  $155.54  Single-Pole .  10  5  10  20  10 


“Perkins”  Ceiling  and  Wall  Type  Pull 
Switches 


No.  4331 


Ceiling  Type — With  Templus  Covers — Non- 
Indicating 

Cadmium-Plated  Covers  for  3J4-Inch  Outlet  Boxes 

Diameter  of  box  cover,  3)^  inches. 

Height  of  cover,  1%  inches. 

Supporting  screw  spacing,  2%  inches. 


Porcelain  base,  2)4  inches  in  diameter,  extends  94  inch 
below  box  cover. 


Cat. 

Per 

Amperes 

125  250 

Car- 

Std.  Pkg. 

No. 

100 

Description 

Volts  Volts 

ton 

Pkg.  wt. 

4331  $163.32 

Single-Pole . 

10 

5 

10 

30  18 

4332 

191.32 

Double-Pole . 

10  10 

2 

10 

6 

4333 

206.86 

3-Point . 

10 

5 

2 

10 

6 

4334 

384.18 

4-Point . 

5 

2 

2 

10 

6 

*4335 

228.64 

2-Circuit,  1,  2,  1  &  2,  Off 

10 

5 

1 

10 

8 

Cadmium- Plated  Covers  for  4-Inch  Outlet  Boxes 


Diameter  of  cover,  4%  inches. 

Height  of  cover,  1%  inches. 

Supporting  screw  spacing,  3)4  inches. 

Porcelain  base,  2)4  inches  in  diameter,  extends  94  inch 
below  box  cover. 


4341  $166.42  Single-Pole .  10  5  10  30  24 

4342  194.42  Double-Pole .  10  10  2  10  8 

4343  209.98  3-Point .  10  5  2  10  8 

4344  387.30  4-Point .  5  2  2  10  8 

*4345  231.74  2-Circuit,  1,  2, 1  &  2,  Off  5  2  1  10  8 

Wall  Type — With  Metal  Covers — Non-Indicating 

2546  $155.54  Single-Pole,  Solid .  10  5  10  30  15 

2547  155.54  Single-Pole,  Slotted.  .  .  10  5  10  30  15 

2565  183.54  Double-Pole,  Solid ...  .  10  10  2  10  5 

2566  183.54  Double-Pole,  Slotted.  .  10  10  2  10  5 

2549  199.10  3-Point,  Slotted .  10  5  2  10  5 

2560  376.40  4-Point,  Slotted .  5  2  1  10  5 


*Can  be  used  with  3-light  lamps. 

Metal  covers  (Polished  nickel)  can  be  furnished  on  ceiling  pull  switches  at  no  extra  charge.  Add  suffix  “MC”  to  Cat.  No. 
For  special  finishes  on  metal  covered  switches  see  page  54. 

Each  switch  is  supplied  with  short  chain  and  connector  and  8  feet  of  heavy  cord,  size  3^2,  and  large  composition  ball. 
Extra  cord  $2.82  list  per  100  feet.  Standard  package  quantity  100  feet. 

Extra  composition  balls  $6.06  per  100.  Standard  package  quantity,  50. 

Extra  chains,  with  connectors,  $15.16  per  100.  Standard  package  quantity,  50. 

Deduct  $8.00  from  the  list  price  of  any  of  the  above  switches  when  furnished  without  cord  and  ball. 


All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 
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“Perkins”  Type  O  Pull  Switches 

Brush  brass  finish.  For  special  finishes, 
see  page  13,  column  1. 

Single-Pole 

10  Amperes,  125  Volts;  5  Amperes,  250  Volts 

Cat.  Per  Car-  Std.  Pkg. 

No.  100  Description  ton  Pkg.  VVt. 

2473  $183.82  %-InchCap...  10  30  12 

Electrolier,  2-Circuit 

5  Amperes,  125  Volts;  2  Amperes,  250  Volts 
Operating  1,  2,  1  &  2,  Off 

Can  be  used  with  3-light  lamps. 

2476  $183.82  ^-InchCap...  2  10  5 

„  3-Speed  Motor  Control 

10  Amperes,  125  Volts;  5  Amperes,  250  Volts 
.fcA  Operating  1,  2,  3,  Off 

w  2480  $183.82  ^-Inch  Cap.  .  .  2  10  5 

Each  pull  switch  is  equipped  with  4  feet  of  small  cord 
and  a  small  composition  ball. 

Extra  cord  $1.42  list  per  100  feet.  Standard  package 
quantity  100  feet. 

Extra  composition  balls  $6.06  per  100.  Standard  package 
quantity  50. 

“Perkins”  Type  O  Push  Pendent  Switches 

Brush  brass  finish.  For  special  finishes,  see 
page  13,  column  1. 

Single-Pole 

10  Amperes,  125  Volts;  5  Amperes,  250  Volts 

2440  $169.68  Pendent  Cap.  .  10  30  10 

Double-Pole 

10  Amperes,  125  Volts;  5  Amperes,  250  Volts 
2421  $169.68  Pendent  Cap.  .  2  10  3 

3-Point 

10  Amperes,  125  Volts;  5  Amperes,  250  Volts 

2417  $169.68  Pendent  Cap.  .  2  10  3 

“Perkins”  Type  T  Pendent  and  Cord  Switches 

Single-Pole 

Brush  brass  finish.  For  special  finishes,  see 
page  13,  column  1. 

With  Push-Through  Buttons 

6  Amperes,  125  Volts;  3  Amperes,  250  Volts 

*2572  $58.88  Pendent  Cap.  .  10  100  15 

*2574  93.32  ^-InchCap...  10  100  15 

With  2  Buttons  on  Bottom,  Small  Pattern 
6  Amperes,  125  Volts;  3  Amperes,  250  Volts 

2370  $77.78  Pendent  Cap.  .  10  100  27 

2270  93.32  ^-Inch  Cap .  .  .  10  100  27 

With  2  Buttons  on  Bottom,  Large  Pattern 
10  Amperes,  125  Volts;  5  Amperes,  250  Volts 
2359  $124.44  Pendent  Cap..  10  100  36 

2354  139.98  %-InchCap...  10  100  36 

Straight-Through  Switch,  Single-Pole 

Polished  nickel  finish.  For  special  finishes, 
see  page  13,  column  1. 

With  Push-Through  Buttons 
6  Amperes,  125  Volts;  3  Amperes,  250  Volts 

*2592  $42.42  With  No.  WT 

Cap .  10  50  10 

*Can  be  furnished,  when  specified,  with  re¬ 
movable  buttons  at  $7.00  list  per  100  devices 
additional.  See  page  11. 

“Perkins”  Type  O  Cord  Switch 

Polished  nickel  finish.  For  special 
finishes,  see  page  13,  column  1. 

Double-Pole — Indicating 

10  Amperes,  125  Volts 
5  Amperes,  250  Volts 

Cat.  Per  Car-  Std.  Pkg. 

No.  100  Description  ton  Pkg.  Wt. 

2490  $202.20  Straight- 

through  switch.  10  30  10 

Pendent  caps  have  insulating  bushings  with  %-in.cord  hole. 


Canopy  Pull  Switch 

6  Amperes,  125  Volts;  3  Amperes,  250  Volts 

Has  brown  Templus  interior. 

Brass  shell  casing  and  screw  terminals. 
Provided  with  two  washers  for  mount¬ 
ing  in  knockouts  of  outlet  boxes. 

With  short  chain  and  4-foot  cord. 

Stem,  %  inch  long. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

2842 

$70.00 

10 

100 

15 

Porcelain  Canopy  Switch 

10  Amperes,  125  Volts;  5  Amperes,  250  Volts 

Operating  1,  2,  1  and  2,  Off 

With  6-Inch  Leads  No.  16  C.F.  Wire. 
Can  be  used  with  3-light  lamps. 
Diameter,  2%  inches.  Height  1%  inches. 

4590  $90.00  5  25  8 

Pony  Type  Flush  Tumbler  Switches 

With  Metal  Handles 
5  Amperes,  125  Volts 

Dimensions  of  cup:  Length,  1%  inches; 
width,  %  inch;  depth,  1%  inches. 

Polished  nickel  finish.  Brush  brass  will 
be  furnished,  when  specified,  without  extra 
charge. 

Non-Indicating,  without  Plate 

For  J^-inch  round  hole  mounting,  with 
locknut. 

5170  $70.70  10  100  15 

Indicating,  with  Plate 

The  flush  plate  is  of  brass,  stamped, 
.031  inch  thick. 

Length,  2J4  inches;  width,  1  inch. 

Screw  spacing,  1%  inches. 

Has  square  corners  and  beveled  edges, 
and  is  separate  from  the  mechanism. 

Two  No.  4  (3/£-inch)  oval  head  brass 
wood  screws,  finished  to  match  the  plate, 
are  furnished  with  each  switch  plate. 
Switch,  Complete  with  Plate 

5171  $70.70  10  100  15 

Switch  Only,  No  Plate 

$47.14  10  100  13 

Plate  Only,  No  Switch 

$23.56  10  100  3 

Pony  Type  Push  Button  Switches 

3  Amperes,  125  Volts 

With  one  nickel  and  one  black  button. 
Dimensions  of  cup:  Length,  1%  inches; 
width,  %  inch;  depth,  lhf6  inches. 

Supporting  screw  spacing,  l2%x%  inch. 
Polished  nickel  finish.  Brush  brass  will 
be  furnished,  when  specified,  without 
extra  charge. 

With  040-inch  flush  plate  with  round 
edges  and  round  corners.  Size  2J/gxl  inch. 

Two  No.  4  (3^-inch)  wood  screws  are 
furnished  for  mounting  each  switch. 

Single-Pole 

★2551  $70.70  10  100  15 


All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories  except  where  marked  (★). 


54 


BRYANT  SUPERIOR  WIRING  DEVICES 


Accessories  for  Switches 


Universal  Lock  Attachment  for  Rotary  Switches 


One  key  is  furnished  with  each  lock  switch. 


Cat.  Per  Std.  Pkg. 

No.  100  Description  Pkg.  Wt. 

2384  $22.62  Polished  nickel .  100  2 


Keys  for  Lock  Switches 
2126  $14.14  For  Rotary  Lock . 


100 


1 


2299 

3950 

4960 

2850 


14.14 

14.14 

14.14 

14.14 


For  Push  Lock .  100 

For  3951  Line  Only. ...  100 

F or  4961  and  3971  Line  Only  100 
For  “Unigle”,“Dugle”  and 
“Trigle”  Line  Only.  . .  100 


1 

1 

1 

1 


Covers  for  Bryant  and  “Perkins”  Surface  Switches 
Flat  Metal  Covers  With  Insulating  Linings 


Standard  package  quantity,  50. 


For  10-Amp.,  250-Volt  and  Smaller  Rotary 

Switches . 

For  20- Amp.,  250-Volt  Rotary  Switches.  .  .  . 
For  30-Amp.,  250-Volt  Rotary  Switches.  .  .  . 
With  Long  Cover  for  Nos.  2430  and  2618 

Switches . 

For  Surface  Tumbler  Switches . 

For  Wall  and  Ceiling  Pull  Switches . 


Allowance 
Per  for 

100  Omission 

$8.08  $3.00 

20.20  8.00 

20.20  8.00 

20.20  8.00 

8.08  3.00 

20.20  8.00 


Angle  Covers— Nickel  Silver  or  Templus 


Standard  package  quantity,  50. 

For  Switches  up  to  24  Amp.,  125  Volts .  $20.20 

For  Switches  Above  24  Amp.,  125  Volts.  .  .  .  30.30 

Flat  Templus  Covers 


The  Templus  cover  has  no  lining. 

Standard  package  quantity,  50. 

For  Surface  Rotary  and  Tumbler  Switches..  $8.08  $3.00 
For  Ceiling  Pull  Switches .  20.20  8.00 

Porcelain  Covers 


Standard  package  quantity,  50. 

For  Nos.  2315  or  2077  Switches.  .  .  .  $20.20  $10.00 

For  10-Amp.,  250-Volt  and  Smaller  Switches  10.10  5.00 

For  Rotary  Switches  Larger  than  10  Amp., 

250  Volts,  Except  Nos.  2315  and  2077  .  14.14  7.00 

Orders  should  specify  whether  indicating  or  non-indicating 
covers  are  desired. 


Finishes  for  Metal  Covers 

Standard  finish  polished  nickel.  Any  other  finish,  except 
silver  or  gold,  add  $10.00  list  per  100. 


Handles  for  Rotary  Switches 

Threaded  8x32,  except  No.  18150. 

When  switches  are  ordered  without  these  handles,  deduct 
from  list  $2.00  per  100. 


Composition  Handles 


No.  2777  No.  2779  No.  2780 


Cat. 

No. 

Per 

100 

Description 

Size  Switch 
125  and 

250  Volts 

in  Amps. 
250  and 
600  Volts 

Std. 

Pkg 

2777  $12.00 

Round,  Composition 

3,  5  &  10  . 

100 

2779 

12.00 

Flat,  Composition... 

20 

100 

2780 

12.00 

Flat,  Composition. .  . 

30 

100 

18150 

20.00 

For  No.  780,  781,  782, 

With  Screw  and  Spring 

10 

Round  Porcelain  Handles 


No.  2781  No.  2782 


No.  2781  No.  2782 

2781  $12.00  Round,  White  Porce¬ 

lain .  3,  5  &  10  3  &  5  100 

2782  12.00  Round,  Brown  Porce¬ 

lain  .  3  100 


Flat  Porcelain  Handles 


No.  2783 


No.  2784 


2783  $12.00  Flat,  White  Porce¬ 

lain .  10  &  15 

2784  12.00  Flat,  White  Porce¬ 

lain .  20  &  30 


.  100 

10  &  20  100 


Heater  Switch  Handles 

Porcelain  Indicating  Handles  for  No.  6200  Line 
of  Reversible  Switches 


No.  6201  No.  6203 


For  No.  6200  line  of  switches,  see  page  51. 


Cat. 

Per 

Std. 

No. 

100 

For  Switch  Nos. 

Pkg. 

6201  $22.80 

6249,  6259,  6269,  6247, 
6246,  6256,  6266 . 

6257, 

6267,  6258, 

100 

6202 

22.80 

6279,  6278,  6277,  6276.  . 

100 

6203 

22.80 

6289,  6288,  6287,  6286 .  . 

100 

6204 

22.80 

6299,  6209,  6298,  6208, 
6206 . 

6297, 

6207,  6296, 

100 

All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 
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Type  H  Sentinel  Circuit  Breakers 


Listed  as  Standard  by  Underwriters’  Laboratories 


*  Application 

The  Type  H  Sentinel  Circuit  Breaker  is  for  use  on  one 
horsepower  and  fractional  horsepower  motors  on  voltages 
not  in  excess  of  230  a.c.  or  250  d.c.  It  provides  protection 
from  damage  which  might  be  caused  from  low  voltage, 
locked  rotor  or  overload  conditions. 

It  is  ideal  for  use  on  appliances  or  apparatus  driven  by 
small  motors.  It  may  be  installed  either  as  part  of  original 
factory  equipment  or  as  added  equipment  to  existing  in¬ 
stallations. 

The  installation  of  the  Type  H  Sentinel  Circuit  Breaker  in 
electrical  household  appliances  before  sale  of  those  appli¬ 
ances  will  save  the  dealer  many  times  the  cost  of  the  breaker 
in  reduced  service  calls  and  in  the  replacement  of  burned 
out  motors. 


Distinctive  Features 

The  Type  H  Sentinel  Breaker  is  an  improved  form  of  our 
original  Sentinel  Breaker,  preserving  the  well  known  de¬ 
sirable  features  of  the  original  Sentinel  Breaker,  such  as 
quick  make  and  quick  break  and  trip  free  of  the  handle. 

It  also  incorporates  improvements  found  to  be  desirable 
and  based  on  a  long  period  of  field  experience. 

Positive  Motor  Protection 

Due  to  the  long  time  lag  feature,  the  Type  H  Breaker 
when  properly  applied  permits  sufficient  time  delay  to 
successfully  start  small  motors  whose  starting  current  is 
high  in  ratio  to  the  full  load  current,  and  also  permits  such 
a  motor  to  carry  momentary  overloads  without  discon¬ 
necting  it  from  the  line.  It  will,  however,  disconnect  the 
motor  from  the  line  on  any  character  of  overload  which 
might  be  injurious  to  the  motor. 

Interchangeable  Heater  Units 

The  Type  H  Breaker  is  so  designed  that  the  heater  units 
may  be  readily  interchanged  so  that  a  breaker  of  any  de¬ 
sired  rating  may  be  obtained  by  using  the  recommended 
heater  unit  in  the  breaker. 

Use  as  a  Switch 

The  Type  H  Breaker  may  also  be  used  as  a  convenient 
switch,  simply  by  moving  the  handle  to  the  position  marked 
“On”  to  start  the  motor  and  to  the  position  marked  “Off” 
to  stop  the  motor.  The  quick  make  and  break  mechanism 
provides  positive  switching  action. 

Trip  Free 

The  term  “trip  free”  of  the  handle  means  that  the  breaker 
cannot  be  held  in  the  “on”  position  should  a  dangerous 
overload  exist  at  any  time. 

Templus  Housing 

The  housing  is  made  of  a  glossy  black  Templus,  heat  re¬ 
sisting  material,  molded  into  the  proper  shape.  This  ma¬ 
terial  is  of  high  dielectric  strength  and  is,  consequently 
an  excellent  insulating  medium.  The  casing  is  especially 
designed  to  prevent  any  deterioration  from  the  arc. 

Sizes  of  Motors,  Regardless  of  Type,  That  May 
Be  Controlled  by  Type  H  Breakers 
1  H.P.  or  Less  at  220  or  230  Volts  A.C.l  Single-Pole 

1  H.P.  or  Less  at  110  or  115  Volts  A.C.  or 

1  H.P.  or  Less  at  115  or  125  Volts  D.C.  Double-Pole 

34  H.P.  or  Less  at  32  Volts  D.C.  Breakers 

1  H.P.  or  Less  at  230  or  250  Volts  D.C.  —  Double-Pole  Only 
34  H.P.  or  Less  at  230  or  250  Volts  D.C. — Single-Pole  Only 


f - 

- Bre; 

ikers - 

Single-Pole 

Dottble-Pole 

- Heater  Units- 

- N 

Cat. 

Cat. 

Cat. 

Cap. 

For  Size 

No. 

Each 

No. 

Each 

No. 

Each 

Amps. 

Motors,  Amps. 

*BHB1 

$1.40 

*BHB2 

$1.65 

BHB114 

2.00 

BHB214 

2.25 

BH14  $.60 

1.4 

1.1 

to 

1.3 

BHB116 

2.00 

BHB216 

2.25 

BH16 

.60 

1.6 

1.3 

to 

1.45 

BHB118 

2.00 

BHB218 

2.25 

BH18 

.60 

1.8 

1.45  to 

1.65 

BHB121 

2.00 

BHB221 

2.25 

BH21 

.60 

2.1 

1.65  to 

1.9 

BHB124 

2.00 

BHB224 

2.25 

BII24 

.60 

2.4 

1.9 

to 

2.2 

BHB127 

2.00 

BHB227 

2.25 

BH27 

.60 

2,7 

2.2 

to 

2.5 

BHB131 

2.00 

BHB231 

2.25 

BH31 

.60 

3.1 

2.5 

to 

2.8 

BHB135 

2.00 

BHB235 

2.25 

BH35 

.60 

3.5 

2.8 

to 

3.2 

BHB140 

2.00 

BHB240 

2.25 

BH40 

.60 

4.0 

3.2 

to 

3.6 

BHB145 

2.00 

BHB245 

2.25 

BH45 

.60 

4.5 

3.6 

to 

4.1 

BHB151 

2.00 

BHB251 

2.25 

BH51 

.60 

5.1 

4.1 

to 

4.65 

BHB158 

2.00 

BHB258 

2.25 

BH58 

.60 

5.8 

4.65  to 

5.3 

BHB166 

2.00 

BHB266 

2.25 

BH66 

.60 

6.6 

5.3 

to 

6.0 

BHB175 

2.00 

BHB275 

2.25 

B1I75 

.60 

7.5 

6.0 

to 

6.8 

BHB185 

2.00 

BHB285 

2.25 

BH85 

.60 

8.5 

6.8 

to 

7.7 

BHB196 

2.00 

BHB296 

2.25 

BH96 

.60 

9.6 

7.7 

to 

8.8 

BHB1109  2.00 

BHB2109  2.25 

BH109  .60  10.9 

8.8 

to  10.0 

BHB1125  2.00  BHB2125  2.25  BH125  .60  12.5  10.0  to  11.4 
BHB1142  2.00  BHB2142  2.25  BH142  .60  14.2  11.4  to  12.9 

*Without  Heater  Units. 

Prices  on  Type  H  Sentinel  Breakers  or  Heater  Units  are 
not  subject  to  cash  discount. 

Carton  quantity,  1.  Standard  package  quantity,  10. 

Approximate  standard  package  weight  of  breakers  without 
heater  units — No.  BHB1  single-pole,  334  pounds;  No.  BHB2 
double-pole,  434  pounds. 

Standard  package  weight  of  breakers  with  heater  units — 
single-pole,  3^4  pounds;  double-pole,  434  pounds. 

Standard  package  weight  of  heater  units  only,  J4  pound. 

Mounting  Accessories  and  Boxes 


Columbia  Box  Single-Pole  Breaker  Double-Pole  Breaker 

with  Handle  Guard  on  Appleton  4-Inch  on  Appleton  4-Inch 

Round  Cover  Square  Cover 


Cat.  Per  Wt. 

No.  100  Description  Lbs. 

IB  $70.00  Columbia  Box  for  Single-Pole  Breaker. .. .  10 

2B  80.00  Columbia  Box  for  Double-Pole  Breaker.. .  15 

1BG  80.00  Box  with  Handle  Guard  for  Single-Pole 

Breaker .  10 

2BG  90.00  Box  with  Handle  Guard  for  Double-Pole 

Breaker .  15 


8405  21.00  4-Inch  Appleton  Round  Cover  for  Single- 

Pole  Breaker,  Car.,  10;  Std.  Pkg.y  100  5 

8479  22.20  4-Inch  Appleton  Square  Cover  for  Double- 

Pole  Breaker,  Car.,  5;  Std.  Pkg.,  50. .  .  .  5 

Explosion  proof  boxes  for  Bryant  Sentinel  Breakers  are 
made  by  various  fittings  manufacturers. 


Percent  of  Heater  Patinq 
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Type  H  Sentinel  Circuit  Breakers 


External  and  Mounting  Dimensions  for 
Single  Pole  Type  H  Sentinel  Breaker 


External  and  Mounting  Dimensions  for 


Double  Pole  Type  H  Sentinel  Breaker 


Sentinel  Breaker  Single  Pole  Type  H 
Diagram  of  Connections 


Sentinel  Breaker  Double  Pole  Type  H 
Diagram  of  Connections 


Looking  A r  ws/pe  OrB^E,CcVEn  Reho^ed 


Connections  for  Type  H 
Double  Pole  Sentinel  Breaker 
Dual  Voltage  Motors 


IIS  Volt  Coa/wect/p/Vs 


230  Volt  Co/V/Vect/oiVs 


BRYANT  SUPERIOR  WIRING  DEVICES 


57 


“Perkins”  Panel  Switches 

With  Connections  for  Two  Plug  Fuses  in  Each  Branch 


Each  branch  is  fitted  with  a  double-pole  switch,  which  may 
be  removed  without  disturbing  either  main  or  branch  con¬ 
nections. 

The  Bryant  Electric  Company  does  not  supply  cabinets. 
These  switches  may  be  installed  in  any  standard  cabinet 

Push  Switches — Double-Pole  Fusing 

With  Safety  (Dead  Front)  Covers 


having  a  minimum  depth  of  3  inches.  Gutter  cabinets  may 
be  specified  to  the  exact  size  of  the  switch  bases  as  there 
is  Yi  inch  of  insulation  outside  of  all  current  carrying  parts 
as  required  by  the  National  Electrical  Code. 

Rotary  Switches — Double-Pole  Fusing 

With  Safety  (Dead  Front)  Covers  and 
No.  2777  Composition  Handles 


No.  2700 


Cat. 

Per 

Dimen. 

Car¬ 

Std. 

Pkg. 

Double-Pole,  Single-Branch 

Wo. 

100 

Amps. 

Volts 

In. 

ton 

Pkg. 

Wt. 

Cat. 

Per 

Dimen. 

Car¬ 

Std. 

Pkg. 

2699 

$494.90 

10 

125 

10^x3 

1 

10 

36 

No. 

100 

Amps.  Volts  In. 

ton 

Pkg. 

Wt. 

2724 

565.60 

20 

125 

103/2x3 

1 

10 

36 

2598 

$282.80 

10  125  6^x3 

1 

10 

27 

Triple  to  Double-Pole,  Double-Branch 

Double-Pole,  Double-Branch 

2700 

$530.26 

10 

125 

11^x3 

1 

10 

40 

2599 

$424.20 

10  125  10^x3 

1 

10 

37 

2725 

600.96 

20 

125 

11^x3 

1 

10 

40 

Triple  to  Double-Pole,  Double-Branch 

Double-Pole 

Switch 

Mechanisms  Only 

2600 

$459.56 

10  125  11^x3 

1 

10 

42 

for  Push  Panel  Switches 


Nos.  2523  and  2729  Nos.  2523L  and  2729L 

Push  Button  Type 


2400 


2523 

$130.66 

10 

250  . 

10 

50 

8 

2729 

171.48 

20 

250  . 

Push  Lock  Type 

10 

50 

8 

2300 

2523L 

200.66 

10 

250  . 

10 

50 

8 

2360 

2729L 

241.48 

20 

250  . 

10 

50 

8 

With  Open  Fronts  and  White  Enamel  Switch  Covers, 
No.  2781  Porcelain  Handles 

. 


'J  U  ^ 

- 

BRYAN 

No.  2300 

Double-Pole,  Single-Branch 

10  125  6^x3 

Double-Pole,  Double-Branch 

10  125  10^x3 


$226.24 

$388.86 


1 

1 


Triple  to  Double-Pole,  Double-Branch 

$424.20  10  125  11^x3  1 


Panel  Switches  with  Reversible  Blades 

Double-Pole,  Single-Branch 


Cover  Only  For  No.  2400 


3073  $20.00 


10 


10 

10 

10 

10 


Double-Pole  Switch  Mechanisms  Only 
for  Rotary  Panel  Switches 


Vp 

Fuses  are  located  at  the  top. 

1851  $121.20  30  125  6^x3% 

Double-Pole,  Double-Branch 


25  46 


2595 


Rotary  Type,  Without  Handle 
$110.44  10  250  . 


2794  $155.06 


Rotary  Expulsion  Type,  Without  Handle 

f20  1251  9 

\10  250/  . 


10 


10 


For  vertical  mains. 

1852  $274.72  30 


125  10^x3% 


20  67 


Entrance  Switches,  with  Reversible  Blades 

Double-Pole  Fusing 


Triple  to  Double-Pole,  Double-Branch 


No.  H1695  has  fuses  located  at  the  top. 

No.  H1981  has  fuses  located  at  the  bottom. 


For  vertical  mains. 

1947  $290.88  30 


125 


Il%x3% 


20 


80 


H1695 

H1981 


$63.16 

63.16 


30 

30 


125 

125 


5%x3% 

5%x3% 


1 

1 


25 

25 


All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 


25 


36 


39 


38 

38 


58 


BRYANT  SUPERIOR  WIRING  DEVICES 


Plug  Fuse  Cutout  Bases 

30  Amperes,  125  Volts 


With  Fused  Neutral 
Single-Pole,  Main  Line 


Cat. 

Per 

Dimensions 

Car¬ 

Std. 

Pkg. 

No. 

100 

Inches 

ton 

Pkg. 

Wt. 

HI  10 

$20.22 

2H  xl% 

10 

100 

21 

H220 


2-Pole  Main  Line 

v  s«»®i 


$26.94  21Mex2%  10 

2-Pole  Single  Branch 


100 


H221  $29.48 


2154x31%2 


50 


2-Pole  Single  or  Double  Crossover  Branch 


H224 


$30.32  3Vsx3  3/8  5 

2-Pole  Double  Branch 


50 


f*  *  "i 


iC  O 


H222  $52.22  215f6x5%  5  50 

Triple  to  Double-Pole  Double  Branch 


►T 


$57.26  215/f6x6^6  5 

3-Pole  Main  Line 


H232 


50 


H330 


5*- 


$46.32  2%  x4%  5 

3-Pole  Single  Branch 


50 


H331 


$58.94  4^x4%  5 

3-Pole  Double  Branch 


50 


58 


42 


49 


62 


76 


50 


87 


H121 


H131 


With  Solid  Neutral 
2-Pole  Main  Line 


Cat. 

Per 

Dimensions 

Car¬ 

Std. 

Pkg. 

No. 

100 

Inches 

ton 

Pkg. 

Wt. 

H120 

$26.94 

234x21-2 

10 

150 

64 

2-Pole  Single  Branch 


$29.48  2^x3%  10 

2-Pole  Double  Branch 


100 


5 


50 


H122  $52.22  2^x5^ 

Triple  to  Double-Pole  Double  Branch 


H132  $57.26 


2^x6?^ 


3-Pole  Main  Line 


50 


HI  33  $46.32  23^x43g  5  50 

3-Pole  Single  Branch  or  2-Circuit 


$58.94  3^x434 


25 


3-Pole  Double  Branch  or  4-Circuit 


II 332 


$79.16  4%x6)f6  5  50  118  H134  $109.48  3^x6^ 

All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 
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46 


57 


42 


30 


42 
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BRYANT  SUPERIOR  WIRING  DEVICES 


59 


Cartridge  Fuse  Cut-Out  Bases 


Single -Pole— 250  Volts 

Barrier  Type — Porcelain  Base 


No.  3929  No.  3930 


Screw  holes  staggered: 

No.  3929,  on  length,  %  inch;  on  width,  y  inch. 
No.  3930,  on  length,  ^  inch;  on  width,  1  inch. 


Cat. 

Per 

Dimensions,  Inches 

Car¬ 

Std. 

Pkg. 

No. 

100 

Amps. 

Length 

Width 

Height 

ton 

Pkg. 

Wt. 

3929 

$33.68 

1-30 

3% 

1% 

1  Yl 

5 

50 

36 

3930 

54.74 

31-60 

5 

m 

2% 

5 

50 

80 

Porcelain  Base 


No.  1929  No.  1931 


Porcelain  Base — 250  Volts 

With  Connections  for  One  Cartridge  Fuse  in 
Each  Side  of  the  Line 
Double-Pole,  Main 


Cat. 

Per 

Dimensions 

Car¬ 

Std. 

Pkg. 

No. 

100 

Amps. 

Inches 

ton 

Pkg. 

Wt. 

1917 

$46.32 

1-  30 

354x2i% 

5 

50 

43 

1918 

117.90 

31-  60 

5  x3^ 

1 

50 

119 

271 

235.78 

61-100 

7^x3% 

1 

50 

200 

Double-Pole, 

Single-Branch 

1919 

$58.94 

1-  30 

4%x2% 

5 

50 

82 

1920 

147.36 

31-  60 

6%x3^ 

1 

50 

183 

1929 

$33.68 

1- 

-  30 

3% 

iy 

iy 

5 

50 

17 

1930 

54.74 

31- 

-  60 

4  % 

iy 

1 % 

5 

50 

35 

1931 

117.90 

61- 

-100 

7% 

2M 

2% 

1 

50 

89 

1932 

210.00 

101- 

-200 

10 

2M 

3%2 

1 

50 

132 

1922 

1996 


Double-Pole,  Double-Branch 


$109.48  1-  30  7^x2%  1 

294.74  31-  60  10^x3%  1 


No.  1934 

No.  1936 

648 

$33.68 

1-  30 

4% 

iy 

1% 

5 

50 

30 

649 

54.74 

31-  60 

6 

iy 

m 

5 

50 

46 

1933 

140.00 

61-100 

10 

2 

2H 

i 

50 

114 

1934 

210.00 

101-200 

10 

2M 

3% 

1 

25 

83 

1935 

525.00 

201-400 

14^ 

2^ 

3/4 

1 

10 

71 

1936 

720.00 

401-600 

17M 

3 

41Jd6 

1 

5 

58 

Single-Pole— 

-600  Volts 

Barrier  Type — Porcelain  Base 

Screw  holes, 

No.  3937, 

on  23^-inch  centers; 

No. 

3938, 

on 

22^2-iDch  centers. 

3937 

$48.00 

1-30 

6% 

1% 

m 

5 

50 

75 

3938 

72.00 

31-60 

2K 

2M 

5 

50 

125 

Porcelain  Base 


Triple-Pole,  Main 


1924  $67.36 

1925  168.42 

272  336.84 


1-  30  3%  x454 

31-  60  5  xbYm 

61-100  7 y8  x5 y8 


5 

1 

1 


1926 

1927 


Triple-Pole,  Single-Branch 


$113.68  1-  30  61f6x434  1 

252.64  31-  60  8J4  x5%  1 


Triple-Pole,  Double-Branch 


1937 

No.  1938 

$48.00 

1-  30 

7 

iy 

No.  1939 

1% 

5 

50 

58 

1938 

72.00 

31-  60 

7  H 

iy 

2% 

5 

50 

56 

1939 

147.36 

61-100 

12 

2 

2% 

1 

50 

95 

1940 

230.00 

101-200 

143^ 

2^ 

3% 

1 

50 

142 

No. 

1941 

No. 

1943 

1941 

$147.36 

61-100 

12 

2 

2H 

1 

50 

129 

1942 

230.00 

101-200 

14  y 

2M 

3% 

1 

25 

122 

1943 

600.00 

201-400 

17  y 

3 

3  y 

1 

10 

92 

1944 

780.00 

401-600 

2034 

33^ 

4% 

1 

5 

76 

These  devices  have  standard  base  sizes  and  are  inter¬ 
changeable  with  products  of  other  manufacturers  of  stand¬ 
ard  material  in  this  class. 


1928 

1998 


1923 

1997 


$189.48  1-  30  8%x4!f6  1 

505.26  31-  60  11^x5%  1 


Triple  to  Double-Pole,  Double-Branch 


$126.32  1-  30  8j^x2%  1 

353.68  31-  60  11^x3^  1 


All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 


25 

25 


50 

50 

25 


50 

50 


50 

10 


25 

25 


55 

154 


77 

160 

150 


125 

300 


110 

84 


83 

165 


60 


BRYANT  SUPERIOR  WIRING  DEVICES 


Wire  Connectors 


Solderless  Connectors 


Made  of  molded  composition  with  spiral  coiled  wire  insert. 


For  Connecting  up  to  3  No.  18  Wires 

Designed  especially  for  making  connec¬ 
tions  in  fixtures. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

767 

$2.50 

100 

1000 

5 

For  Connecting  up  to  4  No.  14  Wires 

Intended  for  combinations  of  Nos.  12, 
14,  16,  and  18  wires  to  a  maximum  of  two 
No.  12,  or  four  No.  14  wires. 

768  $4.50  100  1000  19 


For  Connecting  up  to  3  No.  10  Wires 

Illustration  of  cross  section  shows  coil 
spring  insert. 

769  $5.10  100  1000  33 


Brass  Tubular  Connectors 
With  Two  Iron  Set  Screws 


Diam. 


Carton 


Cat. 

Per 

Lgth. 

0.  D. 

Hole 

Largest  Wire 

&  Std. 

Pkg. 

No. 

100 

In. 

In. 

In. 

Solid 

Str. 

Pkg. 

Wt. 

★200 

$7.08 

iK 

Ke  ■ 

106 

12 

20 

3 

★201 

8.48 

IK 

He  • 

147 

8 

20 

3 

★202 

9.90 

IK 

K  • 

185 

6 

8 

20 

4 

★203 

11.32 

IK 

Vm  • 

221 

4 

5 

20 

7 

With 

Four  Iron 

Set 

Screws 

★207 

$12.72 

IK 

He 

.221 

4 

5 

20 

8 

★208 

15.56 

IK 

K 

% 

2 

3 

20 

9 

★209 

18.38 

IK 

He 

% 

0 

2 

10 

5 

★210 

21.22 

IK 

K 

K 

00 

1 

10 

6 

Brass  Wiring  Cleats 


Cat. 

Per 

For  Size 

Wire 

Car¬ 

Std. 

Pkg. 

No. 

100 

O.D.,In. 

ton 

Pkg. 

Wt. 

★15118 

$.92 

He 

50 

250 

1 

★15100 

1.14 

K 

50 

250 

2 

★15103 

1.42 

K 

50 

250 

2 

★15108 

2.12 

nHe 

50 

250 

4 

Porcelain  Sub-Bases 

For  devices  with  bases  2%  inches 
maximum  diameter  to  1%  inches  mini¬ 
mum  diameter  and  having  screw  spac- 
ings  from  %  to  1 %  inches. 

Cat.  Per  Car-  Std.  Pkg. 

No.  100  Description  ton  Pkg.  Wt. 

2381  $8.42  For  Surface  Work  10  100  19 
2383  8.42  For  Molding  Work  10  100  19 

For  devices  with  bases  2%  inches 
maximum  diameter  to  2K  inches  mini¬ 
mum  diameter  and  having  screw  spac- 
ings  from  K  to  1%  inches. 

2357  $8.42  For  Surface  Work  10  100  33 
2222  8.42  For  Molding  Work  10  100  26 


i 


Bryant 

No.  2381  or  2357 


Plug  Fuses 

125  Volts 


Porcelain  Plug  Fuses 


Porcelain  Fuses 


Pyrex  Glass  Fuses 


With  Clear  Hexagonal  Mica 


Window  in  Cap 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

Amps. 

ton 

Pkg. 

Wt. 

POR3 

$4.80 

3 

50 

500 

35 

POR6 

4.80 

6 

50 

500 

35 

POR10 

4.80 

10 

50 

500 

35 

POR15 

4.80 

15 

50 

500 

35 

With  Clear  Round  Mica 
in  Cap 

Window 

POR20 

$4.80 

20 

50 

500 

35 

POR25 

4.80 

25 

50 

500 

35 

POR30 

4.80 

30 

50 

500 

35 

Pyrex  Glass  Plug  Fuses 

PYX10 

$4.80 

10 

50 

500 

35 

PYX15 

4.80 

15 

50 

500 

35 

PYX20 

4.80 

20 

50 

500 

35 

PYX25 

4.80 

25 

50 

500 

35 

PYX30 

4.80 

30 

50 

500 

35 

Fuses  packed  in  display  cartons 
of  5  when  specified.  Suffix  “Dis”. 


Screw  Plug  Casing 

For  Cartridge  Fuse 
Without  Fuse 

Cartridge  fuses  sizes  1-30  amperes,  250 
volts  may  be  used  with  this  casing.  They 
must  be  ordered  separately  according  to  the 
capacity  desired. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

1945 

$21.82 

10 

100 

10 

Neutral  Wire  Fuseless  Plug 

30  Amperes,  125  Volts 


Can  be  inserted  in  neutral  fuse  receptacle  of  triple-pole 
cut-out  bases  and  soldered  in  place,  thus  providing  means 
for  compliance  with  Rule  805d,  Section  S-806E  and  2003  of 
the  1933  Edition  of  the  National  Electrical  Code  which 
requires  the  omission  of  fuses  from  the  grounded  side  of  the 
line. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

ton 

Pkg. 

Wt. 

559 

$7.08 

75 

300 

10 

Midget  Enclosed  Glass  Tube  Fuses 

1-3  Amperes,  1-250  Volts 


5 


Length,  1%  inches. 

Diameter,  K  inch. 

These  fuses  are  especially  designed  for  use  with  Nos.  JD 
and  KP  fusible  caps  listed  on  pages  23  and  32,  but  may  also 
be  used  for  various  other  purposes. 


Cat. 

Per 

Car¬ 

Std. 

Pkg. 

No. 

100 

Amps. 

ton 

Pkg. 

Wt. 

348 

$5.56 

1 

50 

100 

1 

284 

5.56 

2 

50 

100 

1 

349A 

5.56 

3 

50 

100 

1 

All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories  except  where  marked  (★). 


BRYANT  SUPERIOR  WIRING  DEVICES 


61 


Renewable  Enclosed  Cartridge  Fuses 

Non-Indicating 

Ferrule  Type — 250  Volts 


Renewable  Enclosed  Cartridge  Fuses 

Non-Indicating 

Ferrule  Type — 600  Volts 


Ferrule  Type  Fuse 


Ferrule  Type  Fuse 


Link  for  Ferrule  Type  Fuse 


xWWTX  V  ,  ^  ; 


Link  for  Ferrule  Type  Fuse 


Ampere 

Cartridge  with 
Link  Inserted 
Cat.  Per 

Renewal  Link 
Cat.  Per 

Carton 

Std.  Pkg. 
Either 
Cat. 

Pkg.  Wt. 

Capacity 

No. 

100 

No. 

100 

Fuse 

Link 

No. 

Fuse  Link 

3 

7051 

$40.00 

7151 

$2.00 

10 

100 

100 

6 

A 

6 

7054 

40.00 

7154 

2.00 

10 

100 

100 

6 

10 

7056 

40.00 

7156 

2.00 

10 

100 

100 

6 

A 

15 

7058 

40.00 

7158 

2.00 

10 

100 

100 

6 

>4 

20 

7059 

40.00 

7159 

2.00 

10 

100 

100 

6 

A 

25 

7060 

40.00 

7160 

2.00 

10 

100 

100 

6 

A 

30 

7061 

40.00 

7161 

2.00 

10 

100 

100 

6 

A 

35 

7062 

80.00 

7162 

4.00 

10 

100 

100 

15 

A 

40 

7063 

80.00 

7163 

4.00 

10 

100 

100 

15 

XA 

45 

7064 

80.00 

7164 

4.00 

10 

100 

100 

15 

y 

50 

7065 

80.00 

7165 

4.00 

10 

100 

100 

15 

V* 

60 

7067 

80.00 

7167 

4.00 

10 

100 

100 

15 

y* 

Knife  Blade  Type — 250  Volts 


Knife  Blade  Type  Fuse 


Link  for  Knife  Blade  Type  Fuse 


Cartridge  with 

Link  Inserted  Renewal  Link  Std.  Pkg. 


Ampere  Cat. 

Per 

Cat. 

Per 

Carton 

Either 

Pkg  .Wt. 

Capacity  No. 

100 

No. 

100 

Fuse 

Link  Cat.No.  Fuse 

Link 

3 

7251 

$100.00 

7351 

$5.00 

10 

100 

100 

17 

1 

6 

7254 

100.00 

7354 

5.00 

10 

100 

100 

17 

1 

10 

7256 

100.00 

7356 

5.00 

10 

100 

100 

17 

1 

15 

7258 

100.00 

7358 

5.00 

10 

100 

100 

17 

1 

20 

7259 

100.00 

7359 

5.00 

10 

100 

100 

17 

1 

25 

7260 

100.00 

7360 

5.00 

10 

100 

100 

17 

1 

30 

7261 

100.00 

7361 

5.00 

10 

100 

100 

17 

1 

35 

7262 

160.00 

7362 

8.00 

10 

100 

100 

30 

2 

40 

7263 

160.00 

7363 

8.00 

10 

100 

100 

30 

2 

45 

7264 

160.00 

7364 

8.00 

10 

100 

100 

30 

2 

50 

7265 

160.00 

7365 

8.00 

10 

100 

100 

30 

2 

60 

7267 

160.00 

7367 

8.00 

10 

100 

100 

30 

2 

Knife  Blade  Type — 600  Volts 


Knife  Blade  Type  Fuse 


Link  for  Knife  Blade  Type  Fuse 


Ampere 

Cartridge  with 
Link  Inserted 

Cat.  Per 

Renewal  Link 
Cat.  Per 

Carton 

Std.  Pkg. 
Either 
Cat. 

Pkg.  Wt. 

Capacity 

No. 

100 

No. 

103 

Fuse 

Link  No. 

Fuse  Link 

70 

7069 

$180.00 

7169 

$9.00 

5 

50 

50 

15 

A 

80 

7071 

180.00 

7171 

9.00 

5 

50 

50 

15 

A 

90 

7073 

180.00 

7173 

9.00 

5 

50 

50 

15 

A 

100 

7075 

180.00 

7175 

9.00 

5 

50 

50 

15 

A 

110 

7076 

400.00 

7176 

20.00 

1 

10 

10 

9 

A 

125 

7078 

400.00 

7178 

20.00 

1 

10 

10 

9 

A 

150 

7079 

400.00 

7179 

20.00 

1 

10 

10 

9 

A 

175 

7080 

400.00 

7180 

20.00 

1 

10 

10 

9 

A 

200 

7081 

400.00 

7181 

20.00 

1 

10 

10 

9 

A 

225 

7082 

720.00 

7182 

36.00 

1 

10 

10 

18 

A 

250 

7083 

720.00 

7183 

36.00 

1 

10 

10 

18 

>2 

300 

7085 

720.00 

7185 

36.00 

1 

10 

10 

18 

350 

7087 

720.00 

7187 

36.00 

1 

10 

10 

18 

A 

400 

7089 

720.00 

7189 

36.00 

1 

10 

10 

18 

A 

450 

7090 

1100.00 

7190 

55.00 

1 

5 

5 

15 

A 

500 

7091 

1100.00 

7191 

55.00 

1 

5 

5 

15 

A 

600 

7093 

1100.00 

7193 

55.00 

1 

5 

5 

15 

A 

Renewable 

enclosed  fuses  are  supplied  only 

complete 

with 

Parts  (except  links)  will  not  be  furnished. 

Cartridge  with 

Link  Inserted  Renewal  Link  Std.  Pkg. 


Ampere 

Cat. 

Per 

Cat. 

Per 

Carton 

Either 

Pkg.  Wt. 

Capacity  No. 

100 

No. 

100 

Fuse 

Link  Cat.No. 

Fuse 

Link 

70 

7269 

$360.00 

7369 

$18.00 

5 

50 

50 

36 

1 

80 

7271 

360.00 

7371 

18.00 

5 

50 

50 

36 

1 

90 

7273 

360.00 

7373 

18.00 

5 

50 

50 

36 

1 

100 

7275 

360.00 

7375 

18.00 

5 

50 

50 

36 

1 

110 

7276 

700.00 

7376 

35.00 

1 

10 

10 

15 

A 

125 

7278 

700.00 

7378 

35.00 

1 

10 

10 

15 

% 

150 

7279 

700.00 

7379 

35.00 

1 

10 

10 

15 

A 

175 

7280 

700.00 

7380 

35.00 

1 

10 

10 

15 

A 

200 

7281 

700.00 

7381 

35.00 

1 

10 

10 

15 

A 

225 

7282 

1400.00 

7382 

70.00 

1 

10 

10 

28 

2 

250 

7283 

1400.00 

7383 

70.00 

1 

10 

10 

28 

2 

300 

7285 

1400.00 

7385 

70.00 

1 

10 

10 

28 

2 

350 

7287 

1400.00 

7387 

70.00 

1 

10 

10 

28 

2 

400 

7289 

1400.00 

7389 

70.00 

1 

10 

10 

28 

2 

450 

7290 

2000.00 

7390 

100.00 

1 

5 

5 

21 

500 

7291 

2000.00 

7391 

100.00 

1 

5 

5 

21 

A 

600 

7293 

2000.00 

7393 

100.00 

1 

5 

5 

21 

A 

Fuse  dimensions,  page  62. 

All  devices  on  this  page  listed  as  standard  by  Underwriters’  Laboratories. 
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Renewable  Enclosed  Cartridge  Fuses 


Non- Indicating 

Ferrule  Type 


Showing  Small  Number  of  Parts  and 
Simplicity  of  Assembly 


250  Volts 


Dimensions,  Inches 


A 

B 

C 

D 

E 

F 

G  ' 

Rated 

Length 

Distance 

Between 

Width 

of 

Diameter 

of 

Ferrules 

or 

Thickness 

of 

Length 

of 

Ferrules 
or  of 
Terminal 
Blades 

Diam¬ 

eter 

Width 

of 

Capacity 

Over 

Contact 

Contact 

Terminal 

Outside 

of  Terminal 

Amperes 

Terminals 

Clips 

Clips 

Blades 

of  Tube 

Tubes 

Blades 

1-30 

2 

1 

K 

% 

K 

H 

31-60 

3 

l3/i 

6A 

We 

K 

K 

1-30 

5 

4 

600  Volts 

K  We 

V2 

Va 

31-60 

m 

4M 

% 

IKe 

% 

l 

Knife  Blade  Type 


Showing  Small  Number  of  Parts  and 
Simplicity  of  Assembly 


-sJ  W -D 


61-100 

5% 

4 

Vs 

101-200 

4K 

Ik 

201-400 

8^ 

5 

m 

401-600 

10  K 

6 

2  ys 

Vs  1  1  Va 

%  13A  1V£  ±A 

y  m  2  1  k 

y  2^  2H  2 


600  Volts 


61-100 

VA 

6 

Vs 

Vs 

1 

1  y 

y 

101-200 

9  % 

7 

iy 

He 

1  Vs 

1  y 

1  Vs 

201-400 

nBA 

8 

iy 

y 

IVs 

2  K 

1  % 

401-600 

13  H 

9 

2Vs 

y 

2  y 

3 

2 

Wiring  Diagrams  for  Surface  Switches 
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Wiring  Diagrams  for  Flush  Switches 


3-Polnt  Push  Button  Type 
“P”  and  Tumbler 


3-Point  and  4-Point  Push  Button 
Type  “P”  except  Cat.  5504 


3- Point  and  4-Point  Tumbler 
and  Cat.  5504  Push  Button 


/OL  2  On 


19^-0— ' 


+ 


Ton 


-O— i 


O 


2-Circuit  Push  Button  Electrolier  2-Circuit  Push  Button  Electrolier 

Connections:  1,  2,  1  and  2,  Off  Connections:  1,  Off,  2,  Off.  Cat.  2628 

Cat.  2625 

For  3-Light  Lamps 


Wiring  Diagram 
for  H53  Hemco  3-Point 
Flush  Tumbler  Switches 


1  Single-Pole  and  1  3-Point 
Common  Feed 


“Dugle” 

Cat.  2895 

1  Single-Pole  and  1  3-Point 
Separate  Feeds 


Two  “Dugle”  Switches 
Cat.  2895 

Controlling  a  Common  Light  and  Two 
Separate  Lights,  Separate  Feeds 


“Trigle” 

Cat.  2865 

1  3-Point  and  2  Single-Pole 
Common  Feed 


“Trigle” 

Cat.  2866 

2  Single- Pole  and  1  3-Point 
Separate  Feeds 


Wiring  Diagram  to  make  3-Point 
Switches  Indicating.  The  Lamps  in 
both  Bull’s  Eye  Receptacles  are 
Lighted  whenever  the  Circuit  is  Closed 
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Wiring  Diagrams  for  Surface  Switches 


-F 


CIRCUIT#2 


CIRCUIT^ 


Double-Pole  Double-Throw 
Connected  as  Two  Single- 
Pole  Switches 


2-Circuit  Electrolier 
Connections:  1,  2,  1  and  2,  Off 
For  3-Light  Lamps 


2-Circuit  Electrolier 
Connections:  1,  Off,  2,  Off 


3-Circuit  Electrolier 
Connections:  1,  1  and  2, 
1  and  2  and  3,  Off 


Electrolier  and  2-Speed  Fan  Motor 
Connections:  1,  1  and  2,  Off;  or  1,  2,  Off 


Electrolier  and  3-Speed  Fan 
Motor  Connections:  1,  2,  3,  Off 


Wiring  Diagrams  for  Heater  and  Range  Switches 


Double  Pole  Reversible 
Series — Parallel 
Cat.  6258 
Operation 

High — Two  coils  in  parallel 
Medium — One  coil  on 
Low — Two  coils  in  series 
Off— All  off 


Double  Pole  Reversible 
Series — Parallel 

Cat.  6208,  6278,  6288  and  6298 
Operation 

High — Two  coils  in  parallel 
Medium — One  coil  on 
Low — Two  coils  in  series 
Off— All  off 


Single  Pole  Reversible 
Series — Parallel 

Cat.  6209,  6249,  6259,  6269,  6279, 
6289  and  6299 
Operation 

High — Two  coils  in  parallel 
Medium — One  coil  on 
Low — Two  coils  in  series 
Off— All  off 


“Universal”  Reversible 
Cat.  No.  2844 

Load  balancing  On  3-wire 
circuit 

Operation 

High — Two  coils  in  series  on 
220V. 

Medium — One  coil  on  110V. 
Low — Two  coils  in  series  on 
110V. 

Off— All  off 


“Universal”  Reversible 
Cat.  No.  2844 
On  2-Wire  Circuit 

Operation 

High — Two  coils  in  parallel 
Medium — One  coil  on 
Low — Two  coils  in  series 
Off— All  off 


These  diagrams  represent  but  a  few  of  the  many  sequences  of  operation  in  which  Bryant  Heater  and  Range  Switches 
can  be  made. 

Further  data  will  be  supplied  upon  request. 


dl  . 

age 

4 

5 

5 

5 

4 

4 

4 

4 

4 

4 

4 

4 

4 

5 

5 

5 

5 
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5 

4 
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BHB-231 .  55 

BHB-235 .  55 

BHB-240 .  55 

BHB-245 .  55 

BHB-251 .  55 

BHB-258 .  55 

BHB-266 .  55 
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BHB-1109 .  55 

BHB-1125 .  55 

BHB-1142 .  55 

BHB-2109 .  55 

BHB-2125 .  55 

BHB-2142 .  55 

BL .  4 

BM .  4 

CS-10 .  45 

CS-30 .  45 

CS-44 .  45 

CS-450 .  45 

CS-6110 .  45 

CSD-20 .  45 

CSW-20 .  45 

CX .  4 

D-2 .  43 

D-3 .  43 

F . 43,  44 

FA .  14 

FC .  14 

FQ .  14 

FT .  14 

G . 43,  44 

H-10 .  35 

H-ll .  46 

H-13 .  46 

H-17 .  24 

H-18 .  24 

H-20 .  24 
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H-93 .  19 
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H-133 .  58 
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H-221 .  58 

H-222 .  58 

H-224 .  58 
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H-232 .  58 

H-250 .  25 

H-271 .  25 

H-280 .  25 

H-310 .  20 

H-330 .  58 

H-331 .  58 

H-332 .  58 

H-706 .  24 
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H-9081 .  24 

HC-630 .  25 
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HKV-32 .  41 

HP-31 .  41 

HP-32 .  41 

HP-33 .  41 
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HR-1218 .  25 

HR-1518 .  25 

HRA .  23 

HRB .  23 
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HS-43 .  35 

HS-43-P .  35 

HS-131 .  40 

HS-231 .  40 
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Cat.  Cat. 

No.  Page 

HS-43 1 .  40 

HS-531 . 40 

HS-631 . 40 

HSV-32 .  41 

HUT .  23 

HUV .  23 

HUX .  23 
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HV-31 . 41 
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HY-41-P .  26 
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IL-1 389-3 .  38 

IL-1 499 .  36 

IL-1671-A .  38 

IL-1671-B .  38 

IL-1671-C .  38 

IL-1671-G .  38 

IM .  8 
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IT . 

....  8 

J . 

.  .  43,  44 

JB . 

....  32 

JD . 

....  32 

JIv . 

....  23 

JM . 

....  23 

JX . 

....  23 

Iv . 

.  .  43,  44 

KA . 

....  23 

IvE . 
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KG . 

....  23 
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....  23 
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....  44 
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. . . .  6 
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.  .  .  .  6 

LT . 

.  . . .  6 

M-2 . 
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MA . 

....  23 

MX . 

....  23 

OD-261 .  . 

....  32 

OD-361 .  . 

....  32 

OF-11 _ 

....  26 

OF-61 _ 

....  26 

OF-61-P .  . 

....  26 

OG-61 .  .  .  . 

....  35 

01-261 .  . 

....  28 

OJ-61 . 

....  32 

OIv-61 . 

....  35 

O  L-2  41 .  .  . 

....  32 

OM-261  . 

....  28 

OP-11 _ 

....  35 

OP-12  .  .  .  . 

....  35 

OP-13 _ 

....  35 

OP-61 _ 

....  35 

OP-61-P.  . 

....  35 

OP-62  .  .  .  . 

.  35 

OP-62-P .  . 

....  35 

OP-63 .  .  .  . 

....  35 

OP-63-P .  . 

....  35 

OS-11 . 

. .35,  41 

OS-12 _ 

.  .35,  41 

OS-13 . 

.  35 

OS-61 . 

.  35 

OS-61-P. . 

.  35 

OS-62 . 

.  35 

OS-62-P . . 

.  35 

OS-63 . 

.  35 

OS-63-P .  . 

.  35 

OS-111 

.  40 

OS-141 

.  40 

OS-161  . 

....  40 

OS-211 

.  40 

OS-241  . 

.  40 

OS-261 

.  40 

OS-311 

.  40 

OS-341 

.  40 

OS-361 

.  40 
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....  40 

OS-461  .  .  . 

....  40 

OS-511 

....  40 

OS-541  .  . 

....  40 
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....  15 

PD . 

....  15 

POR-3 .  .  .  . 

....  60 
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....  60 

POR-10 

....  60 

POR-15 

....  60 

POR-20  . 

....  60 

POR-25 

....  60 

POR-30 

....  60 

PP . 

.  .  . .  15 

PQ . 

.  15 

PT . 

....  15 

PYX-10 

....  60 

PYX-15  . 

....  60 

PYX-20 

....  60 
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....  60 

PYX-30 

....  60 

PZ . 

....  15 
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....  15 
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S . 

.  .  43,  44 
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TL-7210 

....  29 
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29 

29 

29 

29 

29 

29 

29 

29 

29 

29 

29 
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29 

29 

29 

29 

29 

29 

29 

29 

29 

29 

29 

29 

6 

6 

23 

23 

23 

44 

44 

44 
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5 

5 

5 

5 

5 

5 

5 

5 

5 

5 

5 

5 

44 

44 

44 

44 

55 
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55 
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12 

12 
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4 
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